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National foreword

This Part of BS 7007 has been prepared under the direction of the Machine, Engineers and Hand Tool Standards
Committee. It is identical with SO 3819-1986 ‘Coated abrasives — Flap wheels with shafts — Designation and
dimensions’, published by the International Organization for Standardization (1SO).

The other Parts of BS 7007 are as foliows:
Part 1 Specification for dimensions and designation of truncated cone abrasive sleeves;
Part 3 Specification for dimensional tolerances on non-standard coated abrasive products.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

‘ The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘International Standard’ or ‘[SO 3919’ appear, referring to this standard, they should be read as
‘Part of BS 7007’ and ‘BS 7007 : Part 2’ respectively.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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1 Scope and field of application

This International Standard specifies the designation and the
dimensions of flap wheels with shafts. i

2 Designation

The designation of flap wheels with shafts shall consist, in
order, of the following information:

a)
b)
cl
d)
e)

f)

the description;

the reference to this International Standard;
the diameter of the flap wheel, D;

the width of the flap wheel, T;

the shaft diameter, S;

the free length of the shaft.

Example:

Designation of a flap wheel with shaft, with diameter
D = 60 mm, width 7 = 20 mm, shaft diameter § = 6 mm and
having a free length of the shaft equal to 40 mm:

Flap wheel with shaft 1S0. 3919 - 60 x 20.-6 x- 40
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3 Dimensions

Vo
Q - N
<Z-__- Free length of the shaft
Dimensions in millimetres
Diameter of the
7 flap wheal, D 30 40 60 80
Width, T
10 X
16 X X
20 X
30 - X X
40 X ‘
50 X
Shaft diameter], § 32 | 32 6 6
Free iength of the shaft 25 or 40

1} The values of 3,15 and 6,3 mm are acceptable for a transitional

period.

2} The value of 6 mm {or 6,3 mm) is acceptable in secondary series.
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