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NOTE. It is essential that this Part be read in conjunction with the general information given in BS 7012 : Part 0 ‘General introduction’,
which is published separately.

National foreword

This part of BS 7012 has been prepared under the direction of the Laboratory Apparatus Standards Committee. It is
identical with 1SO 8038-1985 ‘Optics and optical instruments — Microscopes — Screw thread for objectives’, published
by the international Organization for Standardization (1SO). 1ISO 8038 was prepared by Subcommittee 5, Microscopes,
of Technical Committee ISO/TC 172, Optics and optical instruments, with the active participation and approval of

the U.K.

This Part of BS 7012 supersedes BS 3569 : 1962 which is withdrawn.
The Parts of this standard are listed in Part 0.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is especially drawn to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the base
line as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Part of BS 7012".

Textual errors. When adopting the text of the international standard, the textual errors listed below were discovered.
They have been marked in the text and have been reported to I1SO in a proposal to amend the text of the international
standard.

1) Inlines three and four of the NOTE to clause 1"’ . . . the Royal Microscopical Society, London, in 1858 . . . "’ should
read . .. The Microscopical Society of London, in 1858 . ..""

2) In column 1 of the Table “External thread’’ should read ““Internal thread”’.
3) In column 1 of the Table “Internal thread’’ should read ““External thread"’.
4) Infigure 2 “’External thread’’ should read “Internal thread"’.
5) In figure 2 ““Internal thread’’ should read ‘‘External thread’’.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS 7012 : Part 4 : 1989

1 Scope

This International Standard specifies the dimensions of a screw
thread for connecting a microscope objective to the nose-
piece.

NOTE — The values given in this International Standard conform, ex-
cept for the length of the thread lug!) (see figure 1), to the inter-
nationally used screw thread laid down by the Royal Microscopical
Society, London, in 1858, and published in the Journal of the Royal
Microscopical Society, Ser.3, Vol. 56, pp.377-379, as Royal
Microscopical Society Standard (RMS-Standard) in December 1936
after revision.

2 Field of application

The use of this screw thread is recommended for all
microscopes unless other fittings are required for optical or
design reasons.

Objectives which are not optically compatible with other ex-
isting microscope systems are not restricted to the maximum
thread length of 5 mm.

3 Dimensions

The dimensions of the screw thread shall be as illustrated in
figure 2 and given in the table.

Table
Dimensions in millimetres
. Calculated play
Dimensions for CI'E.xtemal .P'tCh _Core between internal and Allowances | Tolerance
iameter diameter diameter external threads
External max. 20,396 19,944 19,492 - +0,076
thread - D D, D, — . 0,076
min. 20,320 19,868 19,416 Minimum Maximum 0
play play
Internal max. 20,274 19,822 19,370 0,046 0,198 ~0,046
thread . d ) dy 0,076
min. 20,198 19,746 19,294 — -0,122

NOTE — See also figures 1 and 2.

1) The length of the thread lug according to this International Standard is 5 mm max. The RMS-Standard specifies the length of the thread as
3,175 mm and the length of the guide cylinder as 2,540 mm, thus giving a total of 5,715 mm.

*See national foreword for details of textual errors.
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