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National foreword

This Section of BS 7020 has been prepared under the direction of the Iron and Steel Standards Committee. It is identical
with 1SO 5418-1984 ‘Iron ores — Determination of copper content — 2,2’ -Biquinolyl spectrophotometric method’
published by the International Organization for Standardization (I1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

In British Standards it is current practice to use the spelling ‘sulphur’ etc., instead of ‘sulfur’, etc.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Section of BS 7020".

Cross-references

International standard Corresponding British Standard
BS 5660 Methods of sampling iron ores

1SO 3081-1986 Part 1 : 1987 Manual method of increment sampling
(ldentical)

1ISO 3082-1987 Part 2 : 1987 Mechanical method of increment sampling and sample preparation
(ldentical)

1SO 3083-1986 BS 5661 : 1987 Method for preparation of samples of iron ores by manual means
(Identical)

ISO 7764 -1985 BS 7020 Analysis of iron ores
Part 1 : 1988 Method for the preparation of pre-dried test samples for chemical analysis
(ldentical)

The reference to 1SO 5725 is for information only.

Additional information. In clause 2 the footnote to ISO 3082 and 1SO 7764 no longer applies as these standards have
now been published.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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L ]
British Standard
Analysis of iron ores
Part 10. Methods for the determination of copper content
Section 10.1 Spectrophotometric method

1 Scope and field of application

This International Standard specifies a 2,2'-biquinolyl spectro-
photometric method for the determination of copper in iron
ores.

This method is applicable to a concentration range of 0,004 to
0,8 % (m/m) of copper in natural iron ores, and iron ore con-
centrates and agglomerates including sinter products.

2 References
1SO 3081, /ron ores — Increment sampling — Manual method.

1SO 3082, /ron ores — Increment sampling and sample prepara-
tion — Mechanical method. "

ISO 3083, /ron ores — Preparation of samples — Manual
method.

ISO 7764, Iron ores — Preparation of predried test samples for
chemical analysis. V)

3 Principle

Decomposition of the test portion by treatment with hydro-
chloric, nitric and perchloric acids.

Dehydration of silica, dilution and filtration. Ignition of the
residue, treatment with hydrofluoric and sulfuric acids and
fusion with sodium carbonate. Dissolution of the cooled melt in
the filtrate.

Reduction of copper(ll) with ascorbic acid. Addition of
2,2'-biquinolyl in the presence of N,N-dimethylformamide to
form the red-violet complex of copper(}).

Spectrophotometric measurement of the absorbance of the
coloured complex at a wavelength of about 545 nm.

4 Reagents

During the analysis, use only reagents of recognized analytical
grade, and only distilled water or water of equivalent purity.

NOTE — The distillation apparatus used should not contain any

copper, and deionized water should not come into contact with copper
tubing or taps.

1) At present at the stage of draft.
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4.1 Sodium carbonate (Na,CO3), anhydrous.

4.2 Iron(lll) oxide.

4.3 Hydrochloric acid, ¢ 1,16 to 1,19 g/ml.

4.4 Hydrochloric acid, ¢ 1,16 to 1,19 g/ml, diluted 1 + 2.
4.5 Hydrochloric acid, ¢ 1,16 to 1,19 g/ml, diluted 1 + 10.
4.6 Nitric acid, 0 1,4 g/ml.

4.7 Nitric acid, ¢ 1,4 g/ml, diluted 1 + 1.

4.8 Perchloric acid, 60 % (m/m), ¢ 1,54 g/ml, or 70 %
(m/m), 0 1,67 g/ml.

4.9 Sulfuric acid, o0 1,84 g/ml, diluted 1 + 1.

4.10 Hydrofluoric acid, 40 % (m/m), 0 1,13 g/ml, or 48 %
(m/m), o0 1,185 g/ml.

4.11 Ascorbic acid (CgHgOg), 200 g/l solution.

Prepare this solution at the time of use.

4.12 N,N-Dimethylformamide [HCON(CHj3),l.

Take care not to inhale toxic fumes.

4.13 2,2’-Biquinolyl (C4gH,,N,) solution.

Dissolve 0,15 g of 2,2'-biquinolyl in 2560 ml of N,N-dimethyl-
formamide. Protect the solution from light and store in a brown
bottle.

4.14 Copper standard solutions

4.14.1 Standard solution A

Dissolve 0,500 g of copper metal (99,9 %) in 20 ml of the nitric
acid solution (4.7) in a 250 mi tall form beaker. After elimination
of the nitrous fumes by boiling, cool, transfer to a 500 ml one-
mark volumetric flask, dilute to the mark with water and mix.

1 ml of this solution contains 1,00 mg of Cu.
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4.14.2 Standard solution B

Take 25,0 ml of standard solution A (4.14.1) and dilute to the
mark in a 500 ml one-mark volumetric flask.

1 ml of this solution contains 0,05 mg of Cu.

5 Apparatus

Ordinary laboratory apparatus and

5.1 Spectrophotometer, suitable for measurement of
absorbance in the region of 545 nm.

6 Sampling and samples

6.1 General

For analysis, use a laboratory sample of minus 100 um particle
size which has been taken in accordance with ISO 3081 or
ISO 3082 and prepared in accordance with 1SO 3082 or
ISO 3083. In the case of ores with significant contents of
combined water or oxidizable compounds, use a particle size of
minus 160 pm.

NOTE — A guideline on significant contents of combined water and
oxidizable compounds is incorporated in ISO 7764.

6.2 Preparation of predried test samples

Thoroughly mix the laboratory sample, and taking multiple
increments, extract a test sample in such a manner that it is
representative of the whole contents of the container. Dry the
test sample at 105 t 2 °C as specified in ISO 7764. (This is the
predried test sample.)

7 Procedure

7.1 Number of determinations

Carry out the analysis generally in duplicate, independently, on
one predried test sample.

NOTE — The expression ‘“independently’’ implies that the repetition of
the procedure shall be carried out at a different time and include ap-
propriate recalibration.

7.2 Blank test and check test

In each run, one blank test and one analysis of a certified
reference material of the same type of ore shall be carried out in
parallel with the analysis of the ore sample(s) under the same
conditions. A predried test sample of the certified reference
material shall be prepared as specified in 6.2.

NOTE — The certified reference material should be of the same type as
the sample to be analysed and the properties of the two materials
should be sufficiently similar to ensure that in either case no significant
changes in the analytical procedure would become necessary.

When the analysis is carried out on several samples at the same
time, the blank value may be represented by one test, provided
that the procedure is the same and the reagents are from the
same reagent bottles.

When the analysis is carried out on several samples of the same
type of ore at the same time, the analytical value of one certi-
fied reference material may be used.

7.3 Test portion

Weigh, to the nearest 0,000 2 g, approximately 0,5 or 1 g of the
test sample (see table 1 in 7.4.4), obtained in accordance
with 6.2.

NOTE — The test portion should be taken and weighed quickly in order
to avoid reabsorption of moisture.

7.4 Determination

7.4.1 Decomposition of the test portion

Place the test portion (7.3) in a 250 ml beaker (tall form) and
moisten with 5 ml of water. Add 20 ml of the hydrochloric acid
(4.3), cover the beaker with a watch glass and heat the solution
gently without boiling until decomposition of the test portion is
complete. Add 5 ml of the nitric acid (4.6) followed by 10 ml of
the perchloric acid (4.8) and 0,2 ml of the sulfuric acid (4.9),
cover the beaker with a watch glass and heat until perchloric
acid fumes are evolved. Continue the heating for a further 3 to
5 min.

Allow the beaker to cool and add 20 ml of the hydrochloric acid
solution (4.4). Boil for 1 min to remove chlorine and dilute with
10 ml of water.

Filter the solution through a medium-texture filter paper,
collecting the filtrate in a 300 ml beaker. Wash the paper with
the hydrochloric acid solution (4.5) (use as small a volume as
possible) until the yellow colour due to iron(lll) can no longer be
detected. Finally, wash with hot water until the washings are
free from acid. Reserve the filtrate and washings as the main
solution. Transfer the filter paper containing the residue to a
platinum crucible.

7.4.2 Treatment of the residue

Dry and burn off the filter paper at a low temperature and ignite
the residue at about 800 °C in a muffle furnace. Allow the
crucible to cool, moisten the residue with a few drops af water,
and add 5 drops of the sulfuric acid solution (4.9) and 5 ml of
the hydrofluoric acid (4.10).

Heat gently, in a fume cupboard, to volatilize silica as the
tetrafluoride, and evaporate the sulfuric acid to dryness.
Finally, heat the crucible at a high temperature for several
seconds to ensure complete removal of sulfuric acid. Allow to
cool and add 1 g of the sodium carbonate (4.1). Heat gently for
several minutes, then at 900 to 1 000 °C until decomposition of
the residue is complete.

NOTE — With a large amount of residue, additional sodium carbonate
may be required. If so, the amount of sodium carbonate taken in 7.5
must be increased correspondingly.
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