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National foreword

This Section of has been prepared under the direction of the Iron and
Steel Standards Policy Committee and is identical with ISO 2598-2:1992 Iron
ores — Determination of silicon content — Part 2: Reduced molybdosilicate
spectrophotometric method published by the International Organization for
Standardization (ISO).

Cross-references

International standard Corresponding British Standard

Specification for one-mark volumetric
flasks
(Identical)
Methods of sampling iron ores

Part 1:1987 Manual method of increment sampling
(Identical)

Part 2:1987 Mechanical method of increment sampling
and sample preparation
(Identical)

Method for preparation of samples of iron
ores by manual means
(Identical)

[SO 7764:1985 Analysis of iron ores
Part 1:1988 Method for the preparation of pre-dried test
samples for chemical analysis

(Identical)

The Technical Committee has reviewed the provisions of [SO 64§, to which
normative reference is made in the text, and has decided that they are acceptable
for use in conjunction with this standard. A related British Standard to

ISO 648:1977 1s BS 1583:1984 Specification for one-mark pipettes.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 8, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover.
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B m Sharing Hub

11

Full document details: BS 7020-5.2:1993


http://dx.doi.org/10.3403/BS7020
http://dx.doi.org/10.3403/00096581
http://dx.doi.org/10.3403/00173350
http://dx.doi.org/10.3403/00175097
http://dx.doi.org/10.3403/00173362
http://dx.doi.org/10.3403/00190384
http://dx.doi.org/10.3403/00096581
http://dx.doi.org/10.3403/BS5660
http://dx.doi.org/10.3403/00173362
http://dx.doi.org/10.3403/BS7020
http://dx.doi.org/10.3403/30163411U
http://dx.doi.org/10.3403/00153022
http://www.avadocuments.com/doc/bs-7020-5-2-1993
http://www.avadocuments.com/doc/bs-7020-5-2-1993

BS 7020-52:1993

1 Scope

This part of ISO 2598 specifies a reduced
molybdosilicate spectrophotometric method for the
determination of the silicon content of iron ores.

This method is applicable to silicon contents
between 0,1 % (m/m) and 5,0 % (m/m) in natural
iron ores, iron ore concentrates and agglomerates,
including sinter products, especially for ores
containing fluorine.

The fluorine content of the sample does not affect
the determination.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this part of ISO 2598. At the time of publication,
the editions indicated were valid. All standards are
subject to revision, and parties to agreements based
on this part of ISO 2598 are encouraged to
investigate the possibility of applying the most
recent editions of the standards indicated below.
Members of IEC and ISO maintain registers of
currently valid International Standards.

ISO 648:1977, Laboratory glassware —
One-mark pipettes.

[SO 1042:1983, Laboratory glassware —

One-mark volumetric flasks.

[SO 3081:1984, Iron ores — Increment

sampling — Manual method.

[SO 3082:1987, Iron ores — Increment sampling and

sample preparation — Mechanical method.

[SO 3083:1984, Iron ores — Preparation of

samples — Manual method.

[SO 7764:198Y, Iron ores — Preparation of predried

test samples for chemical analysis.

3 Principle

Decomposition of the test portion by fusion with
sodium tetraborate or a fusion mixture (carbonate
and tetraborate) and treatment with dilute nitric
acid.

Addition of ammonium molybdate to convert the
silicate into a molybdosilicate complex and
reduction to molybdenum blue with ascorbic acid.
Spectrophotometric measurement of the absorbance
of the molybdenum blue complex at a wavelength of
approximately 600 nm.

4 Reagents

During the analysis, use only reagents of recognized
analytical grade and only distilled water or water of
equivalent purity.

4.1 Sodium tetraborate (NayB407), anhydrous.

4.2 Potassium nitrate (KNOg).
To be used as in note 6 of 7.4.1.
4.3 Fusion mixture.

Mix 100 g of anhydrous sodium carbonate
(NayCOg)/anhydrous potassium carbonate (K9COg)
mixture (1 + 1) with 30 g of anhydrous sodium
tetraborate (4.1) and 0,5 g of potassium

nitrate (4.2).

4.4 Nitric acid, p 1,4 g/ml, diluted 1 + 9.

4.5 Ammonium molybdate [(NH,)gMo;09,.4H50],
solution, 120 g/l.

4.6 Oxalic acid (CoH504.2H50), solution, 50 g/l.
4.7 Sulfuric acid, p 1,84 g/ml, diluted 1 + 3.

4.8 Ascorbic acid (CgHgOg), solution, 20 g/l.
Prepare a fresh solution on the day of use.

4.9 Hydrogen peroxide, solution, 3 % (V/V).
Prepare by 1 + 9 dilution of hydrogen peroxide
solution [30 % (VIV)].

To be used as in note 9 of 7.4.1.

4.10 Silicon standard solution, 50 pug Si/ml.
Calcine an appropriate quantity of silicon dioxide
at 1 050 °C, cool, and weigh 53,5 mg = 0,1 mg into a
platinum crucible. Add 400 mg of iron(III) oxide

and 4 g of sodium tetraborate (4.1) or fusion
mixture (4.3) and mix.

Heat the mixture gently to a temperature
of 1 100 °C (see 7.4.1) until a clear melt is obtained.

Cool and dissolve in 200 ml of nitric acid (4.4),
transfer to a 500 ml one-mark volumetric flask,
dilute to volume with water and mix.

4.11 Background solution.

In parallel with the silicon standard solution (4.10),
prepare a background solution from 4 g of sodium
tetraborate (4.1) or fusion mixture (4.3) and 400 mg
of iron(III) oxide as described in 4.10, but without
adding silicon dioxide.

5 Apparatus

Ordinary laboratory apparatus, including
one-mark pipettes and one-mark volumetric flasks

complying with the specifications of [SO 64§ and

0 1049 respectively, and
5.1 Platinum crucibles, of capacity 30 ml.

5.2 Muffle furnace, capable of maintaining a
temperature of approximately 1 100 °C.

5.3 Spectrophotometer, suitable for measurement of
absorbance at approximately 600 nm.
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