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Detection of hydrogen sulphide in liquefied
petroleum gases using lead acetate

[1SO title: Liquefied petroleum gases — Detection of hydrogen sulfide — Lead acetate method]

Méthode de détection de I'acide sulfhydrique dans les gaz de pétrole liquéfiés — Méthode & I'acétate
de plomb '

Verfahren zum Nachweis von Schwefelwasserstoff in Fliissiggasen mit Bleiacetat
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National foreword

This British Standard has been prepared under the direction of the Petroleum Standards Committee. It is identical with
1SO 8819 : 1987 'Liquefied petroleum gases — Detection of hydrogen sulfide — Lead acetate method’, prepared by
Technical Committee 1ISO/TC 28, Petroleum products and lubricants, of the International Organization for Standardiza-
tion (1SO) as the result of discussions in which the United Kingdom participated.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following. ’
The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

In British Standards it is current practice to use the symbol ‘L’ for litre rather than ‘I’ and to use the spelling ‘sulphur’,
etc., instead of ‘sulfur’, etc.

Wherever the words ‘international Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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