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Foreword

This Part of BS 7036 has been prepared by Technical Committee MHE/31.
Together with Parts 1 and 3 it supersedes BS 7036:1988 which is withdrawn.

The purpose of this Part of BS 7036 is to provide guidance to manufacturers,
suppliers, installers, specifiers, occupiers and property owners on the specific
recommendations for the provision, installation, safe operation and maintenance
of powered sliding doors systems with a view to safeguarding traffic against the
risk of accidents. It is not intended to cover the manufacture or design of powered
sliding door operating systems except where the products, components or devices
have a bearing on safety.

It is essential that this Part of BS 7036 is read in conjunction with
Part 1: General.

Copyright is waived by BSI in respect of the authorized technician check list in
annex A and the occupier safety check list in annex B. Enquiries concerning bulk
printed supplies of these check lists should be addressed to Customer Services,
BSI, 389 Chiswick High Road, London, W4 4AL.

The initial text of this code of practice was provided by the Automatic Door
Suppliers’ Association and due acknowledgement is made to this organisation.

As a code of practice, this British Standard takes the form of guidance and
recommendations. It should not be quoted as if it were a specification and
particular care should be taken to ensure that claims of compliance are not
misleading.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 12, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover. Documents
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1 Scope

This Part of BS 7036 provides guidance on the
specific safety recommendations applicable to the
following types of powered sliding doors:
a) single, bi-parting and telescopic straight
sliding doors; and
b) single and bi-parting curved sliding doors and
prismatic doors; and

¢) folding doors.

It 1s essential that this Part of BS 7036 is read in
conjunction with Part 1: General.

2 References

2.1 Normative references

This Part of BS 7036 incorporates, by dated or
undated reference, provisions from other
publications. These normative references are made
at the appropriate places in the text and the cited
publications are listed on the inside back cover. For
dated references, only the edition cited applies; any
subsequent amendments to or revisions of the cited
publication apply to this Part of BS 7036 only when
incorporated in the reference by amendment or
revision. For undated references, the latest edition
of the cited publication applies, together with any
amendments.

3 Definitions

For the purposes of this British Standard the
definitions given in BS 7036-1 apply.

4 General

4.1 Powered sliding doors should be installed
following the general recommendations given in
Part 1, together with the specific recommendations
of this Part.
4.2 Operational checking and maintenance should
be in accordance with 4.6 of Part 1 and should use
the authorized technician check list and the
occupier safety check list given in annexes A and B
respectively of this Part.
4.3 Powered sliding doors have potential hazards in
the following five areas:
a) during the opening cycle — traffic can be
struck, drawn in, trapped or walk into the door;
b) during the closing cycle — traffic can be struck,
trapped or walk into the door;

¢) tripping hazards (see 4.3.2 of Part 1);
d) congestion (see 4.4 of Part 1);

e) other hazards due, for example, to lack of
supervision (see 4.5 of Part 1).

5 Safety during the opening cycle

5.1 Provision should be made to deter persons from
occupying the area through which the door travels
during its opening cycle.

5.2 A keep clear sign should be affixed to the screen
or wall across which the door travels

(see 11.3 of Part 1).

5.3 Where practicable, one of the following should be
fitted.
NOTE Barriers and screens are not suitable for use with
telescopic sliding doors as they introduce serious trapping
hazards.
a) A suitable barrier (see Figure 1 of this Part and
clause 9 of Part 1). For folding doors, if they can
be approached in the open position from the side,
then a barrier should be installed along the line
of the door leaf in its open position. The distance
between the barrier and the fully open door
should be greater than 25 mm and less
than 100 mm (see Figure 2).

b) A pocket screen of minimum height 1 500 mm
measured from finished floor level so that a
pocket is formed into which the door slides

(see Figure 3 and clause 6).

¢) Presence sensors (see 8.3 of Part 1) protecting
the area through which the doors travel during
their opening cycle, such that the doors

(if activated) open at search speed, or give an
audible warning, when traffic is detected.

5.4 The powered door operator should incorporate a
force limiting device which limits the static
entrapment force to a maximum of 150 N if the door
is stopped by an obstruction during its opening cycle
(see 8.5 of Part 1).

5.5 The leaf opening speed should not
exceed 500 mm/s.

5.6 Where necessary, the following means should be
provided to minimize the risk of body traps:

a) where the gap between the face of the door and
the structure across which it slides is less

than 100 mm then the gap between the rear edge
of the door in the fully open position and the fixed
structure should be greater than 200 mm

[see Figure 4 a)];

b) where the gap between the face of the door and
the structure across which it slides is greater
than 100 mm then the gap between the rear edge
of the door in the fully open position and the fixed
structure should be greater than 500 mm

[see Figure 4 b)].
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Figure 1 — Example of barrier rail
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Figure 2 — Position of barrier at folding door
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Figure 3 — Example of a fixed screen forming a pocket
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