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Foreword

This Part of BS 7114 has been prepared under the direction of the Chemicals 
Standards Committee.
BS 7114 has been prepared in order to specify certain basic requirements for the 
construction and performance of fireworks (as well as describing an associated 
classification system and methods of test) which will help to ensure that the risks 
of injury to users, onlookers and the public in general and of damage to property 
are minimized. It also includes requirements for labelling in order to encourage 
the proper use of fireworks. Prior to the publication of BS 7114 there had been no 
comprehensive document published in the United Kingdom concerned with the 
quality of fireworks, although fireworks are subject to certain legislation, notably 
the Explosives Act 1875 and the Fireworks Act 1951, and to voluntary 
agreements between Government departments and the industry.
BS 7114 is issued in three Parts as follows:

— Part 1: Classification of fireworks;
— Part 2: Specification for fireworks;
— Part 3: Methods of test for fireworks.

The main purpose of this Part of BS 7114 is to provide the test methods for 
assessment of compliance with the requirements of Part 2. If testing is carried out 
at the place of manufacture it is advisable to condition the fireworks so as to 
simulate the effects of temperature, humidity and, vibration during storage and 
transportation.
A test for the presence of a mixture of sulphur and sodium or potassium chlorate 
is described in Appendix C, although there is no requirement in BS 7114-2 
concerning such mixtures1).
WARNING. The testing of fireworks can be very dangerous and should only be 
carried out by suitably qualified personnel, taking all appropriate safety 
precautions. Such safety precautions are not described in this British Standard. 
It is essential, however, that suitable screens, clothing and other equipment are 
provided to protect test operators. If possible, tests should be initiated remotely. 
All personnel should be kept a safe distance from a functioning firework.
The dismantling of fireworks is a particularly hazardous operation which can be 
carried out legally only in a factory licensed for that purpose.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations. In particular, attention is drawn to the 
Explosives Act 1875 and Order in Council 151), the Explosives Act 1923, 
the Fireworks Act 1951, the Health and Safety at Work etc. Act 1974 and 
the Consumer Protection Act, 1987.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 26, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.

1) Order in Council 15 made under the Explosives Act 1875 is concerned with whether an 
explosive composition contains a mixture of sulphur and of potassium chlorate or other chlorates.
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1 Scope
This Part of BS 7114 describes methods for testing 
fireworks and certain items of ancillary equipment. 
It is applicable to fireworks for sale to the general 
public, for indoor and outdoor use 
(i.e. categories 1, 2 and 3 as classified in BS 7114-1). 
Category 4 fireworks, i.e. fireworks which are 
incomplete and/or which are not intended for sale to 
the general public, are excluded. Category 3 shells 
supplied without a mortar tube are also excluded.
NOTE The titles of the publications referred to in this standard 
are listed on the inside back cover.

2 Definitions
For the purposes of this Part of BS 7114 the 
definitions given in BS 7114-1 apply.

3 Caps (type 1A fireworks)2)

3.1 Reagents

3.1.1 General. During the test use only reagents of 
recognized analytical grade and water complying 
with grade 3 of BS 3978.
3.1.2 Nitric acid solution, dilute. Dilute 
concentrated nitric acid solution, Ô 
approximately 1.42 g/mL, about 70 % (m/m), 1 + 1 
with water.

3.2 Test area for communication testing

The test area for communication testing, as 
described in 3.5.4 to 3.5.6, shall be swept and 
washed clean, shall contain only the apparatus used 
during the testing and shall be provided with a 
means of extracting fumes.

3.3 Apparatus

Ordinary laboratory apparatus together with the 
following.
3.3.1 Analytical balance, capable of weighing to an 
accuracy of 0.0001 g.
3.3.2 Hard, smooth, horizontal metal surface.

2) See BS 7114-1 for the classification of fireworks.

Figure 1 — Rod for communication testing
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3.3.3 Stainless steel rod, of length 600 mm and 
diameter 6.35 mm, as shown in Figure 1. One end is 
machined so that the diameter is reduced 
to 3.00 mm over a length of 30 mm with a flat tip 
perpendicular to the axis of the rod. A stainless steel 
collar, of thickness 5 mm and outside 
diameter 15 mm, is firmly attached to the rod at a 
distance of 50 mm from the end with the reduced 
diameter. The rod is also fitted with an annular 
weight, of mass 100 g and internal diameter such 
that it is just able to move freely along the 6.35 mm 
diameter section of the rod. The rod is drilled with a 
hole, into which a pin can be inserted, at a distance 
of 100 mm from the collar and with similar holes at 
intervals of 50 mm along the remaining length.
3.3.4 Means of clamping the rod in a vertical 
position.
3.3.5 Vacuum desiccator.
3.3.6 Magnetic stirrer, with a bar coated in 
polytetrafluoroethylene.
3.3.7 Wooden cocktail sticks.
3.3.8 Small pair of copper-beryllium pliers.

3.4 Test specimen

Use one primary pack for each complete test.

3.5 Procedure

3.5.1 Examination of primary pack. Examine the 
outside of the primary pack (3.4) visually and record 
the occurrence of any holes or splits.
Open the pack. Tap out any loose composition, 
collect it and weigh it to an accuracy of 0.0001 g.
3.5.2 Examination of amorces. Carefully remove the 
contents of the primary pack and examine each roll 
visually before unwinding it. Record any instances 
of the leading tape being shorter than one 
circumference of the roll (i.e. if one or more caps are 
visible or partially visible).
Unwind each roll, examine it visually and record the 
number of caps on the roll and the number of 
patches of exposed composition (i.e. caps without a 
complete cover and other areas where composition is 
adhered to the tape).
3.5.3 Examination of plastics encapsulated caps and 
plastics cup type caps. Remove the contents of the 
primary pack, taking care to avoid unnecessary 
damage to the pack, and examine each ring or strip 
visually. Record the total number of caps in the pack 
and the number of patches of exposed composition 
(i.e. caps without covers, caps with loose or 
incomplete covers and other areas where 
composition is adhered to the ring or strip).

3.5.4 Determination of drop-height for 
communication testing. Determine the lowest 
position on the rod (3.3.3) from which the weight 
can be dropped in order to fire a cap as follows, using 
caps similar to those actually under test.
Place an individual cap on the metal surface (3.3.2), 
within the test area (3.2), and clamp the rod in a 
vertical position so that the tip of the rod rests on 
the cap. Raise the weight and insert a pin in the 
lowest hole so as to support the weight. Attach a 
piece of string to the pin. Remove the pin remotely 
by pulling the string. If the cap fails to fire, replace 
it with a further cap and drop the weight from the 
next position upwards along the rod. Repeat the 
process until each of five caps is successfully fired 
when dropping the weight from the same height.
3.5.5 Communication testing of amorces. Unwind a 
roll and lay it flat, with the caps uppermost, on the 
metal surface (3.3.2), within the test area (3.2). 
Clamp the rod (3.3.3) in a vertical position so that 
the tip of the rod rests centrally on the fourth cap 
from one end of the roll. Raise the weight to the 
drop-height, determined in accordance with 3.5.4, 
and insert a pin to support it. Attach a piece of 
string to the pin. Remove the pin remotely by 
pulling the string, thus causing the “donor cap” to be 
fired. Initiate further donor caps by repositioning 
the rod on every tenth cap and dropping the weight 
in the same manner. If an intended donor cap fails 
to fire when the weight is dropped, record this fact 
and move on to the next position. Count the total 
number of caps which have been fired, including 
donor caps.
Repeat the above process for each roll.
3.5.6 Communication testing of plastics 
encapsulated caps and plastics cup type caps. Drill 
or punch a 5 mm diameter hole through the wall of 
the empty pack so that when the contents are 
returned the rod (3.3.3) can be inserted so that its 
tip will rest centrally on a cap in the middle of the 
bottom layer after the caps immediately above this 
donor cap have been removed. Cut out the caps to be 
removed and count those remaining. Return those 
caps to the pack and close it. Place the pack on the 
metal surface (3.3.2), within the test area (3.2). 
Insert the rod as described and clamp it in position. 
Raise the weight to the drop-height determined in 
accordance with 3.5.4 and insert a pin to support it. 
Attach a piece of string to the pin. Remove the pin 
remotely by pulling the string, thus causing the 
donor cap to be fired.
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If the intended donor cap fails to fire when the 
weight is dropped: open the pack; rearrange the 
contents and reassemble it so that another cap, 
at least two removed from the original cap, is 
aligned underneath the rod; then drop the weight 
again. If the second cap fails to fire, repeat this 
process once more, using a cap at least two removed 
from the others. If the third intended donor cap fails 
to fire, record this fact and discontinue the 
communication testing.
Remove the contents of the pack and count the total 
number of caps which have been fired, including the 
(eventual) donor cap.
3.5.7 Determination of the net explosive content of 
amorces. Select at random 10 sections each 
containing a single cap, which had remained intact 
after communication testing, and cut them from the 
rolls. Place the sections in the vacuum 
desiccator (3.3.5) for 24 h. Remove the sections and 
immediately weigh them collectively to an accuracy 
of 0.0001 g.
Place the sections in a beaker of water and leave to 
soak for about 1 h. Remove the sections from the 
beaker and gently wash off the top layer of paper 
(covering the composition) using water from a wash 
bottle. Retain the paper removed in this manner. 
Using more water from the wash bottle, gently rinse 
away all the composition, taking care not to lose any 
paper fibres.
Collect all the paper and dry it in the vacuum 
desiccator for 24 h. Remove the paper and 
immediately weigh it to an accuracy of 0.0001 g.
3.5.8 Determination of the net explosive content of 
plastics encapsulated caps. Select at 
random 10 sections each containing a single cap, 
which has remained intact after communication 
testing, and cut them out from the rings or strips. 
Weigh the sections collectively to an accuracy 
of 0.0001 g.
Cut each section down the centre of the cap using a 
sharp scalpel. Place the sections in a 100 mL beaker 
and add about 20 mL of the nitric acid 
solution (3.1.2). Insert the bar of the magnetic 
stirrer (3.3.6) and cover the beaker with a watch 
glass. Put the beaker on the stirrer inside a fume 
cupboard. Stir continuously for at least 30 min.
Carefully remove the sections and wash them with 
the water (3.1.1), discarding the washings. Examine 
each section to check that all the composition has 
been removed. If some composition remains, remove 
it by using a wooden cocktail stick (3.3.7) and by 
further washing.

Collect all the pieces of plastics and dry them to 
constant mass at a temperature not 
exceeding 50 °C. Allow to cool to ambient 
temperature and then weigh the pieces to an 
accuracy of 0.0001 g.
3.5.9 Determination of the net explosive content of 
plastics cup type caps. Select at random 10 sections 
each containing a single cap, which has remained 
intact after communication testing, and cut them 
out from the rings or strips. Weigh the sections 
collectively to an accuracy of 0.0001 g.
Carefully remove the sealing disc from each cap and 
retain. Remove and discard the composition from 
each cap by tapping it, then, if necessary, by 
squeezing the cup using the pliers (3.3.8) and finally 
by using a wooden cocktail stick (3.3.7).
Collect all the empty sections and sealing discs and 
weigh them to an accuracy of 0.0001 g.

3.6 Expression of results

3.6.1 Communication of amorces. For each roll, the 
proportion of caps fired by communication C, 
expressed as a percentage, is given by the equation:

where

3.6.2 Communication of plastics encapsulated caps 
and plastics cup type caps. The proportion of caps 
fired by communication C, expressed as a 
percentage, is given by the equation:

where

A is the total number of caps on the roll;

D is the number of donor caps;

F is the total number of caps which are fired.

B is the number of caps in the pack, excluding 
those removed to enable the rod to be 
inserted;

F is the total number of caps which are fired.

C F D–
A D–
--------------- 100×=

C F 1–
B 1–
--------------- 100×=
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3.6.3 Net explosive content. The net explosive 
content E, expressed in milligrams per cap, is given 
by the equation:

i.e.
E = 100 (m1 – m2)

where

3.7 Test report

The test report shall include the following 
information:

a) a reference to the method used, i.e. clause 3 of 
BS 7114-3:1988;
b) the complete identification of the sample under 
test;
c) the date of test;
d) whether there were any holes or splits in the 
primary pack;
e) the mass, in mg, of any loose composition in the 
primary pack;
f) for amorces, whether the leading tape of any 
roll was shorter than one circumference;
g) for amorces, the number of rolls in the primary 
pack and the number of caps on each roll;
h) for plastics encapsulated caps and plastics cup 
type caps, the total number of caps in the primary 
pack;
i) the total number of patches of exposed 
composition on the rolls, rings or strips;
j) the drop-height for the communication testing, 
in mm;
k) for amorces, whether any intended donor caps 
failed to fire during communication testing;
l) for plastics encapsulated caps and plastics cup 
type caps, whether three intended donor caps 
each failed to fire during communication testing;
m) the percentage of caps fired by communication 
for each roll of amorces or for the primary pack of 
plastics encapsulated caps and plastics cup type 
caps;
n) the net explosive content, in milligrams per 
cap.

4 Smoke devices (type 1B fireworks)
4.1 Material

4.1.1 Sheet of paper, 1 m × 1 m, complying 
with Appendix A.

4.2 Test area for performance testing

The test area for performance testing, as described 
in 4.5.3, shall be swept and washed clean, shall 
contain only the apparatus and material used 
during the testing and shall be provided with a 
means of extracting fumes.

4.3 Apparatus

4.3.1 Analytical balance, capable of weighing to an 
accuracy of 0.0001 g.
4.3.2 Flat, non-flammable plate, diameter 200 mm.

4.4 Test specimen

Use one primary pack for each complete test.

4.5 Procedure

4.5.1 Examination of primary pack. Examine the 
outside of the primary pack (4.4) visually and record 
the occurrence of any holes or splits.
Open the pack. Tap out any loose composition, 
collect it and weigh it to an accuracy of 0.0001 g.
4.5.2 Determination of the net explosive content. 
Remove the contents of the primary pack and select 
two smoke devices at random. Remove any 
wrapping from these devices and weigh the 
composition from each device separately to an 
accuracy of 0.0001 g.
4.5.3 Performance testing. Place the plate (4.3.2) in 
the centre of the sheet of paper (4.1.1), within the 
test area (4.2).
Select at random two smoke devices which have not 
been unwrapped (see 4.5.2). Place one of these 
devices in the centre of the plate and ignite it using 
a wax taper. If the device fails to ignite after the 
ignition source has been applied continuously 
for 60 s, record this fact and discard the device. If 
the device is successfully ignited, observe it until the 
emission of smoke ceases. Record whether the 
device produces a flame or explodes during this 
period. Remove the debris and then repeat the 
process for the other device.
Examine the paper for any holes burnt through it.

4.6 Test report

The test report shall include the following 
information:

a) a reference to the method used, i.e. clause 4 of 
BS 7114-3:1988;
b) the complete identification of the sample under 
test;
c) the date of test;

m1 is the mass (in g) of the 10 sections before 
the composition has been removed;

m2 is the mass (in g) of the paper and/or plastics 
remaining after the composition has been 
removed.

E
m1 m2–

10
------------------------ 1 000×=
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d) whether there were any holes or splits in the 
primary pack;
e) the mass, in g, of any loose composition in the 
primary pack;
f) the net explosive content, in g, of each of the two 
devices tested;
g) whether either device failed to ignite during 
the performance testing;
h) whether either device produced a flame during 
the performance testing;
i) whether either device exploded during the 
performance testing;
j) whether there were any holes burnt in the 
paper after the performance testing.

5 Party poppers (type 1C fireworks)
5.1 Material

5.1.1 Two sheets of paper, each 750 mm × 750 mm, 
complying with Appendix A.

5.2 Test area for performance testing

The test area for performance testing, as described 
in 5.5.2, shall be swept and washed clean, shall 
contain only the apparatus and material used 
during the testing and shall be provided with a 
means of extracting fumes.

5.3 Apparatus

5.3.1 Means of clamping a party popper in a 
horizontal position.
5.3.2 Means of holding a sheet of paper in a vertical 
plane.

5.4 Test specimen

Use one party popper for each complete test.

5.5 Procedure

5.5.1 Initial examination of party popper. Examine 
the device (5.4) visually and determine whether 
there are any holes or splits in the body, whether the 
end closure, or either end closure if the device is 
designed to incorporate two end closures, is loose or 
missing and whether any composition is exposed in 
some other way. If any such fault is found, record 
the fact and do not proceed with the performance 
testing.
5.5.2 Performance testing. Place one sheet of the 
paper (5.1.1) horizontally, within the test area (5.2), 
and clamp the party popper in a horizontal position, 
in the centre of the paper, so that its axis is 200 mm 
above the paper. Arrange the second sheet of paper 
so that it is held vertically, in a plane that is 
perpendicular to the axis of the party popper, 
opposite the base of the device and at a distance 
of 300 mm from it. Pull the string in order to fire the 
device.

If the device fails to fire when the string is pulled, 
record the fact and discontinue the test.
If the device is successfully fired, observe and record 
whether streamers are ejected and whether the test 
paper catches fire. Examine the body of the party 
popper and record whether it has any splits or holes. 
Examine both sheets of paper and record whether 
they have any holes burnt through them and 
whether they have any holes caused by objects 
ejected from the party popper.

5.6 Test report

The test report shall include the following 
information:

a) a reference to the method used, i.e. clause 5 of 
BS 7114-3:1988;
b) the complete identification of the sample under 
test;
c) the date of test;
d) whether any holes or splits were found in the 
body of the device during the initial examination;
e) whether the (either) end closure was loose or 
missing;
f) whether any composition was exposed in some 
other way;
g) whether the device failed to eject streamers;
h) whether the test paper caught fire during the 
performance testing;
i) whether there were any holes or splits in the 
body of the device after the performance testing;
j) whether there were any holes burnt in the 
paper, or caused by objects ejected from the 
device, after the performance testing.

6 Table bombs (type 1D fireworks)
6.1 Materials

6.1.1 Sheet of paper, 1 m × 1 m, complying 
with Appendix A.
6.1.2 Sheet of paper, 750 mm × 750 mm, complying 
with Appendix A.

6.2 Test area for performance testing

The test area for performance testing, as described 
in 6.5.2, shall be swept and washed clean, shall 
contain only the apparatus and material used 
during the testing and shall be provided with a 
means of extracting fumes.

6.3 Apparatus

6.3.1 Flat, non-flammable plate, diameter 200 mm.
6.3.2 Means of holding a sheet of paper in a 
horizontal plane.
6.3.3 Timing device, accurate to within 0.1 s.
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6.4 Test specimen

Use one table bomb for each complete test.

6.5 Procedure

6.5.1 Initial examination of table bomb. Examine 
the device (6.4) visually and determine whether 
there are any holes or splits in the body, whether the 
end closure, or either end closure if the device is 
designed to incorporate two end closures, is loose or 
missing, and whether any composition is exposed in 
some other way. If any such fault is found, record 
the fact and do not proceed with the performance 
testing.
6.5.2 Performance testing. Place the plate (6.3.1) in 
the centre of the larger sheet of the paper (6.1.1) 
within the test area (6.2). Arrange the second sheet 
of paper (6.1.2) so that it is held in a horizontal 
plane, 1.2 m above the top of the table bomb.
Place the table bomb in the centre of the plate. 
Ignite the table bomb, in accordance with the 
instructions on the label, and start the timing 
device (6.3.3) immediately. Observe and record 
whether the table bomb explodes and, if it does, the 
time, to the nearest 0.1 s, of this occurrence, 
whether streamers or novelties are ejected and 
whether the test paper catches fire.
If the table bomb has exploded, examine its body 
and record whether it has any splits or holes. 
Examine both sheets of paper and record whether 
they have any holes burnt through them and 
whether they have any holes caused by objects 
ejected from the table bomb.

6.6 Test report

The test report shall include the following 
information:

a) a reference to the method used, i.e. clause 6 of 
BS 7114-3:1988;
b) the complete identification of the sample under 
test;
c) the date of test;
d) whether any holes or splits were found in the 
body of the table bomb during the initial 
examination;
e) whether the (either) end closure was loose or 
missing;
f) whether any composition was exposed in some 
other way;
g) whether the table bomb exploded and, if so, the 
time, in s, of the explosion;
h) whether the table bomb failed to eject 
streamers or novelties;
i) whether the test paper caught fire during the 
performance testing;

j) whether there were any holes or splits in the 
body of the table bomb after the performance 
testing;
k) whether there were any holes burnt in the 
paper, or caused by objects ejected from the table 
bomb, after the performance testing.

7 Throwdowns (type 1E fireworks)
7.1 Reagents

7.1.1 General. During the test use only reagents of 
recognized analytical grade, unless otherwise 
specified, and only water complying with grade 3 of 
BS 3978.
7.1.2 Divanadium pentaoxide, ordinary laboratory 
grade.
7.1.3 Hydrochloric acid solution, concentrated, Ô 
approximately 1.18 g/mL, about 35.5 % (m/m) 
solution.
7.1.4 Nitric acid solution, concentrated, Ô 
approximately 1.42 g/mL, about 70 % (m/m) 
solution.
7.1.5 Nitric acid solution, dilute. Dilute the 
concentrated nitric acid solution (7.1.4) 1 + 6 with 
water.
7.1.6 Pyridine
7.1.7 Ammonium peroxodisulphate, saturated 
solution.
7.1.8 Hydrochloric acid, standard volumetric 
solution, c(HCl) = 0.1 mol/L.
7.1.9 Sodium hydroxide solution, c(NaOH) = 80 g/L.
7.1.10 Acetic acid solution, c(CH3COOH) = 60 g/L.
7.1.11 Indicator solution, suitable for indicating a 
pH of 4.4 to 6.0.
7.1.12 Reagents for determination of chloride ions. 
See Appendix B.

7.2 Test area for communication testing

The test area for communication testing, as 
described in 7.5.2 and 7.5.3, shall be swept and 
washed clean, shall contain only the apparatus used 
during the testing and shall be provided with a 
means of extracting fumes.

7.3 Apparatus

Ordinary laboratory apparatus together with the 
following.
7.3.1 Analytical balance, capable of weighing to an 
accuracy of 0.0001 g.
7.3.2 Hard, smooth, horizontal metal surface.
7.3.3 Stainless steel rod, as specified in 3.3.3.
7.3.4 Means of clamping the rod in a vertical 
position.
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