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Foreword
		  Publishing information

This Part of BS 7121 is published by BSI Standards Limited, under licence from The British Standards 
Institution, and came into effect on 30 September 2019. It was prepared by Technical Committee 
MHE/3/11, Crane safety and testing. A list of organizations represented on these committees can be 
obtained on request to their secretary.

		  Relationship with other publications

BS 7121‑1 provides general recommendations for crane types. BS 7121-2 covers in-service 
inspection, maintenance, thorough examination and testing for the safe use of all types of crane. Other 
parts of BS 7121 deal with the specific crane types as follows:

•	 Part 3: Mobile cranes

•	 Part 4: Lorry loaders;

•	 Part 5: Tower cranes;

•	 Part 6: Derrick cranes;

•	 Part 8: High pedestal and portal jib dockside cranes;

•	 Part 9: Container handling cranes;

•	 Part 10: Rail-mounted cranes;

•	 Part 11: Offshore cranes;

•	 Part 12: Recovery vehicles and equipment;

•	 Part 13: Hydraulic gantry lifting systems;

•	 Part 14: Side boom pipelayers.

		  Information about this document

This is a new part to BS 7121 and is intended to be used in conjunction with other parts of BS 7121 to 
ensure, so far as is reasonably practicable, that lifting operations are carried out safely.

This publication can be withdrawn, revised, partially superseded or superseded. Information 
regarding the status of this publication can be found in the Standards Catalogue on the BSI website at 
bsigroup.com/standards, or by contacting the Customer Services team.

Where websites and webpages have been cited, they are provided for ease of reference and are 
correct at the time of publication. The location of a webpage or website, or its contents, cannot 
be guaranteed.

		  Use of this document

As a code of practice, this part of BS 7121 takes the form of guidance and recommendations. It should 
not be quoted as if it were a specification and particular care should be taken to ensure that claims of 
compliance are not misleading.

Any user claiming compliance with this part of BS 7121 is expected to be able to justify any course of 
action that deviates from its recommendations.

It has been assumed in the preparation of this British Standard that the execution of its provisions 
will be entrusted to appropriately qualified and experienced people, for whose use it has 
been produced.
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		  Presentational conventions

The provisions of this standard are presented in roman (i.e. upright) type. Its recommendations are 
expressed in sentences in which the principal auxiliary verb is “should”.

Commentary, explanation and general informative material is presented in smaller italic type, and does 
not constitute a normative element.

Where words have alternative spellings, the preferred spelling of the Shorter Oxford English 
Dictionary is used (e.g. “organization” rather than “organisation”).

		  Contractual and legal considerations

This publication does not purport to include all the necessary provisions of a contract. Users are 
responsible for its correct application.

Compliance with a British Standard cannot confer immunity from legal obligations.

In particular, attention is drawn to the following specific regulations:

•	 The Health and Safety at Work etc. Act 1974 [1];

•	 The Lifting Operations and Lifting Equipment Regulations (LOLER) 1998 [2];

•	 The Provision and Use of Work Equipment Regulations (PUWER) 1998 [3];

•	 The Supply of Machinery (Safety) Regulations 2008 (as amended) [4];

•	 The Reporting of Injuries, Diseases and Dangerous Occurrences Regulations (RIDDOR) 2013 [5];

•	 The Construction (Design and Management) (CDM) Regulations 2015 [6]; and

•	 The Management of Health and Safety at Work Regulations 1999 (as amended) [7].

NOTE	 Details of the Lifting Operations and Lifting Equipment Regulations 1998 [2] and the Provision and Use 
of Work Equipment Regulations 1998 [3], together with an HSE Approved Code of Practice and HSE Guidance, are 
given in HSE publications Safe use of lifting equipment [8] and Safe use of work equipment [9].
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	 0	 Introduction
Bridge cranes, gantry cranes and light crane systems are a means of lifting and transporting loads 
over an area.

Because of the wide variety of these cranes available, the recommendations given in this part of 
BS 7121 can only be of a general nature. For information specific to a particular crane, always seek 
the advice of the supplier and refer to the manufacturer’s instructions.

	 1	 Scope
This part of BS 7121 gives recommendations for the safe use of the following general‑purpose 
crane types:

a)	 top-running bridge crane;

b)	 under-slung bridge crane;

c)	 gantry crane:

1)	 portal; and

2)	 semi-portal;

d)	 light crane systems.

For the purposes of this part of BS 7121 bridge cranes, gantry cranes and light crane systems are all 
included under the term “cranes”. This part of BS 7121 is intended to be used in conjunction with 
BS 7121‑1, which gives general recommendations for all types of cranes, and BS 7121-2 (all parts), 
which gives general guidance on inspection, testing and examination of all types of cranes.

It does not cover:

1)	 cranes permanently equipped with specialized load-lifting attachments, for example container 
cranes, ladle cranes and cranes equipped with vacuum or magnetic lifters;

2)	 cranes for special environments such as those for use in explosive atmospheres;

3)	 cranes covered by other parts of BS 7121;

4)	 cranes permanently installed on marine and other water-borne vessels;

5)	 any equipment used to move loads horizontally by way of winching or hauling; or

6)	 rubber-tyred gantry cranes (covered in BS 7121‑2‑9).

	 2	 Normative references
The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document1. For dated references, only the edition cited 
applies. For undated references, the latest edition of the referenced document (including any 
amendments) applies.

Standards publications

BS 7121‑1:2016, Code of practice for safe use of cranes – Part 1: General

BS 7121-2 (all parts), Code of practice for safe use of cranes – Part 2: Inspection, maintenance and 
thorough examination

1	 Documents that are referred to solely in an informative manner are listed in the Bibliography.
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BS 7121‑2‑1, Code of practice for the safe use of cranes – Part 2-1: Inspection, maintenance and 
thorough examination – General

BS 7121‑2‑7, Code of practice for the safe use of cranes – Part 2-7: Inspection, maintenance and 
thorough examination – Overhead travelling cranes, including portal and semi-portal cranes, hoists, and 
their supporting structures2

BS 7121‑3, Code of practice for safe use of cranes – Part 3: Mobile cranes

BS 7121‑4, Code of practice for safe use of cranes – Part 4: Lorry loaders

BS 7121‑5, Code of practice for safe use of cranes – Part 5: Tower cranes

BS 7121‑13, Code of practice for safe use of cranes – Part 13: Hydraulic gantry lifting systems

BS ISO 12482, Cranes – Monitoring for crane design working period

Other publications

[N1] STRATEGIC FORUM FOR CONSTRUCTION. Safe Use of Telehandlers in Construction, Second 
Revision, London: Construction Plant-hire Association, 2015.

	 3	 Terms and definitions
For the purposes of this part of BS 7121, the terms and definitions given in BS 7121‑1 and the 
following apply.

	 3.1	 crane components

	 3.1.1	 crane bridge

part of the crane which spans the tracks and carries the crab or hoist

NOTE	 See Figure 1.

	 3.1.2	 end carriage

part of the crane bridge which runs on the crane supporting structures

NOTE	 See Figure 1.

	 3.1.3	 hoist unit

hoisting and cross-travel mechanism of a single girder crane, which holds, lifts or lowers the load 
using wire rope or chain

NOTE	 See Figure 1. 

2	 This standard also gives an informative reference to BS 7121‑2‑7:2012+A1:2015.
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Figure 1 — Main components of a bridge crane

Key 

1 End carriage 3 Hoist unit
2 Bridge 4 Long-travel motor

	 3.2	 crab

hoisting and cross-travel mechanism of a double girder crane

	 3.3	 crane controls

COMMENTARY ON 3.3

Manual cranes are controlled by a geared system, hand chain, manual force, lever, etc. The various types 
of crane control systems are discussed in Annex A.

	 3.3.1	 cab control

arrangement by which the crane operator controls the crane from a cab mounted on the crane, which 
can be fixed: 

a)	 at one end of the crane bridge and travel with the bridge; or

NOTE 1	 This is particularly appropriate for applications involving continuous use or lengthy long-travel 
movements, though it requires the operator to be continuously on duty when use is infrequent.

b)	 to the crab or hoist and therefore move with the crab or hoist, giving the operator a view of the 
load which might otherwise be obscured

NOTE 2	 This is particularly appropriate when the crane is in frequent use but retains the flexibility of control 
from other levels.
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	 3.3.2	 pendant control

arrangement by which the crane operator controls the crane from a low level, usually ground level, 
using a push-button box suspended from: 

a)	 a track running across the crane bridge and connected by a festoon cable, enabling it to be moved 
to any position; or

NOTE	 This arrangement (see Figure 2) enables the operator to choose the best vantage point and to 
negotiate any obstacles whilst using the long-travel motion.

b)	 a fixed point on the crane bridge or from the crab or hoist unit

Figure 2 — Pendant push-button box and festoon cable connection

	 3.3.3	 remote control (cable-less controller)

arrangement by which the crane operator controls the crane from a control without a cable 
connection to the crane

NOTE	 This arrangement enables the operator to choose the best vantage point with virtually no limitations. Early 
forms of remote control employed infrared similar to the controls used for domestic equipment such as televisions. A 
significant drawback was the need for a clear line of sight between the controller and the receiver mounted on the 
crane. These have largely been replaced by radio controls which do not require line of sight.

	 3.4	 crane supporting structures

structure which carries the crane tracks

NOTE	 The crane supporting structures can be integrated with a building structure or be independent.

	 3.5	 crane tracks

supporting structure which carries the crane and allows it to travel in the intended direction

NOTE	 The term is also used for the ground-level supporting structure which allows a portal crane or a 
semi‑portal crane to travel in the intended direction.
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3.6	 crane types

3.6.1	 bridge crane

crane able to move along rails or runways having at least one primarily horizontal girder and 
equipped with at least one hoisting mechanism

[SOURCE: BS EN 15011:2011+A1:2014, 3.1]

NOTE	 Also known as "overhead travelling crane".

3.6.1.1	 top-running crane

crane that runs on the top of tracks which are part of the crane supporting structures

NOTE	 See Figure 3. 

Figure 3 — Top-running crane

3.6.1.2	 under-slung crane

crane which runs on the bottom flanges of the crane tracks

NOTE	 Because of the under-slung arrangement, the bridge of this type of crane (see Figure 4) can have a 
cantilever at one or both ends. Two or more such cranes running on parallel sets of tracks can be fitted with 
latching mechanisms to facilitate the transfer of loads from one crane to another. 

Figure 4 — Under-slung crane

3.6.2 gantry crane

3.6.2.1	 gantry crane

crane able to travel by wheels on tracks having at least one primary horizontal girder supported by at 
least one leg and equipped with at least one hoisting mechanism

[SOURCE: BS EN 15011:2011+A1:2014, 3.1, modified]

NOTE	 Gantry cranes with legs are known as portal cranes and those with one leg are known as semi-portal.
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3.6.2.2	 portal crane (goliath crane)

crane which runs on a low-level track, usually at ground level, with the crane bridge(s) 
supported on legs

NOTE	 The crane bridge of this type of crane (see Figure 5) can have a cantilever at one or both ends. 

Figure 5 — Portal crane

3.6.2.3	 semi-portal crane (semi-goliath crane)

crane with the characteristics of a top-running bridge crane and a portal crane but has only one leg

NOTE	 The bridge of this type of crane (see Figure 6) can have a cantilever at the end of the span supported 
by the legs. 

Figure 6 — Semi-portal crane
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3.6.3	 light crane system

assembly of lifting devices, bridges, trolleys and tracks with their suspensions for lifting operations 
(see Figure 7 and Figure 8)

[SOURCE: BS EN 16851:2017, 3.1]

NOTE	 A light crane system generally comprises a supporting structure with two parallel runway tracks bridged 
by at least one crane bridge and hoist and is used for a wide range of loads where the frequency of operation does 
not justify the provision for power operation of all motions. 

Figure 7 — Suspended light crane system

Figure 8 — Free-standing light crane system
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	 3.7	 cross travel

movement of the crab or hoist unit across the crane bridge

	 3.8	 end stop

safety device which prevents the trolley, hoist or load colliding with the structure or becoming 
detached if travelled to the extremes of the track

	 3.9	 long travel

movement of the crane along the crane supporting structures

	 3.10	 power-operated hoists

COMMENTARY ON 3.10

“power-operated hoist” is an abbreviated term. More correctly, the term is “power-operated chain hoist” 
or “power-operated wire rope hoist”, whichever lifting medium is employed, and prefixed by the type of 
power utilized, i.e. electric or pneumatic.

	 3.10.1	 combined unit

hoist with an integral travelling trolley

NOTE	 Sometimes referred to as a built-in hoist.

	 3.10.2	 fixed-suspension hoist

hoist with a top mounting by which the hoist can be rigidly suspended from a trolley or 
permanent structure

	 3.10.3	 foot-mounted hoist

hoist with mounting brackets or feet enabling it to be bolted in a fixed position to a crab or 
permanent structure

	 3.10.4	 limits

devices which are used to restrict the amount of movement in any motion, i.e. lifting, lowering 
or travelling

	 3.10.5	 support level

in the case of a suspended hoist, the seat of the top hook or bearing point of the eye from which the 
hoist is suspended; in the case of a combined unit, the level of the surface upon which the trolley 
wheels run; in other cases, the appropriate level shown in Figure 9

	 3.10.6	 suspended hoist

suspended hoist with a hook or eye top fitting by which the hoist is mounted to its supporting trolley 
or suspension point 
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