BSI BSx?7128 &9 EM 1L24bbY 024L373 T BN

BS 7128:1989
ISO 6009 :1988

=

]
| s }

© British Standards Institution. No part of this publication may be photocopied or otherwise reproduced without the prior permission in writing of BS|

British Standard Specification for

® Colour coding of hypodermic needles
for single use |

Code de couleurs pour I'identification des aiguilles hypodermiques non
réutilisables — Spécifications

Medizinische Kaniilen fiir Einmalgebrauch; Farbenkennzeichnung

British Standards Institution p°°ume“"‘5

4w Full document details: BS 7128:1989



http://www.avadocuments.com/doc/bs-7128-1989
http://www.avadocuments.com/doc/bs-7128-1989

BSI BSx%7128 &9 MM 1lb24bb9 0O24bL3I7H 1 HH
BS 7128 : 1989

Contents
. Page Page
S National foreword Inside front cover Annex
’ Committees responsible Back cover List-of samples 3
Specification . Tables
L 0 Introduction 1 1 Colour code 1
o 1 Scope and field of application 1 2 Samples
i 2 Colour coding 1
3 Location of colour code 2

National foreword

This British Standard has been prepared under the direction of the Health Care Standards Policy Committee, It is identical
with 1SO 6009 : 1988 ‘Hypodermic needles for single use — Colour coding for identification’ prepared by Technical
Committee 84, Syringes for medical use and needles for injections, of the International Organization for Standardization
{1S0).

Cross-references, 1SO 6009 : 1988 contains no normative references but makes informative references to the following,
the provisions of which have been reviewed by the Technical Committee and have been found to be acceptable for use in
conhjunction with this standard. .

C|E Publication No. 15 (E-1.3.1) Colorimetry — Official Recommendations of the International Commission on
Ilumination, Paris 1971*

. Munsell Book of Colort
USA Federal Standard 595a. Colors — Vol. 1%
o Germany FR Standard RAL 840 HR Farbregister (Colour register) §

French Standard NFX 08-002 Collection réduit_des couleurs, Désignation et catalogue des couleurs CCR. Etalons
secondaires (Limited collection of colours, Designation and catalogue of CCR colours. Secondary standards)||

Compliance with a British Standard does not of itself confer immunity from legal obligations,

*Available from Librarian, National llumination Committee of Great Britain, c/o Thorn EMI Lighting Ltd., 146 Lincoln Road, Enfield,
Middlesex EN1 1SB, .

tAuvailable from Munsell Color, 2441 N, 'Calvert Street, Baltimore, Maryland 21218, USA,

+Available from Superintendent of Documents, US Government PrIntIng Office, Washington DC, 20402, USA

§ Available from RAL Deutsches Institut filr Guteslcherung und Kennzeichnung eV, Bornheimer Strasse 180, 5300 Bﬂ‘bé‘iﬁ’f’l‘@h

[l Available from BSI Sales Department Linford Wood MIIton Keynes MK14 6LE, ts
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INTERNATIONAL STANDARD ISO 6009 : 1988 (E)

I
® |

Hy.podermic needles for single use — Colour coding
for identification |

0 Introduction . : This International Standard can also be used for a needle the
hub of which is made of other materials. ’

The range of colours outlined in this International Standard is :

applicable to two series of hypodermic needles, namely : The colour coding is equally applicable to thin-walled needles.

‘ — Standard diameters, for which colour coding is man- In all cases the colour indicates the external diameter.
datory and shall be in accordance with table 1.
— Recommended diameters, for which colour coding 2 Colour coding

i ti Il be i d ith .
|ts; br::t1 mandatory but if used shall be in accordance wi 21 General specification

The colour of the material used shall comply with the colours
given in table 1.

1 Scope and field of application

2.2 Colour allocation
This International Standard establishes a colour code for the

identification of hypodermic needles for single use, the hubs of Table 1 gives the colour used for the nominal (external)
which are made of plastics material. diameter of the needle.

Table 1 — Colour code

‘ Nominal diameter
mm Colour Colour zone
standard recommended '
0,4 medium grey x = 0,302 x = 0,323
y =0314 y = 0,315 0.200 < 0.650
<
x = 0,313 x = 0,303 ! h<o,
y = 0,324 y = 0,302
0,45 . brown x = 0,360 x = 0,452
y = 0332 y =0338 0,040 < f < 0,150
x = 0,440 x = 0,367 ’ b <0
y = 0,356 y =0,325
0,5 orange x = 0,482 x = 0,561 o .
y = 0,394 y = 0,394 0.220 0,400
2 <f <0,
x = 0,542 x = 0,498 A
y = 0,421 y = 0,375
0,55 medium purple x = 0,258 x = 0,294
y = 0,193 y = 0,243 0.070 0.200
r < r
x = 0,274 x = 0,285 h<
y = 0,237 y = 0,201
0,6 deep blue x = 0,151 x = 0,203
y = 0,178 y = 0,182 0.050 0.100
X <p <0
‘ x = 0,197 x = 0,164 A
y =0,218 y = 0,132
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