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Foreword

BS 7174 has been prepared under the direction of the Health Care Standards
Policy Committee. It embraces a combined revision of BS 5322 : 1976 and

BS 5616 : 1981, which it supersedes and which are withdrawn, but it also
extends the scopes of those standards to cover other types of intravascular
catheter and their ancillary devices.

BS 7174 is published in several Parts. This Part of BS 7174 gives general
requirements for all types of intravascular catheters and ancillary devices; Part 2
gives specific requirements for angiographic catheters (previously covered, as
radiographic diagnostic catheters, by BS 5322); Part 3 gives specific requirements
for central venous catheters (previously covered, as intravascular catheters, by
BS 5616); and Part 4 specifies requirements for a range of ancillary devices, some
of which were previously covered by BS 5322 and BS 5616. It is intended that
further Parts of BS 7174, giving specific requirements for other types of
intravascular catheter, will be prepared in future.

It has not yet been found possible to specify a satisfactory method of measuring
radio-opacity. Consequently the packaging of catheters or ancillary devices that
are made of material which is inherently radio-opaque, or to which a
radio-opacifying agent has been admixed, is to be marked ‘RADIO-OPAQUE’.

Guidance on materials, design and the storage of catheters and ancillary devices
is given in appendix A. The symbol for ‘do not re-use’ prepared by the
International Organization for Standardization (ISO) is given in appendix B, and it
is recommended that this symbol be marked on the packaging in addition to the
words ‘single use’, so as to familiarize users with the symbol.

Catheters and ancillary devices should be manufactured and sterilized in
accordance with the recommendations in the ‘Guide to Good Manufacturing
Practice for Sterile Medical Devices and Surgical Products’?. Attention is also
drawn to the manufacturer’s registration scheme administered by the
Department of Health.

Product certification. Users of this British Standard are advised to consider the
desirability of third party certification of product conformity with this British
Standard based on testing and continuing surveillance, which may be coupled
with assessment of a supplier’s quality systems against the appropriate Part of
BS 5750.

Enquiries as to the availability of third party certification schemes will be
forwarded by BSI to the Association of Certification Bodies. If a third party
certification scheme does not already exist, users should consider approaching an
appropriate body from the list of Association members.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.

DCompiled by the Department of Health and Social Security; published and available from Her

Majesty’s Stationery Office. ISBN 0 11 320770 0.
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Specification. Section one
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Section one. General

1 Scope

This Part of BS 7174 specifies general requirements
for all types of intravascular catheter and their
ancillary devices, supplied in the sterile condition
and intended for single usc.

The types of intravascular catheter covered by this
Part of BS 7174 include, but are not limited to, the
following;:

angiographic catheters

balloon dilatation catheters (including angioplasty
and valvuloplasty catheters)
catheters for use with implantable
infusion/access ports

central venous catheters
embolectomy catheters
flow-directed balloon catheters
guiding catheters

irrigation catheters

peripheral venous/arterial catheters
thrombectomy catheters

Requirements additional to those given in this Part
of BS 7174 are in preparation for some of these
particular types of catheter. Attention is drawn to
BS 7174 : Part 2 regarding angiographic catheters
and BS 7174 : Part 3 regarding central venous
catheters.

The ancillary devices covered by this Part of
BS 7174 include, but are not limited to, the
following;:

dilators

guide wires

introducer cannulac

introducer necedles

valves and connectors

winged infusion necdles
Requirements additional to those given in this Part
of BS 7174 are in preparation for some of these
particular ancillary devices. Attention is drawn to
BS 7174 : Part 4 regarding introducer needles,
introducer cannulae, guide wires, dilators, and
valves and connectors.

This Part of BS 7174 does not apply to intravascular

cannula units or epidural catheters. Attention is
drawn to BS 4843 and BS 6196 respectively.

NOTE 1. Notes on the materials, design and storage of catheters
and ancillary devices are given in appendix A.

NOTE 2. The titles of publications referred to in this Part of
BS 7174 are listed on the inside back cover.

2 Definitions

For the purposes of this Part of BS 7174, the
following definitions apply.

2.1 patient end

The end of the catheter which is introduced into
the patient.

2.2 free end

The end of the catheter to which connection is
made external to the patient.

2.3 catheter hub

A connector at the free end of the catheter which
may be either integral with the catheter, or capable
of being securely fitted to the free end of the
catheter.

2.4 ancillary devices

Devices used in conjunction with intravascular
catheters.

2.5 introducer needle

A pointed hollow rigid tube whereby a guide wire,
catheter or introducer cannula may be introduced
into a vein or artery.

2.6 introducer cannula

A short flexible plastics tube which is introduced
into a blood vessel over an introducer needle and
through which a guide wire or catheter may be
introduced after removal of the introducer needle.

2.7 guide wire

A guide over which a catheter is passed to assist in
the insertion and location of the catheter into a
vein or artery.

NOTE 1. Guide wires are also known as spring guides.

NOTE 2. The guide may be preformed, have a fixed or moveable
core and may also be coated with plastics or other materials.

2.8 dilator

A tubular device used for dilating the percutaneous
opening into a vein or artery.

2.9 valve

A device to open or close a fluid pathway in
catheters or ancillary devices.

NOTE. Some valves are also known as stopcocks.
2.10 connector

A device to connect two or more fluid pathways in
catheters or ancillary devices.
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