BRITISH STANDARD BS 7225-2.1:
1990

Classification of

refractories —

Part 2: Unshaped refractory products —

Section 2.1 Alumina, silica and

alumino-silicate products
. e @
LAY S =
e, e,

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
Y\ W

Document Sharing Hub

Full document details: BS 7225-2.1:1990


http://www.avadocuments.com/doc/bs-7225-2-1-1990
http://www.avadocuments.com/doc/bs-7225-2-1-1990

BS 7225-2.1:1990

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Refractory
Products Standards Policy Committee (RPM/-) to Technical Committee
RPM/11, upon which the following bodies were represented:

British Cement Association

British Ceramic Research Ltd.

British Steel Industry

Refractories Association of Great Britain
Society of Glass Technology

This British Standard, having
been prepared under the
direction of the Refractory
Products Standards Policy
Committee, was published
under the authority of the
Board of BSI and comes

into effect on Amendments issued since publication
28 February 1990

© BSI 11-1999 Amd. No. Date of issue | Comments

The following BSI references
relate to the work on this
standard:

Committee reference RPM/11
Draft for comment 86/35665 DC

ISBN 0 580 18035 2 _ Documents

Document Sharing Hub

Full document details: BS 7225-2.1:1990


http://www.avadocuments.com/doc/bs-7225-2-1-1990
http://www.avadocuments.com/doc/bs-7225-2-1-1990

BS 7225-2.1:1990

Contents

Page
Committees responsible Inside front cover
Foreword i1

Scope

Definitions

Classification

Product type
Classification temperature
Chemical composition
Bulk density

Strength

Designations

© 00 3O Ot =~ W N =

A W W NN

Appendix A Coding system

Table 1 — Upper and lower limits for permanent linear
change in dimensions on heating

N DO

Table 2 — Classification by alumina content

\)

Table 3 — Classification by iron oxide content

Table 4 — Classification of insulating castables by bulk
density

Table 5 — Classification of dense castables by strength
Table 6 — Classification of insulating castables by strength
Table 7 — Summary of coding used in classification

Ot W W W

Publications referred to Inside back cover

Documents

Document Sharing H%Ib

© BSI 11-1999

Full document details: BS 7225-2.1:1990


http://www.avadocuments.com/doc/bs-7225-2-1-1990
http://www.avadocuments.com/doc/bs-7225-2-1-1990

BS 7225-2.1:1990

Foreword

This British Standard has been prepared under the direction of the Refractory
Products Standards Policy Committee. It is one of a series of classifications for
refractory products currently in preparation which will be published as a series
of Sections of BS 7225.

The purpose of this British Standard is to provide uniform designations, based on
test results, which can be used in the description of unshaped refractory products.
The limiting values used to define the various classes have been derived from
study of manufacturers’ product literature supplemented by laboratory data.
Nothing in this British Standard should be taken as a specification for unshaped
refractories, or as indicating their suitability for any particular applications.

Appendix A gives a coding system which may be used for abbreviated reference
to the class limits.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover.
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