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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Health Care
Standards Policy Committee (HCC/-) to Technical Committee HCC/25, upon
which the following bodies were represented:
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British Institute of Surgical Technologists
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was published under the
authority of the Standards
Board and comes

into effect on Amendments issued since publication
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National foreword

This Part of BS 7251 has been prepared under the direction of the Health Care
Standards Policy Committee and is identical with ISO 7206-6:1992 Implants for
surgery — Partial and total hip joint prostheses — Part 6: Determination of
endurance properties of head and neck region of stemmed femoral components,
prepared by Technical Committee 150, Implants for surgery, of the International
Organization for Standardization (ISO).

Requirements for orthopaedic implants (then termed “surgical implants”) were
first published in 1962 as BS 3531. In 1968 a part revision of BS 3531:1962 was
issued as BS 3531-1, which dealt with surgical implants made of all materials.
In 1980 the first four Parts of a multi-part version of BS 3531 were published.

A further nineteen Parts of BS 3531 were subsequently published. In view of the
increase in the number of Parts, and with a view to facilitating the
implementation of published or forthcoming ISO implant standards, the

British Standard relating to implants has been restructured. Accordingly the
number BS 3531 is reserved for standards for implants for osteosynthesis,

BS 7251 covers joint prostheses, BS 7252 covers metallic materials for surgical
1mplants, BS 7253 covers non-metallic materials for surgical implants and

BS 7254 covers orthopaedic implants, 1.e. aspects common to both osteosynthesis
and joint replacement.

Cross-references

International Standard Corresponding British Standard
BS 7251 Orthopaedic joint prostheses

ISO 7206-3:1988 Part 6:1990 Method for determination of endurance
properties of stemmed femoral components of hip joint
prostheses without application of torsion
(Identical)

ISO 7206-4:1989 Part 5:1990 Method for determination of endurance
properties of stemmed femoral components of hip joint
prostheses with application of torsion
(Technically equivalent)

The Technical Committee has reviewed the provisions of ISO 7206-1:1985, to
which normative reference is made in the text, and has decided that they are
acceptable for use in conjunction with this Part of BS 7251. A related

British Standard is BS 7251-3:1990.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover.
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