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Foreword

This British Standard has been prepared under the direction of the Machinery 
and Components Standards Policy Committee.
To ensure long life and satisfactory performance of hydraulic fluid power systems 
the cleanliness of the system is of paramount importance. One factor affecting 
that cleanliness is the degree of contamination that is present in system 
components after manufacture.
This code of practice has been prepared to give guidance for the production of 
clean components and the selection of the most appropriate of three alternative 
procedures for assessing the level of cleanliness as delivered to the user.
As it is not always clear what level and type of cleanliness would be benefical for 
improved performance and life on a cost effective basis, the actual quantitative 
levels can only be set in relation to other parameters that should be agreed 
between manufacturer, supplier and user.
It is intended that this standard will be adopted by manufacturer and user alike 
and thereby avoid a proliferation of in-house standards.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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