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1 Scope and field of application

This International Standard gives some alternative measuring methods for the determination of shape,
dimensions and dimensional deviations of buildings and building products which are relevant to fit. The
methods can also be applied when accuracy data are being collected in factories or on building sites.

Information is given about deviations of parts of buildings or of building products which can be determined
with the equipment described.

The measuring methods concern primarily those objects the faces of which are rectilinear in shape and
which have a modulus of elasticity larger than 35 kPa, for example concrete, wood, steel, hard plastic.
Building products consisting of glass wool and similar soft materials are not the subject of this
International Standard.

Rules for quality control in all stages of measurement such as frequency checks, place, time, etc., are not
covered by this International Standard.

Part two of this International Standard gives the position of measuring points to be used in the
measurement described in this part.

To facilitate cross-referencing, the same numbering is used in the two parts of this International Standard.

2 References
IS0 4464, Tolerances for building — Relationship between the different types of deviations and tolerances
used for specification.

ISO 7078, Building construction — Procedures for setting out, measurement and surveying — Vocabulary
and guidance notes.

ISO 7976-2, Tolerances for building — Methods of measurement of building and building products —
Part 2: Position of measuring points.

IS0 8322, Building construction — Measuring instruments — Procedures for determining accuracy
in use — Part 1: Theoryl) — Part 2: Measuring tapesl) — Part 3: Optical levelling instruments? —
Part 4: Theodolites?) — Part 5: Optical plumbing instruments?) — Part 6: Laser instruments® —

Part 7: Instruments when used for setting out? — Part 8: Electronic distance measuring instruments?.

3 General
3.1 Methods of measurement

The methods of measurement refer to the main dimensions of building products, distances between such
products and their geometrical deviations. They may, however, also be applied to parts and to subdivisions
in building products.

The items to be measured should be supported as they will be supported in use. When this is impractical,
the support conditions should be agreed in the measuring schedule. If components are measured whilst
they are in a manufacturing jig or mould, this should be noted. Flexible components should always be fully
supported on a flat surface.

For both compliance measurements and for the collection of accuracy data, the measurement procedure
should be significantly more accurate than the permitted deviation specified for the manufacturing or
construction process to be measured.

Arrangements which make it possible to check the accuracy of the measurement procedure are an essential
part of the method. (See ISO 8322-1 to ISO 8322-8.)

When recording the result of a measurement the following conditions should be reported where
appropriate:

— 1dentification of operator, instrument and time;

— position and attitude of the object being measured;

— temperature and moisture content of the object being measured;

— any other matters pertaining to the measurement.

D At present at the stage of draft.
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It is usually possible to measure directly on surfaces cast against a smooth mould. Local defects such as
pores, burns and casting blemishes shall be avoided in the measurement. They shall not appear as incorrect
sizes, but their presence shall be noted. In the case of a surface with a considerable roughness in relation
to the permitted deviations, the measurements can be specified to be made with the aid of sufficiently large
position pieces placed on the object of measurement.

At the end of each of clauses 4 to 14, there is a table that specifies the following items for each of the
measuring operations in that clause:
— the measuring operation;
— limits of measuring accuracy, in terms of the permitted deviation of the item to be measured,;
— the measuring range;
— the measuring instrument or tool which can be chosen.
3.2 Influence of deviations from reference conditions

Variations in the ambient conditions from the specified reference values can give rise to errors in the
measured size of a dimension. Temperature, especially direct sunshine, is normally the most significant of
these ambient conditions.

Other reference conditions such as moisture content of timber and age of concrete components shall be
taken into account where appropriate.

The actual temperature of either the object to be measured or the measuring equipment may be difficult to
determine in practice since it is unlikely that either will be at uniform temperature and because
temperature differentials within the object to be measured or in the equipment will exist. The most
satisfactory solution is to allow both the object to be measured and the measuring equipment adequate time
to achieve a stable ambient temperature. This temperature can then be measured and allowance made for
any variation from the specified reference temperature.

So far as the measuring equipment is concerned, the most likely sources of heat input are from the handling
of the equipment and from differences between ambient temperature and the reference condition. The
object to be measured is also affected by ambient temperature and may also be subjected to considerable
heating during manufacture.

The reference temperature in this example is considered to be 20 °C. The following symbols are used:

4 1s the temperature of object to be measured, in degrees centigrade;
iy 1s the temperature of measuring equipment, in degrees centigrade;
aq is the coefficient of expansion of object to be measured;
Qs 1s the coefficient of expansion of measuring equipment;

Aty is the temperature difference from 20 °C of object to be measured (A¢; = ¢; — 20);
Atq is the temperature difference from 20 °C of measuring equipment (Aty = t9 — 20);

L is the length being measured.

Then the error in measurement AL caused by the temperature differentials A¢; and Aty is given by:
AL=L (al Atl — Q9 Atz)
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Section 1. Measuring methods for those
measurements which can be carried out both in
factories and on building sites

NOTE Most of the examples concerning components can also be applied to parts executed on site.

4 Sizes of components

This clause describes examples of instruments and measuring methods for the determination of length,
width and thickness of components.

Linear dimensions are determined using measuring instruments (with or without the aid of position pieces)
cited in clause 15, where typical errors and precautions needed are also indicated.

Special attention should be paid to tension and temperature when measuring with tapes. A tape tensioner
applying the reference tension should be used where specified or when the length to be measured
exceeds 10 m. It is recommended that the tape is supported in order to reduce the influence of the
temperature of the object to be measured (see Figure 1). It should be observed that when the tape rests on
a building component or a floor, the temperature of this object of measurement can differ from the
measured temperature of the surrounding air and hence cause measuring errors (see 3.2). This error can
be reduced by supporting the tape. The correct temperature of the tape can be measured with a contact
thermometer.

Figure 1
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4.1 Length and width

On components which do not have sharply defined edges, position pieces (see clause 15) should be used to
improve measuring accuracy. The position pieces should be held or clamped, as necessary for the duration
of the measurement, against the appropriate faces of the component in order to define precise edges. An

example of the use of corner pieces is given in Figure 2.

4
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3: Tape tensioner R, - 0,100
4: Reading -
5: Reading L = 4,093
NOTE When the zero point is at the end of the tape, readings shall be made in two places.
Figure 3
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The result of a measurement between opposite points other than corner points can be used as a rough check
of the result of the measurement of straightness deviations. (See clause 6 and Figure 4.)

—_— — — —— — — — — —
L
L, - P
7
L1=L+a1+a2
Figure 4

When measurements are made along curved surfaces, errors arise as the curve AB is always longer than
the chord AB. Normal accuracy requirements permit readings to be taken to the nearest millimetre. This
1mplies that in practice some amount of curvature can be allowed. (See Figure 5.)

e Tape

Q$ B

Curve AB > chord AB
D = height of arch

Figure 5
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Figure 6 gives a diagram for corrections to be applied when measuring along curved components.
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Figure 6

~J

Q

Measured length, L, and D

4.2 Thickness or depth

Thicknesses (or depths) of components are determined using instruments cited in clause 15 and in principle

carried out in the same way as described in 4.1.
When necessary, corner- and/or edge-pieces should be used.

Instruments with a large contact surface are used for materials with an uneven surface.

Thickness shall be measured perpendicular to at least one of the surfaces of the component. (See Figure 7.)
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Straightedge
and rule

Graduated square
and straightedge

Sliding calipers

(slide gauge)
Figure 7
4.3 Accuracy table
When values for permitted
Measuring operation deviation specified for object Measuring range Measuring instrument or tool
exceed:
1 2 3 4

+ 3 mm <lm Retractable steel tape
Lengths and widths | £ 3 mm <3m Calibrated steel tape
of components (4.1) +5mm 3to10m Calibrated steel tape

+ 0,5 mm <0,1 m Caliper

+1mm 0,1t00,5m Caliper

+ 2 mm 0,5t0 2,0 m Caliper
Thickness of
components (4.2) + 3 mm <lm Retractable steel tape

+5 mm <0,5m Measuring rod and two

boning rods
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5 Squareness (perpendicularity) of components
This clause describes examples of instruments and measuring methods for the determination of deviation
from squareness (right-angle), but can in principle be applied to any angle.

According to ISO 4464 the angular deviation is described as the difference between an actual angle and the
corresponding reference angle.

Figure 8 shows angular deviations expressed in gon or degrees [Figure 8 a)] or as offsets [Figure 8 b)].

Angular deviation
(as offset)

Angular deviation Angular deviation

Reference angle Reference angle

Actual angle Actual angle

a) b)

Figure 8

If alternative b) is put into practice, the angular deviation shall be determined from the shorter side of the
angle and shall be measured perpendicular to the corresponding side of the reference angle.

Parallelism deviation, which is another form of angular deviation, is dealt with in 5.2.

Angular deviations are determined using instruments and tools given in chapter 15, with or without the
aid of position pieces.

Three methods are described for the determination of deviations from a right-angle in building products.
The method chosen depends on the size of the object of measurement.

In Figure 9, if b and ¢ <1 200 mm, a square is used as shown in Figure 11. Otherwise, a measuring
telescope is used (see 5.1.3) or diagonal measurement (see 5.1.2) is made. Diagonal measurement, however,
may only be used when the permitted deviation of the right-angle is more than 5 mm per metre.

Documents
g = o o Becyment Sharing Hub

Full document details: BS 7307-1:1990


http://www.avadocuments.com/doc/bs-7307-1-1990
http://www.avadocuments.com/doc/bs-7307-1-1990

ISO 7976-1:1989 (E)

The three methods used for determination of angular deviations are explained in the examples below. The
deviation is always measured on the shorter leg of the angle and the final result will be the deviation of
point B or point C from the required position.

In Figure 10, the angles to be measured are those between the lines which connect the corner points
(see also Figure 16).

Figure 9

Figure 10
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5.1 Angular deviation
5.1.1 Measuring using a square

In Figure 11, a square of sufficient size is placed with the longer arm along AB in such a way that the
shorter arm touches B or C. The angular deviation of corner B is determined as shown.

:Comer piece f Square

A
— 1
|

Positive angular deviation for corner B

Negative angular deviation for corner B

Maximum size: 1200 mm x 1200 mm
Corner pieces at A, B and C

Figure 11
Documents
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In Figure 12, a square is positioned for measurement of angular deviation. The square rests against the
studs S. In order to reduce friction, the arm L is supported on the roller bearing R.

In Figure 13, the method in Figure 12 can also be used to measure angular deviations on columns.

When using methods shown in Figure 12 and Figure 13, the thickness of spacers or studs shall be
subtracted from the reading when evaluating the angular deviation.

Spacers

r Mesuring point

Figure 12

Measuring point

Column

I«] 1 1

Spacers Square

Figure 13 _Documents |
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The method in Figure 14 can only be used when no straightness deviations occur, as otherwise only the
deviations from the right-angle between parts of the surfaces are observed, that is angle ABC and not ABD.

5.1.2 Diagonal measurement
In Figure 15, the distances AB, BC and AC are determined with the aid of tapes and corner pieces.

The dimensions of the object to be measured may not exceed the length of the tape and the ratio
width/length of the object to be measured shall not be less than 1 : 2.

Figure 14

2 2 2
A B ey BB AL
Bz A

B 1
C

D C
Figure 15 Documents
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The angle at point B can be calculated as follows:

AC?_AB?-BC?
-2 ABxBC

This procedure can be repeated for the points A, C and D.

The sum of the angles (¢ + f +y + 6) should be 400 gon or 360°. Any misclosure must be divided equally
over the four angles, provided that the misclosure is not more than 0,12 gon (0,11° = 79) for a component
of size about 2 000 mm X 3 000 mm. If the misclosure exceeds this figure, new measurements shall be
made.

cosff =

The angular deviation as an offset (CC;) can also be determined in relation to the side CB as follows:
B =100 gon -0

CC; _ AB*+BC?-aC

cosf = sin(=0) = ¢& 2ABxBC

or

2 2 2
_ AB"+BC -AC
2 AB

5.1.3 Measuring with a measuring telescope

ce,

In Figure 16, a measuring telescope is positioned at measuring point B and set at zero towards target A.
The instrument is then rotated 100 gon (90°) and the deviation at target C is determined using, for
instance, a millimetre-scale placed at this point.

Figure 16

Documents
Document Sharing Il-%lb

© BSI 06-1999

Full document details: BS 7307-1:1990


http://www.avadocuments.com/doc/bs-7307-1-1990
http://www.avadocuments.com/doc/bs-7307-1-1990

ISO 7976-1:1989 (E)

Figure 17 shows a method for the determination of the angular deviation (at B) with the aid of a theodolite
(T) the sighting axis of which is brought parallel with BA by turning the theodolite until the readings on
the measuring rod (P; and Psy) are equal.

The telescope is then turned through 100 gon (90°) and the distances Ps and P, are read off in the telescope
from the measuring rod. The distances P; to P, should range from 500 mm to 1 000 mm. This means that
in most cases additional lenses for short-range observation will have to be mounted on the theodolite when
reading distances P; and Ps.

The offset angular deviation is in this case positive (P35 — Py).

Sighting axis

Figure 17
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5.2 Parallelism

Parallelism deviation is a form of angular deviation and is the difference between the orientation of the
straight line through A and B and the orientation reference line AB; through A, parallel to DC
(see Figure 18). The deviation is measured as the distance between B and B; (see ISO 4464).

In Figure 18, distances AD and BC are measured from C and D respectively at right-angles to CD, in
practice parallel to the edges BC and AD using mesuring instruments in accordance with clause 15. The
difference between AD and BC is the deviation from the parallel between AB and CD.

A Deviation

Figure 18
5.3 Accuracy table
Measuring operation dg];:ggslst;%scfﬁr‘;g%g?(i)tﬁfit Measuring range Measuringti(t’losltrument or
exceed:
1 2 3 4

+4 mm <12m Square

Angular deviation (5.1) | £ 5 mm/m <30m Calibrated steel tape
+ 7 mm <30 m Optical instrument
+2 mm <lm Caliper

Paralleliom (5.2) | {51 3to10m Calibrated steel tape
+5 mm <3m Measuring rod

6 Straightness and camber of components

This clause describes examples of measuring instruments and tools for the determination of deviations
from straightness and from designed camber.

6.1 Straightness

According to ISO 4464, straightness deviation is described as the difference between the actual form of a
line and a straight line. The deviations a and b are measured as the distance from points on the actual line
to the straight line joining the ends of the actual line, A and B. (See Figure 19.)

Straightness deviations are determined using instruments and tools given in clause 15, with or without the

aid of position pieces.
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The ends of the line, commonly an edge, along which the deviation from straightness is to be measured, are
linked either using a string stretched between the two end points, A and B, a straight edge supported by
position pieces or the sighting axis of a measuring telescope.

Figure 19

6.1.1 Measuring using a straightedge
The length of the straightedge should not exceed 3 m.

Figure 20 shows measurement using a straightedge and corner pieces along the edge of the object of
measurement.
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Example The deviation is calculated as follows:
e = height of studs: 256 mm
deviationd = e — reading
Case1: d =25 - 15 Case2: d = 256 - 32
d = 10 mm (pos.) d = —7 mm (neg.)
Figure 20
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6.1.2 Measuring using a stretched wire

The method in Figure 21 consists of setting up a reference line with a stretched steel or nylon wire,
supported at its ends by distance and tensioning pieces. The wire is kept in place by a groove 50 mm from
the edge.

The aim of the distance and tensioning pieces is to keep the wire at a predetermined distance from the
corners of the object of measurement and to ensure that it does not touch the surface.

6.1.3 Measuring using a measuring telescope

The methods described in 5.1.3 for a measuring telescope used in the determination of angular deviation
can also be used to determine the straightness of components.

6.2 Designed camber

The methods described in 6.1.1 to 6.1.3 can also be used to determine deviations from designed camber.
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6.3 Accuracy table

When values for permitted

Measuring T e N Measuring range L.
operation deviation sgsg;f‘;lde:d for object (measuring length) Measuring instrument or tool
1 2 3 4
+2 mm <3m Measuring wedge (< 30 mm),
straightedge and corner
pieces
+ 3 mm <3m Rule, straightedge and
Deviation from corner pieces
straightness and .
desilgne d camber +2 mm <2m Measuring wedge (30 mm)
6.1 gand 6.2) +4 mm 2to5m and steel or nylon wire
) ) + 8 mm 5to 10 m (< 10 m) and corner pieces
+3 mm <2m Rule and steel or nylon wire
+5 mm 2tobm and corner pieces
+ 10 mm 5to 10 m

7 Flatness and skewness of components
This clause describes examples of instruments, tools, measuring methods and reference planes to be used
for the determination of flatness.

According to ISO 4464, flatness deviation is described as “the difference between the actual form of a
surface and that of a plane surface”. In the case of local flatness these surfaces are substituted by a line
and a straight line respectively. When determining deviations from flatness, it is necessary to decide from
which reference plane the deviations of the surface are to be measured.

7.1 Principles of measurement
A reference plane can be defined in many different ways, such as:
— a mean plane of the four corner points;
— a plane determined with the aid of the method of least squares;
— 1n relation to certain straight lines (local flatness);
— in relation to a box (the box principle);
— a plane through three corner points (skewness).
7.1.1 Mean plane

Flatness deviations on a rectangular surface can, according to ISO 4464, be determined with the help of a
mean plane for all four corners. This mean plane will be situated S/4 above two diagonally opposite corners
and S/4 below the other two corners (see Figure 22) where S is the degree of skewness determined as
shown.

In Figure 22, the reference plane is the mean plane passing through A + S/4, B — S/4, C + S/4 and D — S/4.
The flatness deviations are measured at points all over the surface and not only in sections; the sections in
the figure are shown for the sake of simplicity. The surface is scanned in relation to the mean plane.
Flatness deviation is expressed positively and negatively by the greatest distance of a point above and
below that plane.
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Figure 22

7.1.2 Method of least squares

A more general definition of flatness is that the reference plane is so constructed that the sum of the surface
deviations from that reference plane is zero; i.e. the sum of the positive deviations equals the sum of the
negative deviations, and the sum of the squares of these deviations is a minimum (that is, principle of least
squares). For such a plane a large number of measurements is required (approximately 16 points on a
component of size 4 000 mm X 6 000 mm), while calculations must be done by computer.

It should be noted that the evaluation when using the method of least squares should be entrusted to well
qualified personnel.

NOTE The application of the principle of least squares implies that the calculation result gives the position and the two directions
of the reference plane in relation to the measuring plane. Only in those cases where the surface to be measured is already a part of
the erected building can the two directions normally be subject to accuracy requirements.

Figure 23 shows the reference plane to be calculated with the aid of the principle of least squares.
A measure of the quality of the flatness can, by way of example, be specified as:
| Vpos.|+|Vneg.|=< Thp mm
where
Vpos. 1is the largest positive deviation;
Vneg. 1is the largest negative deviation;

Ty is the specified flatness tolerance.

7.1.3 Local flatness
Local flatness deviations from certain straight lines in certain directions can be measured.

This method gives a direct measure of local straightness and indirectly an indication of flatness. It is a
practical method of checking flatness for many building purposes.

Documents
Document Sharing Il-bjb

© BSI 06-1999

Full document details: BS 7307-1:1990


http://www.avadocuments.com/doc/bs-7307-1-1990
http://www.avadocuments.com/doc/bs-7307-1-1990

ISO 7976-1:1989 (E)

Measuring points on the
surface of the component

Conditions : E V,=0
i
2 V;2 = minimum
i

(i=11,12,13..4.4)

Figure 23

Figure 24 shows flatness deviations a; in relation to a reference plane ABCD or deviations as in relation to
a straight reference line through the points X and Y on the surface of the component.

7.1.4 The box principle

The box principle may be used to determine flatness deviations. According to ISO 4464, the box principle
is described as follows: “The volume to consider is the volume of the space which exists between two
theoretical similar parallelepipeds having the same orientation, one of them being situated inside the
other. The distance between the corresponding faces of these parallelepipeds may or may not be equally
distributed depending on the tolerance widths which are specified. No point on the surface of the
component shall pass beyond this volume.”

NOTE This principle is also applicable when only two dimensions are under consideration. This will probably be the most common
situation. (See Figure 25.)
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Figure 24

Figure 25

As shown in Figure 25, for two-dimensional components such as bars or plates, a simplified box principle
may be used.

The general use of the box principle with a three-dimensional rectangular co-ordinate system requires
measurements in three planes.
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7.1.5 Skewness

According to ISO 4464, skewness is a special case of flatness deviation. This means that a reference plane
passing through three corner points of the component to be measured (or rather points near the corners,
since corner points are usually difficult to identify) can be chosen. The skewness is then described as the
absolute value of the deviation of the fourth corner point from that reference plane. Deviations from the
reference plane of any other points on the surface are then regarded as flatness deviations. Due to the
skewness, large flatness deviations may thus be observed.

Flatness deviations are determined using the measuring instruments indicated in clause 15, where typical
sources of errors and precautions needed are also given.

The methods given below show some of the various possibilities of measuring the general shape of the
surface of the component. The specifications should firstly indicate the reference plane to be used and
additionally give the permitted deviation. Flatness should generally be related to a specified area of a
finished surface, to a single component, to the junction between two components or between two stages in
the formation of a “plane” surface. Large areas like floors are usually controlled by tolerances on level and
sometimes on skewness in relation to grid points (see clause 9).

7.2 Overall flatness

7.2.1 Measuring flatness deviations with a measuring telescope

Measurements can be made with levelling instruments or theodolites. Combined with the measurement of
thickness, these methods give an example of the application of the box principle.

A note to subclause 7.3.3.2 in ISO 4464:1980 states: “In practice the measurement is made from a plane
exterior to the component and parallel to two main directions of the component.”

This recommendation can be fulfilled for such methods as demonstrated in 7.2.2. For other methods, where
levelling instruments or theodolites are used, this recommendation cannot be fulfilled. For such cases it is
recommended that the instruments are levelled as normal and that the measuring values are transformed
in relation to the chosen reference plane. To facilitate the calculations, programmable field computers can
be used.

Surface to be measured

B - B, = skewness

Reference plane through three corner points A, C, D

Figure 26
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