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BS 7340 : 1991

National foreword

This British Standard has been prepared under the direction of the Petroleum
Standards Policy Committee and is identical with ISO 9770 : 1989 ‘Crude
petroleum and petroleum products — Compressibility factors for hydrocarbons in
the range 638 kg/m3 to 1 074 kg/m?’, published by the International Organization
for Standardization (ISO).

NOTE. In 1989 ISO published two editions of ISO 9770. This standard is identical with the reprint
published 1 November 1989.

The tables referred to in this standard have been studied by ISO through its
Technical Committee 28 — ‘Petroleum products and lubricants’, which has
confirmed that the tables satisfy the criteria defined by the ISO Council for
approval as an international standard. For this reason it has been decided to refer
to them in ISO 9770 rather than to republish them in full.

To avoid confusion this British Standard is limited to the implementation of the
tables current at the time of its publication.

Additional information. With reference to the footnote on page iii, copies of
API Standards are available in the United Kingdom from the Sales Department,
BSI, Linford Wood, Milton Keynes, MK14 6LE.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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INTERNATIONAL STANDARD ISO 9770 : 1989 (E)

Crude petroleum and petroleum products —
Compressibility factors for hydrocarbons in the range
638 kg/m3 to 1 074 kg/m3

1e following standard" is adopted as International Standard 1SO 9770 : 1989:

Manual of Petroleum Measurement Standards
Chapter 11.2. 1M — Compressibility Factors for Hydrocarbons: 638-1074 Kilograms per Cubic Metre Range

iblished August 1984 by

American Petroleum Institute
1220 L Street, Northwest
WASHINGTON, D.C. 20005
USA

JTES

It has been agreed by the AP! that they will give the ISO Central Secretariat at least 12 months’ notice of any intention to amend, revise or
withdraw this standard.

2 It should be noted that API has published an erratum to the August 1984 publication and this also forms part of this International Standard. This
erratum is as follows (the corrections have been included in the French-language version of the API standard appended to the French-language
version of this International Standard):

ERRATUM
Page 3, Change the first full sentence and the example at the top of the page to read as follows:
From the compressibility table, the F factor is 0.649 divided by 1,000,000 or 0.000000649. Then,

Ve = 1000/(1 — 0.000000649 = 3450)
1002.2 cubic metres

3 In 11.2.1M of the referenced standard the term “molecular volume” is used. The corresponding term in ISO 31-8 : 1980 (E) is ““molar volume’
(8-6.1). However, later text and the calculation procedure (11.2.1.5.2M) relates the quantity to the reciprocal of density, i.e. ‘‘specific volume’ [3.1 in
1ISO 31-3 : 1978 (E)}, which should be understood.

4  An extract from the referenced standard is reproduced in annex A for information. To illustrate the presentation of the table, one page (p. 129) has
been reproduced, the title being the same for all the other pages.

5 In the French-language version of this International Standard, a transiation of the text of the API standard is provided.

1) Copies of the API standard may be obtained through API at the above address.
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