BRITISH STANDARD BS 7459 :
Part 1 : 1991
ISO 7749-1 :
1986

Rotating sprinklers for
irrigation equipment

Part 1. Specification for design and
operational requirements

o
‘
Lo Xy

L Uoclimant Sharing Bl
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
E———————— BitiSh Standards

Full document details: BS 7459-1:1991


http://www.avadocuments.com/doc/bs-7459-1-1991
http://www.avadocuments.com/doc/bs-7459-1-1991

BS 7459 : Part 1: 1991
—

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Agricultural
Machinery and Implements Standards Policy Committee (AGE/-) to Technical
Committee AGE/30, upon which the following bodies were represented:

Agricultural Engineers’ Association

British Agricultural and Garden Machinery Association Ltd.
Health and Safety Executive

Ministry of Agriculture, Fisheries and Food

National Farmers’ Union

Silsoe College (Cranfield Institute of Technology)

Silsoe Research Institute

UK Irrigation Association

Water Services Association of England and Wales

Well Drillers’ Association

This British Standard, having
been prepared under the
direction of the Agricultural
Machinery and Implements
Standards Policy Committee,

was published under the Amendments issued since publication
authority of the Standards Board
and comes into effect on Amd. No. Date Text affected

30 August 1991
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National foreword

This British Standard has been prepared under the direction of the Agricultural
Machinery and Implements Standards Policy Committee. It is identical with

ISO 7749-1 : 1986 Irrigation equipment — Rotating sprinklers — Part 1 : Design
and operational requirements, published by the International Organization for
Standardization (ISO).

Part 1 specifies the design and operational requirements for rotating sprinklers
and sprinkler nozzles for irrigation equipment and that method of test.

Part 2 specifies the conditions and methods used for testing the uniformity of
distribution and test methods of rotating sprinklers.

Cross-references

International standard Corresponding British Standard

ISO 7-1 : 1982 BS 21 : 1985 Specification for pipe threads for tubes and
fittings where pressure-tight joints are made on the
threads (metric dimensions)
(Technically equivalent)

ISO 228-1 : 1982 BS 2779 : 1986 Specification for pipe threads for tubes
and fittings where pressure-tight joints are not made on
the threads (metric dimensions)

(Technically equivalent)

ISO 3951 : 1989 BS 6002 : 1979 Specification for sampling procedures and
charts for inspection by variables for percent defective
(Technically equivalent)

ISO 7749-2 : 1990 BS 7459 Rotating sprinklers for irrigation equipment
Part 2 : 1991 Methods of test for uniformity of
distribution
(Identical)

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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