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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical Committee
B/507, Paving units and kerbs, upon which the following bodies were represented:

Brick Development Association

British Cement Association

British Ceramic Research Ltd.

British Precast Concrete Federation Ltd.
Cementitious Slag Makers’ Association

County Surveyors’ Society

Department of Transport (Highways Agency)
Institution of Civil Engineers

Institution of Highways and Transportation
Interlay, the Association of Block Paving Contractors
Interpave, the Concrete Block Paving Association
Landscape Institute

Society of Chemical Industry

Stone Federation

The following bodies were also represented in the drafting of the standard, through
subcommittees and panels:

British Civil Engineering Test Equipment Manufacturers’ Association
Institution of Structural Engineers

National Federation of Clay Industries Ltd.

National Paving and Kerb Association

This British Standard, having
been prepared under the
direction of the Sector
Committee for Building and Civil
Engineering, was published under
the authority of the Standards
Committee and comes into effect
on 15 December 1999
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Amd. No. Date Comments

The following BSI references
relate to the work on this
standard:

Committee reference B/507
Draft for comment 98/108797 DC
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Foreword

This part of has been prepared by Technical Committee B/507.

will be published in the following parts:

— Part 1V: Guide for the structural design of heavy duty pavements constructed of
clay pavers or precast concrete paving blocks;

— Part 2V: Guide for the structural design of lightly trafficked pavements
constructed of clay pavers or precast concrete paving blocks;

— Part 3: Code of practice for laying precast concrete paving blocks and clay
pavers for flexible pavements;

— Part 4: Code of practice for the construction of pavements of precast concrete
flags or natural stone slabs;

— Part 59: Guide for the design of pavements (other structural aspects);

— Part 6V: Code of practice for laying natural stone, precast concrete and clay kerb
UNILS;

— Part 7V: Code of practice for the construction of pavements of natural stone
setts;

— Part 8Y: Guide for the structural design of lightly trafficked pavements of
precast concrete flags and natural stone slabs.

BS 7533:1999 will be withdrawn on publication of BS 7533-1 and BS 7533-9.
Annex A is informative.

As a code of practice, this British Standard takes the form of guidance and
recommendations. It should not be quoted as if it were a specification and particular
care should be taken to ensure that claims of compliance are not misleading.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii, pages 1
to 8, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the document was

last issued.
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1 Scope

This part of gives recommendations for
laying natural stone and precast concrete kerbs,
channels, edgings and quadrants conforming to

, and clay kerbs conforming

| intended for use in the construction of
carriageways and footways. It also applies to
combined drainage and kerb products, and linear
drainage units.

2 Normative references

The following normative documents contain
provisions which, through reference in this text,
constitute provisions of this part of this British
Standard. For dated references, subsequent
amendments to, or revisions of, any of these
publications do not apply. For undated references,
the latest edition of the publication referred to
applies.

, Concrete — Part 1: Guide to
specifying concrete.

, Glossary of building and civil
engineering terms — Part 2: Civil engineering —
Section 2: Highway, railway and airport

engineering — Subsection 4.1: Highway engineering.

BS 7263-1|, Precast concrete flags, kerbs, channels,

edgings and quadrants — Part 1: Specification.

3 Terms and definitions

For the purposes of this part of BS 7533, the terms
and definitions given in BS 7263-1 and BS 6100-2.4. ]
and the following apply.

3.1
joint

space between two adjacent units

3.2

roadbase

one or more layers of material placed above the
sub-base that constitutes a structural element of a
flexible or composite pavement

3.3

sub-base

one or more layers of material placed immediately
above the subgrade

3.4

subgrade

part of the soil, natural or constructed, that
supports the loads transmitted by the overlying
pavement

3.5

unit

product such as a kerb, channel, edging and
quadrant, a combined drainage and kerb product,
and a linear drainage product

3.6

kerb race

foundation on which the units are laid

3.7
mortar joint

joint between two units filled with a sand/cement
mixture

3.8
movement joint

joint constructed to allow units to expand and
contract

4 Forms of construction

4.1 Laying units: general

Kerbs, channels, edgings and quadrants, combined
drainage and kerb products, and linear drainage
units should be laid using any of the following
methods:

a) set on a race of fresh concrete (not applicable
to clay units);
b) bedded on a mortar race on top of an edge
beam of hardened concrete or onto a mortar
bedding on a carriageway base;
c) suitably bedded on the surface layer.
Units should then be haunched/backed with ST1
concrete conforming to ES 5328-1:1997 or a race of
fresh concrete extended to the required height.
NOTE See annex A for examples of edge details.

Units conforming to should not be cut to a
length of less than 300 mm. However, small units of
clay, stone and concrete should not be cut to less
than one-third of their original length and in no case
less than 50 mm.

Where kerbs are subjected to regular heavy traffic,
e.g. on approaches to traffic calming ramps, kerbs
should be cut to a length not exceeding 300 mm.

4.2 Laying units on a kerb race
A foundation of ST1 concrete, in accordance

with BS 5328-1:1997, Table 13, should be deposited
along the line of units, onto which the units are laid
directly on fresh mixed concrete and set to line and
level.

In areas subjected to heavy loading, the backing
concrete should either be laid monolithic with a race
of fresh concrete, or dowel bars should be firmly
fixed in the base and extended into the backing

haunching. o
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