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National foreword

This British Standard has been prepared under the direction of the Petroleum
Standards Policy Committee. It is identical with ISO 8310 : 1991 ‘Refrigerated
light hydrocarbon fluids — Measurement of temperature in tanks containing
liquefied gases — Resistance thermometers and thermocouples’, published by
the International Organization for Standardization (ISO). ISO 8310 was prepared
by Sub-committee 5, Measurement of light hydrocarbon fluids of Technical
Committee 28, Petroleum products and lubricants, in which the United Kingdom
participated.

Cross-references

International standard Corresponding British Standard

IEC 79-1: 1971 BS 4683 Specification for electrical apparatus for
explosive atmospheres
Part 2 : 1971 The construction and testing of flameproof
enclosures of electrical apparatus
(Technically equivalent)

IEC 79-10 : 1986 BS 5345 Code of practice for selection, installation and
maintenance of electrical apparatus for use in potentially
explosive atmospheres (other than mining applications or
explosive processing and manufacture)

Part 2 : 1983 Classification of hazardous areas
(Technically equivalent)

IEC 584-2 : 1982 BS 4937 International thermocouple reference tables
Part 20 : 1983 Specification for thermocouple tolerances
(Identical)

IEC 751 : 1983 BS 1904 : 1984 Specification for industrial platinum
resistance thermometer sensors
(Identical)

The Technical Committee has reviewed the provisions of IEC 79-0 : 1983,

IEC 79-1A : 1975, IEC 79-2 : 1983, IEC 79-3 : 1972, IEC 79-4 : 1975,

IEC 79-4A : 1970, IEC 79-5 : 1967, IEC 79-6 : 1968, IEC 79-7 : 1969,

IEC 79-11 : 1984 IEC 79-12 : 1978, IEC 92-504 : 1974, IEC 533 : 1977,

IEC 584-1 : 1977, IEC 654-1 : 1979, IEC 654-2 : 1979, IPTS-68 and ‘The
International Code for the construction and equipment of ships carrying
liquefied gases in bulk (IGC Code) 19831) to which reference is made in the text,
and has decided that they are acceptable for use in conjunction with this
standard.

A related standard to IEC 79-0 : 1983 is BS 5501 ‘Electrical apparatus for
potentially explosive atmospheres, Part 1 : 1977 ‘General requirements’.

A related standard to IEC 79-2 : 1983 is BS 5501 ‘Electrical apparatus for
potentially explosive atmospheres’, Part 3 : 1977, ‘Pressurized apparatus ‘p’’.

A related standard to IEC 79-5 : 1967 is BS 5501 ‘Electrical apparatus for
potentially explosive atmospheres, Part 4 : 1977, ‘Powder filling ‘q’’.

A related standard to IEC 79-6 : 1968 is BS 5501 ‘Electrical apparatus for
potentially explosive atmospheres, Part 2 : 1977, ‘Oil immersion ‘O’’.

A related standard to IEC 79-7 : 1969 is BS 5501 ‘Electrical apparatus for
potentially explosive atmospheres’, Part 6 : 1977, ‘Increased safety ‘e’’.

Related standards to IEC 79-11 : 1984 are BS 5501 Electrical apparatus for
potentially explosive atmospheres, Part 7 : 1977 ‘Intrinsic safety ‘i’" and Part 9 :
1982, ‘Specification for intrinsically safe electrical systems ‘i’’.

D Available from IMO, 4 Albert Embankment, London SE1 7SR. Docu m ents
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A related standard to IEC 79-12 : 1978 is BS 5345 ‘Code of practice for selection,
installation and maintenance of electrical apparatus for use in potentially
explosive atmospheres (other than mining applications or explosive processing
and manufacture)’, Part 1 : 1989 ‘General recommendations’.

Caution. Attention is drawn to the Health and Safety at Work etc. Act 1974, and
the need for ensuring that the method specified in this British Standard is carried
out with suitable precautions.

The procedure described in this British Standard is intended to be carried out by
appropriate, qualified and experienced persons or other suitably trained and/or

supervised personnel. Normal safety precautions should be observed throughout
the use of the method. Attention is drawn to the precautions given in clause 10.

Textual error. When adopting the text of the international standard, the textual
error given below was discovered. It has been marked in the text and has been
reported to ISO in a proposal to amend the text of the international standard.

In clause 1, line 5, after ‘refrigerated’ insert ‘light’.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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