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Foreword

This British Standard is published under the direction of the Technical Sector
Board for Building and Civil Engineering. It has been prepared in line with
recent developments in the work of the Technical Committee 51, Cement and
building limes, of the European Committee for Standardization (CEN), which is
preparing a European Prestandard for cements. As an intrinsic part of this
activity, CEN has published EN 196, a series of methods of testing cement,

which the UK is obliged to implement by the withdrawal of the relevant Parts of
BS 4550. In consequence, this British Standard specifies requirements in terms of
the EN 196 test procedures.

This British Standard covers a type of cement, containing up to 20 % of a
specified limestone, which is new to the UK but is well established in several
European countries, particularly France and Spain. It includes two classes of
standard strength, 32.5 and 42.5, each with two subclasses of early strength, and
also a higher class of standard strength, 52.5.

Research work has not so far been carried out in the UK on the 42.5 and 52.5
strength classes of this cement but the 32.5 strength class is the subject of a
substantial ongoing research programme under the auspices of the Building
Research Establishment. Although there is no long-term laboratory evidence yet
in the UK, results after 2 years suggest that concretes designed for the same
standard cube strength are likely to have similar performance when using
cements conforming to this standard and when using cements that conform to
BS 12 or to BS 6588. Thus, in designed mixes, as described in BS 5328 : Part 1,
the concrete made with this cement may be considered to be potentially as
durable as that made with Portland cement conforming to BS 12 provided that it
achieves the same grade as a concrete made with the Portland cement. However,
in prescribed or standard mixes, as described in BS 5328 : Part 1, unless the
cement content is increased appropriately, the use of cements of the 32.5
standard strength class will lead to concrete of lower compressive strength and
may reduce durability, compared to cements of a higher strength class.

Compositional requirements are expressed as a percentage of the total mass of
the constituents excluding calcium sulfate and any additives. This departure
from the traditional method of calculation in the UK is fully explained in
annex B.

The requirements are, in general, based on the results of tests on cement
according to EN 196, which consists of the following Parts?).

Part 1 Determination of strength

Part 2 Chemical analysis of cement

Part 3 Determination of setting time and soundness

Part 4 Quantitative determination of constituents

Part 5 Pozzolanicity test for pozzolanic cements

Part 6 Determination of fineness

Part 7 Methods of taking and preparing samples of cement

Part 21 Determination of the chloride, carbon dioxide and alkali content of
cement

The requirements are specified as characteristic values and conformity is
assessed by means of a statistical procedure for continuous inspection operated
by the cement manufacturer (autocontrol) (see annex A). This includes the
concept of ‘major defects’ which are ‘likely to reduce materially the usability of
the cement for its intended purpose’. However, the 1989 draft European

D These European Standards will be published as Parts of BS EN 196.
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Prestandard is considered to be inappropriate for the manufacture of cement in
the UK and the annex therefore incorporates several footnotes identifying
specific aspects. In particular, it is assumed, for this British Standard, that some
limits are required for acceptance inspection. Clause 12 therefore gives
appropriate values which in several cases are more stringent than those for major
defects given in annex A.

Guidance on the use of cement has been included in annex C, and attention is
drawn to the safety precautions recommended therein when working with
cement. Cement will partially hydrate when exposed to water vapour; annex C
also includes guidance on storage.

Product certification. Users of this British Standard are advised to consider the
desirability of third party certification of product conformity with this British
Standard based on testing and continuing product surveillance which may be
coupled with assessment of a supplier’s quality systems against the appropriate
Part of BS 5750.

Enquiries as to the availability of third party certification schemes are forwarded
by BSI to the Association of Certification Bodies. If a third party certification
scheme does not already exist, users should consider approaching an appropriate
body from the list of Association members.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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