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 Foreword
  Publishing information

This British Standard is published by BSI Standards Limited, under licence from The British 
Standards Institution, and came into effect on 28 February 2022. It was prepared by Subcommittee 
EH/3/4, Microbiological methods, under the authority of Technical Committee EH/3, Water 
quality. A list of organizations represented on these committees can be obtained on request to the 
Committee Manager.

  Supersession

This British Standard supersedes BS 7592:2008, which is withdrawn.

  Information about this document

This is a full revision of the standard, and introduces the following principal changes:

a) a clearer distinction is made between routine and incident sampling;

b) a clearer rationale is provided for routine sampling, including newly recognized sources, risk 
assessment, surveying and sample points;

c) acceptable transport times have been revised to account for more quantitative results and 
sampling/transport subcontracting; and

d) it takes account of new standards documents for water sampling and analysis.

Product certi�ication/inspection/testing. Users of this British Standard are advised to consider 
the desirability of third-party certi�ication/inspection/testing of product conformity to this British 
Standard. Appropriate conformity attestation arrangements are described in BS EN ISO/IEC 17025. 
Users seeking assistance in identifying appropriate conformity assessment bodies or schemes may 
ask BSI to forward their enquiries to the relevant association.

This publication can be withdrawn, revised, partially superseded or superseded. Information 
regarding the status of this publication can be found in the Standards Catalogue on the BSI website at 
bsigroup.com/standards, or by contacting the Customer Services team.

Where websites and webpages have been cited, they are provided for ease of reference and are 
correct at the time of publication. The location of a webpage or website, or its contents, cannot 
be guaranteed.

  Hazard warnings

WARNING. This British Standard calls for the use of substances and/or procedures that can be injurious to 
health if adequate precautions are not taken. It refers only to technical suitability and does not absolve the 
user from legal obligations relating to health and safety at any stage.

  Use of this document

As a code of practice, this British Standard takes the form of recommendations and guidance. It is not 
to be quoted as if it were a speci�ication. Users are expected to ensure that claims of compliance are 
not misleading.

Users may substitute any of the recommendations in this British Standard with practices of 
equivalent or better outcome. Any user claiming compliance with this British Standard is expected to 
be able to justify any course of action that deviates from its recommendations.
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It has been assumed in the preparation of this British Standard that the execution of its provisions 
will be entrusted to appropriately quali�ied and experienced people, for whose use it has 
been produced.

  Presentational conventions

The provisions of this standard are presented in roman (i.e. upright) type. Its recommendations are 
expressed in sentences in which the principal auxiliary verb is “should”.

Commentary, explanation and general informative material is presented in smaller italic type, and 
does not constitute a normative element.

The word “should” is used to express recommendations of this standard. The word “may” is used in 
the text to express permissibility, e.g. as an alternative to the primary recommendation of the clause. 
The word “can” is used to express possibility, e.g. a consequence of an action or an event.

Notes and commentaries are provided throughout the text of this standard. Notes give references 
and additional information that are important but do not form part of the recommendations. 
Commentaries give background information.

Where words have alternative spellings, the preferred spelling of the Shorter Oxford English 
Dictionary is used (e.g. “organization” rather than “organisation”).

  Contractual and legal considerations

This publication has been prepared in good faith, however no representation, warranty, assurance 
or undertaking (express or implied) is or will be made, and no responsibility or liability is or will 
be accepted by BSI in relation to the adequacy, accuracy, completeness or reasonableness of this 
publication. All and any such responsibility and liability is expressly disclaimed to the full extent 
permitted by the law.

This publication is provided as is, and is to be used at the recipient’s own risk.

The recipient is advised to consider seeking professional guidance with respect to its use of this 
publication.

This publication is not intended to constitute a contract. Users are responsible for its correct 
application.

Compliance with a British Standard cannot confer immunity from legal obligations.

In particular attention is drawn to the following statutory regulations:

• Health and Safety at Work etc. Act 1974 [1];

• The Management of Health and Safety at Work Regulations 1999 [2];

• Health and Safety at Work (Northern Ireland) Order 1978 [3];

• The Control of Substances Hazardous to Health Regulations 2002 (as amended) [4];

• Control of Substances Hazardous to Health Regulations (Northern Ireland) 2003 [5].
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   Introduction
Legionnaires’ disease was �irst recognized in July 1976 and the causative bacterium was later 
isolated and named Legionella pneumophila. Since then, more than 60 species of Legionella have been 
described, of which approximately half have been associated with disease in humans. Legionellae are 
widespread in the natural aquatic environment and can also be found in damp soils and sediments. 
Those species that infect humans, particularly Legionella pneumophila, grow in warm water, generally 
within the range of 20 °C to 45 °C, although Legionella can be detected in water systems operated 
outside this range because of the inability to consistently maintain these temperatures in all parts of 
the systems.

To cause infection, legionellae normally need to be inhaled. Particles of between one and three 
micrometres (1 μm to 3 μm) are small enough to penetrate down to, and be retained in, the deepest 
part of the lungs (alveoli) but large enough to contain at least one bacterial cell. These particles 
are too small to be seen by eye and can remain suspended in air for prolonged periods of time. A 
suspension of such particles in air is termed an aerosol and is not necessarily visible or even wet.

It is a common misconception that a water spray is an aerosol and that legionellae have to be 
contained within a wet droplet. A mist of water droplets might constitute an aerosol if the droplets 
are small enough. Water evaporates from small droplets very rapidly. For particles of less than four 
micrometres (4 μm), the evaporative process usually takes place in less than one second, although the 
exact rate of evaporation depends on the prevailing temperature, relative humidity and air�low.

If a water droplet contains a single bacterial cell, the droplet rapidly evaporates to a particle size 
diameter or droplet nucleus of approximately one micrometre (1 μm). A particle of this size can 
remain suspended in air for prolonged periods of time and travel over considerable distances. These 
particles are dry and contain no free moisture. Only bound water is present which represents a small 
percentage of the total mass. When air is inhaled into lungs, approximately 50% of the particles, 
which are those of approximately one micrometre (1 μm), are retained in the lungs.

Any mechanical action that causes the surface of a liquid (which contains bacteria) to be broken up 
might cause the production of small droplets containing bacteria suspended in them. If these droplets 
are small enough, the water might rapidly evaporate leaving the dry droplet nuclei containing the 
bacteria, so forming an aerosol. Natural aerosols can be generated by rainfall, waterfalls, bubbles 
rising through water or via wave formation in constructed water systems or environments. Running 
taps, showers, fountains, humidi�iers, spa pools, whirlpool baths and evaporative cooling towers 
and certain industrial processes can generate aerosols. Infection is also thought to have resulted 
from aspiration in certain nosocomial cases, either from drinking contaminated water, or ingesting 
liquid feeds or ice made with contaminated water, or using contaminated water for purposes such as 
irrigation or washing wounds.

Legionella infection is therefore usually associated with constructed water systems and 
associated equipment. To date there is only one case associated with possible person-to-person 
transmission [6]. As a result, the way to prevent or control outbreaks of Legionnaires’ disease is to 
control the introduction into and growth of legionellae in water systems. In the UK, the control of 
legionellae falls within the general requirements of the Health and Safety at Work etc. Act [1] and 
associated regulations, including the Control of Substances Hazardous to Health Regulations [4], [5]. 
Whereas most infections with legionellae are caused by exposure to water and aerosols derived 
from it, Legionella longbeachae infections are predominantly associated with the use of horticultural 
potting mixtures made from composted organic waste. However, Legionella longbeachae has also 
been isolated from water sources associated with outbreaks, so the possibility of water as a source of 
infection with Legionella longbeachae cannot be ignored [7].
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Legionellae are capable of growth within various protozoa, particularly amoebae and, when grown 
in vitro, have been shown to be supported by some bacteria such as �lavobacteria. In addition, 
legionellae can grow in protozoa which graze bio�ilm and, when grazed by protozoa, can evade 
the host defence mechanisms and grow rapidly within them. Growth within protozoa, particularly 
incorporation within their cysts, provides a mechanism for dissemination and the protection of the 
bacteria from biocides, heat and drying. This enables the legionellae to survive under conditions 
that would otherwise be fatal and facilitates their transport within both protozoa and their cysts to 
more favourable environments where they might subsequently grow. Legionellae can survive but not 
grow within low-nutrient environments, such as sterile water, but can proliferate when supported by 
other microorganisms. Growth within bio�ilms provides them with some protection against adverse 
environmental conditions, particularly biocides, that would otherwise kill them if they were simply 
suspended within the water column. Thus, control of microbial colonization and bio�ilm formation 
within water systems is of paramount importance for the control of legionellae.

The number of reports of Legionnaires’ disease continues to rise, probably due to an increased 
recognition of the disease using improved diagnostic methods but possibly also resulting from a 
greater exposure to potential sources, rising global temperatures affecting surface and groundwater 
temperatures and an increased requirement for evaporative cooling. In addition, an increasing 
proportion of the human population is elderly and/or immunocompromised as a result of new 
diseases and drug therapy, and therefore more susceptible. To validate and verify that measures to 
control legionellae are, and remain, effective there is an increasing need to sample potential sources 
for the presence of legionellae. Sampling is also required when investigating the sources of infection 
of cases of Legionnaires’ disease, to validate new control processes and to verify that disinfection and 
commissioning processes have been effective and not introduced legionellae.

This document brings together information on likely sources of Legionnaires’ disease, the selection 
of sampling sites and the methods of sampling for the purposes of routine monitoring, validation, 
commissioning, investigating a problem, or outbreak investigation. It covers some aspects of risk 
assessment to facilitate the selection of sampling sites and to minimize the risk to those involved in 
sampling. However, it does not give extensive recommendations for carrying out a risk assessment or 
for the role of sampling within the water safety plans as these are covered in BS 8580-1 and BS 8680.

In the UK, outbreaks of Legionnaires’ disease commonly have been associated with evaporative 
cooling towers and condensers; hot and cold-water systems in buildings such as hospitals and 
hotels; and spa pools and hot tubs, including those on display. The use of nebulizers or other medical 
respiratory equipment contaminated with legionellae (usually by �illing or washing such items with 
tap water containing the bacteria) has also been reported to cause infection. Other sources implicated 
in outbreaks globally include natural warm spas and hot springs, indoor fountains, horticultural 
potting mixtures, ultrasonic misting devices used for humidi�ication in healthcare and domestic 
premises and to humidify food display cabinets in shops and restaurants, pressure washers, air 
scrubbers, ef�luent treatment plants, ice machines in healthcare premises, etc.

Household plumbing systems have also been implicated as sources of Legionnaires’ disease. In one 
UK study [8], legionellae were isolated from approximately 15% of the homes of patients compared 
with approximately 5% of homes used for control purposes.
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 Section 1: General

  1 Scope
This British Standard gives recommendations and guidance on the sampling of water and related 
materials for the investigation of the presence of organisms of the genus Legionella. It is applicable to 
sampling constructed water systems but also gives methods for sampling of bio�ilms and sediments 
that might be present. Some of the same sampling principles can be applied to natural water systems.

This British Standard is applicable to the selection of sampling sites and the methods of sampling for 
the purposes of routine monitoring, validation, commissioning, investigating a problem, or outbreak 
investigation. Recommendations and guidance on the selection of sampling points are given. The 
rationale for the selection of sampling points for particular situations is also covered.

This British Standard is intended for use by all those involved in water sampling for legionellae, 
including those collecting samples on site and those developing water sampling plans and/or 
directing where samples are taken from, irrespective of the method of analysis adopted.

It is not applicable to the sampling of soils and horticultural potting mixtures.

  2 Normative references
There are no normative references in this document.

  3 Terms and de�initions
For the purposes of this British Standard, the following terms and de�initions apply.

  3.1 aerosol

suspension in a gaseous medium of solid particles, liquid particles or solid and liquid particles 
invisible to the human eye and having negligible falling velocity

  3.2 biocide

substance used to disinfect water systems and components

  3.3 bio�ilm

community of bacteria and other microorganisms and entrained debris embedded in a protective 
layer at interfaces in water systems

  3.4 blind end

length of pipe closed at one end through which no water can pass

NOTE Also known as “dead end”.

  3.5 calori�ier

apparatus used for the transfer of heat to water in a vessel by indirect means and incorporating a 
source of heat

NOTE 1 See also plate heat exchanger (3.27).

NOTE 2 A “storage calori�ier” also stores some of the heated water in the same vessel.
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  3.6 cistern

tank for storage of water

NOTE This includes all cisterns, not just WC cisterns.

  3.7 cold-water system

installation of plant, pipes and �ittings in which cold water is stored, distributed and 
subsequently discharged

  3.8 commercial spa pool

spa pool usually of bespoke design constructed onsite and incorporating a balance tank in the water 
circulation system to accommodate the water displaced by bathers entering the pool

NOTE Commercial spa pools have been associated with outbreaks of Legionnaires’ disease in hotels, leisure 
facilities and cruise liners.

  3.9 competence

combination of training, skills, experience and knowledge that a person has and their ability to apply 
them to perform a task safely

[SOURCE: What is competence? [9]]

  3.10 constructed water system

water system that has been constructed and does not occur naturally, e.g. a hot-water system

  3.11 cooling tower

device for cooling water that, in turn, is used for cooling in a process

NOTE The water is passed over the tower against an air stream. Water evaporates which causes the water to be 
cooled. The cooler water is then usually pumped to a heat exchanger to remove heat from the heat exchanger and 
recycled through the tower.

  3.12 dead leg

length of water system pipework leading to a �itting through which water only passes infrequently 
when there is draw off from the �itting, providing the potential for stagnation

  3.13 disinfection

process which removes, reduces or renders inactive microorganisms or parasites

[SOURCE: BS 8551:2015, 3.11, modi�ied]

NOTE Disinfection here relates to the outlets and systems. Disinfection is not the same as sterilization (see 3.31).

  3.14 distribution system

pipework which distributes water from hot/cold/cooling water plant to one or more �ittings/
appliances/processes

  3.15 domestic water supply

hot and cold water intended for personal hygiene, cooking, drinking water or other 
domestic purposes

NOTE This applies to all such systems and not just those in dwellings.
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  3.16 evaporative condenser

device similar to a cooling tower, through which water passes against an air stream but as the 
water falls it also passes over a heat exchanger which contains a �luid that is cooled by the water 
passing over it

NOTE The �luid could be a gas to be condensed, in which case it could be called an evaporative condenser, or 
water or other liquid, in which case it is a �luid cooler.

  3.17 evaporative cooling

process by which a small portion of circulating water is caused to evaporate, thereby taking the 
required latent heat of vaporization from the remainder of the water and causing it to cool

  3.18 hot tub

self-contained factory-produced spa pool not having a balance tank, designed primarily for 
domestic use

NOTE Although primarily designed for domestic use, hot tubs are increasingly installed in hotel rooms and 
holiday chalets and can be offered for hire for parties. They have frequently been associated with outbreaks of 
Legionnaires’ disease even when only on display in sales situations.

  3.19 hot-water system

installation of plant, pipes and �ittings in which water is heated, distributed and subsequently 
discharged (not including cold-water feed cistern or cistern)

  3.20 Legionella

genus of bacteria found naturally in fresh water and moist environments, which includes some 
species that can cause disease in humans, including Legionnaires’ disease

NOTE First described as a result of the outbreak of Legionnaires’ disease in Philadelphia at the Bellevue-Stratford 
Hotel in 1976. The genus contains more than 60 species, according to www.bacterio.net.

  3.21 legionella (plural legionellae)

bacterium/bacteria within the genus Legionella

NOTE Includes both those bacteria allocated to a species and those not yet given a species name by taxonomists. 
Legionella is also used as an adjective as in legionella risk assessment.

  3.22 legionella risk assessment

process of identifying and assessing the risk of legionellosis from water sources on premises, and 
determining any necessary precautionary measures

  3.23 legionellosis

illness caused by legionellae

  3.24 Legionnaires’ disease

form of pneumonia caused by legionellae

  3.25 non-oxidizing biocide

biocide that functions by mechanisms other than oxidation, including interference with cell 
metabolism and structure

NOTE Common non-oxidizing biocides include isothiazolone (also known as isothiazolinone), quaternary 
ammonium compounds (quats), tetrakis hydroxymethyl phosphonium sulfate (THPS), glutaraldehyde and triazine.
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  3.26 oxidizing biocide

substance capable of reacting with organic matter, resulting in damage to or death of the 
microorganisms

NOTE 1 Oxidizing biocides include chlorine, bromine, hydrogen peroxide, peracetic acid and chlorine dioxide. The 
most commonly used oxidizing biocides are based on chlorine or bromine (halogens) that liberate hypochlorous or 
hypobromous acids respectively on hydrolysis in water. The exception is chlorine dioxide, which does not hydrolyse 
but exists as a solution. However, chlorine dioxide functions in the same way as other oxidizing biocides.

NOTE 2 Organic matter includes, for example, cell material, enzymes or proteins that are associated with 
microbiological populations.

  3.27 plate heat exchanger

type of heat exchanger that uses metal plates to indirectly transfer heat between hot and cold 
water or �luids

NOTE Often used in conjunction with a hot-water storage vessel.

  3.28 sentinel outlet

outlet selected to provide information on the effectiveness of control measures applied to a hot- and 
cold-water system

NOTE For simple water systems, sentinel outlets are typically chosen to be the closest and the furthest outlet from 
the water tank or calori�ier, but in more complex systems, sentinel outlets might be required on other parts of the 
system, e.g. subordinate and tertiary loops.

  3.29 spa pool

self-contained body of warm water designed for sitting in (not whole body immersion), usually 
intended for a small number of people to use at one time; the water is recirculated and kept between 
30 °C and 40 °C and is usually not drained between use and is continually �iltered and cleaned; 
hydro-jet circulation, with or without an air induction bubble system, is also used to agitate the water

NOTE Spa pools are known under a range of names: spa bath, hot spa, hot tub, portable spa, whirlpool spa, swim 
spa and often Jacuzzi®1).

  3.30 stagnation

condition where there is little or no �low of water, providing favourable conditions for proliferation of 
bio�ilms and legionellae

  3.31 sterilization

complete elimination or destruction of all living microorganisms

NOTE This is not achievable in a distributed water system.

[SOURCE: BS 8554:2015, 3.12]

  3.32 strainer

coarse �ilter, usually composed of a mesh and positioned upstream of a sensitive component, such as 
a pump, control valve or heat exchanger, to protect the component from damage caused by debris

  3.33 task risk assessment

assessment of the health and safety risks to personnel undertaking a speci�ic task, such as sampling

1) Jacuzzi® is a trade mark owned by Jacuzzi Inc, Chino Hills, California, USA. This information is given for the convenience of users of this 
standard and does not constitute an endorsement by BSI of the product named. Equivalent products may be used if they can be shown to 
lead to the same results.
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  3.34 thermostatic mixing tap (TMT)

tap incorporating a thermostatic mixing valve (TMV) which can be adjusted

  3.35 thermostatic mixing valve (TMV)

valve, with one or more outlets, which mixes hot and cold water and automatically controls the mixed 
water to a selected temperature

[SOURCE: BS EN 1111:2017]

  3.36 water safety group (WSG)

multidisciplinary group of people formed to undertake the commissioning, development and ongoing 
implementation and management of the water safety plan (WSP) with the skills and responsibility for 
ensuring that the water is safe at the point of use for all uses and all users of water within buildings

NOTE 1 It also advises on the remedial actions required when water systems or outlets are found to be 
contaminated and the risk to susceptible persons is increased.

NOTE 2 The composition of the WSG and complexity of its role varies depending on the design, size and complexity 
of the systems and attached devices and risk assessments based on the types of hazard and the dose which can cause 
harm; the potential for hazardous events; and routes of exposure to intended uses and users of the system or device. 
The WSG might also be known as the water management team.

[SOURCE: BS 8680:2020, 3.32]

  4 Preparation for sampling

  4.1 Sampler training

All persons tasked with sampling should have relevant competence in the systems and any associated 
equipment to be sampled so they can identify areas with risk factors for legionella growth. They 
should be competent both to collect appropriate samples and to understand the potential risks to 
themselves and others in the vicinity associated with the sampling process, e.g. minimizing the risk 
from aerosol production and cross-contamination of themselves, samples and the environment they 
are sampling from.

NOTE For healthcare premises, all staff need to be trained in sampling techniques and have undertaken a 
water hygiene training course as prescribed within section 6.29 of HTM-04-01 Part B 2016 [10] or national 
equivalent document.

  4.2 Task risk assessment for sampling

A task risk assessment should be conducted to identify potential risks to the health of those collecting 
samples. Hazards likely to arise in the course of sampling, such as the following, should be identi�ied 
by consultation with the person responsible for health and safety before the sampler visits the site:

a) any health and safety issues for which the sampler needs to be prepared, such as previous 
positive results;

b) areas inaccessible or requiring an escort or permit to work;

c) areas requiring specialist training, such as working in con�ined spaces or working at height;

d) specialist systems which might require shutting down or pumps turning off before sampling, 
such as evaporative cooling systems, spa pools and hot tubs; and

e) industrial processes where chemical, radiological, physical or microbiological hazards other 
than legionellae can also pose a risk, or where specialist equipment, such as personal protective 
equipment (PPE), is needed.
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These hazards should be documented and communicated to the sampling personnel before the visit.

Sampling personnel should also be given details of the site contact responsible for ensuring their 
health and safety.

NOTE Attention is drawn to the Health and Safety at Work etc. Act 1974 [1] as implemented through the 
Management of Health and Safety at Work Regulations [2], [3] and the Control of Substances Hazardous to Health 
Regulations [4], [5]. Practical advice on how to comply with the regulations is given in the HSE Approved Code of 
Practice and Guidance L8 [11].

WARNING. Users are reminded of the WHO report of Bartram et al [12] on legionellosis, mentioning that the 
risk of legionellosis increases with age, as well as to people who are smokers, have a weak immune system or 
those who have a chronic lung disease (such as emphysema).

  4.3 Reasons for sampling

  4.3.1 Routine or planned sampling

Sampling for legionellae should routinely be conducted as identi�ied by a legionella risk assessment, 
taking account of, but not limited to:

a) the presence of highly susceptible people; and

b) ongoing veri�ication of a recommended scheme of control where the potential for legionella 
growth is identi�ied.

  4.3.2 Commissioning or recommissioning

When commissioning or recommissioning a water system or associated item of equipment, the risk 
assessment, written scheme or water safety plan should identify the samples to be taken as part of 
this process:

a) when commissioning or validating a new or revised treatment programme; and

b) when commissioning a new or modi�ied water system or associated equipment.

  4.4 Legionella risk assessment

The legionella risk assessment (see BS 8580-1) should identify risks and make recommendations 
to eliminate, substitute or control those identi�ied risks. Where controls are required, the proposed 
scheme should include checks that these measures are effective.

  4.5 Reactive sampling

  4.5.1 Changes to or failures of control mechanisms

Where there is doubt about the ef�icacy of the control scheme, e.g. poor temperature/biocide control, 
further sampling should be undertaken as necessary to determine if colonization has occurred as a 
result and to assist with determining the appropriate response to the failure.

  4.5.2 Investigation of contamination or cases of infection

If the results of routine sampling indicate that the water system has become contaminated or there 
have been cases of legionellosis associated with the system, sampling should be undertaken.

NOTE This usually requires sampling from a wider range of sample points and the collection of different types of 
sample to try to identify the location of the colonization (see Annex A and Annex B).

  4.6 Sampling plan

A sampling plan (see also BS 8554) appropriate to the reason for sampling (see 4.3 and 4.4) should 
be prepared (see 7.1). The WSG or responsible person (RP) should agree the sampling plan and the 
additional parameters to be taken at the time of sampling, e.g. temperature, biocide levels, pH.
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  5 Survey and sampling

  5.1 General principles

Persons selecting sample points and collecting samples should have appropriate competence (see 
also 4.1) to understand the rationale for selecting sampling points, factors which might pose a risk 
for the growth and dissemination of legionellae, factors which might adversely affect the validity 
of the result, such as sampling too soon after a disinfection procedure, and the effect of an effective 
sampling procedure on the �inal result and its implications (for example, a false negative result might 
mean a contaminated system does not get appropriately treated), and to identify the sample matrix.

Certain principles apply to all samples collected for microbiological analyses, i.e. the sample should 
be as representative as possible of the water at the location of the sample point and time of collection.

Each sample should be collected from an individual outlet. Samples should not be combined from 
multiple outlets.

In addition, the population of legionellae in the sample should undergo as little change as possible 
before the analysis begins, so sample transportation and storage should be correctly controlled 
(see Clause 8). Other relevant factors to be taken into account should include:

a) the choice of sampling point;

b) the possible presence of biocides;

c) the possible need for disinfection of the sample point;

d) the location and timing of the sample in relation to the normal operating conditions and control 
measures of the system, including the timing and levels of biocide dosing; and

e) the type and quantity of sample to be collected.

A check should be carried out by the RP/WSG, with input from subject-matter experts as required. 
Independent veri�ication should be obtained to ensure that any test used to detect and quantify 
legionella is suf�iciently precise, repeatable, reproducible, sensitive and speci�ic.

Any �ield tests should be carried out with the same rigour as that applied in a laboratory to ensure 
that the sample result is valid.

NOTE Users of this British Standard are advised to consider the desirability of employing the services of 
laboratory with third-party certi�ication. Appropriate conformity attestation arrangements are described in 
BS EN ISO/IEC 17025.

  5.2 Development of a sampling plan

COMMENTARY ON 5.2

Where an existing sampling plan has been developed and agreed as suitable by the RP and/or WSG, the 
schematic diagrams are helpful in identifying the location of the sample points.

Samplers should liaise with the authorized person (see HTM 00 [13] or national equivalent), RP 
and/or WSG representative to ensure they understand the rationale and policy for sampling and 
resampling prior to taking samples. On new sites or where there is no WSP (see BS 8680) or sampling 
plan a site survey should be carried out, taking BS 8554 into account, which should then be submitted 
for approval by the RP/WSG. Following commissioning of new or refurbished systems, the number 
and location of samples to be taken to verify that systems are not contaminated should be included 
within the commissioning brief and pre-agreed with the RP/WSG.
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