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National foreword 

This Part of BS 7605 has been prepared under the direction of the Agricultural 
Machinery and Implements Standards Policy Committee. It is identical with 
ISO 9261:1991 Agricultural irrigation equipment — Emitting-pipe systems — 
Specification and test methods prepared by the International Organization for 
Standardization (ISO).
ISO 9261 was prepared by Subcommittee SC 18, Irrigation and drainage 
equipment and systems, of ISO Technical Committee 23, Tracks and Machinery 
for agricultural forestry.
Cross-references
The Technical Committee has reviewed the provisions of ISO 3501:1976 and 
ISO 8796:1989, to which normative reference is made in the text, and has decided 
that they are acceptable for use in conjunction with this standard. A related 
British Standard to ISO 3501 is BS 5114:1975 Specification for performance 
requirements for joints and compression fittings for use with polyethylene pipes.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 6, an inside back cover and a back cover. 
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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