BRITISH STANDARD BS 7631:1993
IEC 593:1977

(Incorporating
Amendment 1:1980
and

Amendment 2:1986)

Internal fuses and
internal overpressure
disconnectors for shunt
capacitors

UDC 621.319.4.022[621.316.545: :531.787 + 621.316.923](— 191).001.11.001.2.001.4

W, A, @
LA W =—
B e

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
Y\ W

Document Sharing Hub

Full document details: BS 7631:1993


http://www.avadocuments.com/doc/bs-7631-1993
http://www.avadocuments.com/doc/bs-7631-1993

BS 7631:1993

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Power Electrical
Engineering Standards Policy Committee (PEL/-) to Technical Committee
PEL/46, upon which the following bodies were represented:

Association of Consulting Engineers

British (AC) Capacitor Manufacturers’ Association (BEAMA Ltd.)
ERA Technology Ltd.

Electricity Association

Rotating Electrical Machines Association (BEAMA Ltd.)

This British Standard, having
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authority of the Standards
Board and comes

into effect on
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National foreword

This British Standard has been prepared under the direction of the Power
Electrical Engineering Standards Policy Committee. It is identical with

TEC 593:1977 Internal fuses and internal overpressure disconnectors for shunt
capacitors, incorporating Amendment No. 1:1980 and Amendment No. 2:1986,
published by the International Electrotechnical Commission (IEC).

Cross-references
The Technical Committee has reviewed the provisions of IEC 70 and IEC 70A, to

which normative reference is made in the text, and has decided that they are
acceptable for use in conjunction with this standard.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and 11,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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