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Foreword

This Part of BS 7653 has been prepared under the direction of the Laboratory 
Apparatus Standards Policy Committee, in anticipation of the publication by the 
International Organization for Standardization (ISO) of ISO 8655-2, which will 
specify conditions for, and methods of operation of piston and/or plunger operated 
volumetric apparatus (POVA).
The draft International Standard ISO/DIS 8655-2 was prepared by 
Subcommittee 1, of ISO/TC 48, Laboratory glassware and related products, with 
the active participation and approval of the UK. The equivalent draft British 
Standard was issued for public comment in June 1990. Subsequent to the 
approval of ISO/DIS 8655-2 for publication, no action was taken by 
ISO/TC 48/SC 1. To avoid further delay, the Laboratory Apparatus Standards 
Policy Committee approved publication of the equivalent British Standard, in 
advance of ISO 8655-2, based on the draft International Standard.
The specification of operating procedures is critical to the proper functioning of 
POVA, and determines its ability to perform within specified tolerances. Changes 
in the method of operation can dramatically alter the results of analyses. Most 
POVA is calibrated for specific methods of operation; another manner of use may 
result in a change in the accuracy of measurements and/or repeatability.
This Part of BS 7653 is one of four Parts published together, the other three Parts 
being as follows:

— Part 1: Glossary of terms;
— Part 3: Methods of test;
— Part 4: Specification for conditions of test, safety and supply.

A description of the modes of operation of pipetters is given in Annex A. 
Annex B describes the actions of prerinsing and of introducing residual volume.
This British Standard describes methods of operation only, and should not be 
used or quoted as a specification for defining limits of performance. Reference to 
this standard should indicate that the methods of operation used are in 
accordance with BS 7653-2:1993.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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