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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Surface
Treatments and Coatings Standards Policy Committee (STC/-) to Technical
Committee STC/1 upon which the following bodies were represented:

British Cement Association

British Coatings Federation Ltd.

British Colour Makers’ Association

British Precast Concrete Federation Ltd.

British Railways Board

Cement and Concrete Pigment Suppliers’ Association
China Clay Association

0il and Colour Chemists’ Association

Titanium Pigment Manufacturers’ Technical Committee
Zinc Development Association

This British Standard, having
been prepared under the
direction of the Surface
Treatments and Coatings

Standards Policy Committee, Amendments issued since publication
was published under the
authority of the Standards Amd. No. Date Text affected

Board and comes into effect on
15 January 1994
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National foreword

This British Standard has been prepared under the direction of the Surface
Treatments and Coatings Standards Policy Committee. It is identical with

ISO 10601 : 1993 Micaceous tron oxide pigments for paints— Specifications and
test methods, published by the International Organization for Standardization
(ISO).

Cross-references

International standard Corresponding British Standard

ISO 150 : 1980 BS 6900 : 1987 Specification for raw, refined and boiled
linseed oils for paints and varnishes
(Identical)
BS 3483 Methods for testing pigments for paints

ISO 787-2 : 1981 Part B6 : 1982 Determination of matter volatile at
105 °C
(Identical)

ISO 787-3 : 1979 Part C1 : 1980 Determination of matter soluble in water
(hot extraction method)
(Identical)

ISO 787-5 : 1980 Part B7 : 1982 Determination of oil absorption value
(Identical)

ISO 787-7 : 1981 Part B3 : 1982 Determination of residue on sieve (water
method, using a manual procedure)
(Identical)

ISO 787-9 : 1981 Part C4 : 1982 Determination of pIl value of an aqueous
suspension
(Identical)

ISO 842 : 1984 BS 4726 : 1986 Methods for sampling raw materials for
paints and varnishes
(Identical)

Although this standard makes reference to the forthcoming revision of ISO 1248,
the Technical Committee has reviewed the provisions of ISO 1248 : 1974, which
is identical with BS 3981 : 1976 Specification. Iron oxide pigments for paints
and has decided that, until the revision of ISO 1248 is published, the provisions
are acceptable for use in conjunction with this standard. It is intended to revise
BS 3981 to become identical with the revision of ISO 1248 when it is published.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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