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Tmis BriTisH STANDARD, having been approved by the
Building Divisional Council, was published under the
authority of the Exccutive Board on 31 July, 1972,

© British Standards Institution 1972
ISBN: 0 580 07155 3

First published, February, 1938.
First revision, January, 1963.
Metric edition of first revision, July, 1972,

]
The Institution desires to call atiention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

Tn order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review,
Suggestions for improvements will be recorded and in due
course brought to the notice of the committecs charged with
the revisions of the standards to which they refer,

A complete list of British Standards, numbering over 5000,
fully indexed and with a note of the contents of each, will
be found in the British Standards Yearbook, which may be
purchased from BSI Sales Department. It may also be
consulted in many public libraries and similar institutions.

This standard makes reference to the following British
Standards and Code of Practice:

CP 204, In-situ floor finishes.

BS 410,  Test sieves,

BS 1014, Pigments for oement, magnesium oxychlonde and
concrete.

BS 1752. Laboratory sintered or fritted ﬁlters

BS 1796, Methods for the use of British Standard fine-mesh
test sieves,

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions, It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or edmons

The following BSI references.relate to the work on this standard.
Committee reference B/40 Draft for approval 71/13150.
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CO-OPERATING ORGANMIZATIONS

The Committee fesponsible for the preparation of this British
Standard consists of representatives from the following
Government department and scientific and industrial organi-
“zations:

Chemical Industries Association
Department of the Environment, Building Research Station
Incorporated Association of Architects and Surveyors
Institution of Municipal Engineers
Jointless Flooring (Oxychloride) Association

. Society of Chemical Industry
An individual manufacturer
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BRITISH STANDARD SPECIFICATION FOR
MATERIALS FOR MAGNESIUM
OXYCHLORIDE (MAGNESITE) FLOORING

Part 2. Metric units

FOREWORD

This metric edition of BS 776 : 1972 has been prepared as part of the change to
the metric system in the construction industry giving values in terms of ST units.
For further information reference should be made to BS 3763, ¢ The Inter-
national System of units (SI) *. The technical content of this standard is virtually
the same as the 1963 edition with the exception 6f Appendices G and H where
oven temperatures are now brought into line with current practice. In Appendix
H ¢ toluene ? is substituted for ¢ benzene * on grounds of safety. The Foreword as
it appeared in the 1963 edition is reproduced below: - ;

This specification, first published in 1938 and revised in 1963, has -been
prepared under the authority of the Building Divisional Council i in response to
representations made by the Jointless Flooring (Oxychloride) Association.

The whole question of magnesium oxychloride flooring has been the subject of
investigation and users are strongly advised to refer to the design considerations
and recommendations for the conditions of laying of such flooring given in
British Standard Code of Practice CP 204 ¢ In-situ floor finishes *.

The present revision has been designed to bring the specification into line
with the recommendations of CP 204 particularly respecting the introduction
of further test limits, which it was envisaged when the standard was first pre-

pared might be applied at a later date, and the modification of cer tain test con-
ditions. These modifications and the new limiting values have been based on
the recommendations made in the Code of Practice, - SR B T

A notional mix of calcined magnesite and wood flour gauged with mag-
nesium chloride has been specified in the tests for setting time, strength and
linear changes of calcined magnesite, The magnesium chloride-and wood flour
used in the tests on the calcined magnesite are specified to comply with the
requirements of the standard.

In preparing the present revision the committee considered various specific
fillers other than those named but decided that the avallable mformatlon was
insufficient to specify them. SRy
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