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National foreword

This Part of BS 7780 has been prepared under the direction of the Engineering
Sector Board and is one of a series of standards which specify rotary shaft lip
type seals. It is the fifth Part of a new standard which represents a complete
revision and renumbering of BS 1399. This Part is identical with ISO 6194-5 :
1990 Rotary shaft lip type seals — Part 5 : Identification of visual
imperfections, published by the International Organization for Standardization
(IS0).

Other Parts of the new standard are as follows:

Part 1 Nominal dimensions and tolerances (implementing ISO 6194-1 :
1982);

Part 2 Vocabulary (implementing ISO 6194-2 : 1991);

Part 3 Storage, handling and installation (implementing ISO 6194-3 :
1988);

Part 4 Performance test procedures;

Cross-references

International standard Corresponding British Standard
BS 7780 : Rotary shaft lip type seals

ISO 6194-1 : 1982 Part 1 : 1994 Nominal dimensions and tolerances
(Identical)

ISO 6194-2 : 1991 Part 2 : 1994 Vocabulary
(Identical)

The Technical Committee has reviewed the provisions of ISO 5598 : 1985, to
which normative reference is made in the text, and has decided that they are
acceptable for use in conjunction with this standard.

There is no corresponding British Staﬁdard for ISO 5598.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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ISO 6194-5:1990(E)

Introduction

Lip type seals are used for retaining fluid or grease in equipment em-
ploying rotating shafts. In some instances, the shaft is stationary and the
housing rotates. Sealing of a lip type seal with low differential pressure
is normally a result of a designed interference fit between the shaft and
the flexible sealing element, which is usually fitted with a garter spring.
An interference fit between the outside surface of the seal and the
housing bore surface retains the seal in the housing and prevents
leakage at the outer diameter.
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