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National foreword

This British Standard was prepared by Technical Committee MCE/18. It is 
identical with ISO 6162:1994 Hydraulic fluid power — Four-screw split-flange 
connections for use at pressures of 2,5 MPa to 40 MPa (25 bar to 400 bar) — 
Type 1 metric series and type 11 inch series published by the International 
Organization for Standardization

The Technical Committee has reviewed the provisions of ISO 273:1979, 
ISO 898-1:1988, ISO 3601-1:1988 and ISO 5598:1985 to which normative 
reference is made in the text, and has decided that they are acceptable for use in 
conjunction with this standard.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-references

International Standard Corresponding British Standard

ISO 48a BS 903 Physical testing of rubber
Part A26:1969 Determination of hardness
(Technically equivalent)

ISO 261:1973 BS 3643: ISO metric screw threads

ISO 724:1993 Part 1:1981 Principles and basic data
(Technically equivalent)

ISO 263:1973 BS 1580: Specification for Unified screw threads

ISO 725:1978 Part 1 & 2:1962 Diameters : in and larger
Part 3:1965 Diameters below : in
(All parts technically equivalent)

ISO 3601-3:1987 BS 6442:1984 Specification for limits of surface 
imperfections on elastomeric toroidal sealing rings 
(“O” rings)
(Technically equivalent)

ISO 9227:1990 BS 7479:1991 Method for salt spray corrosion tests in 
artificial atmospheres
(Identical)

a Revision in preparation.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 12, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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Introduction
In hydraulic fluid power systems, power is 
transmitted and controlled through a liquid under 
pressure within an enclosed circuit. Components 
are interconnected through their ports and 
associated fluid conductor fitting ends.

1 Scope
This International Standard gives complete general 
and dimensional specifications for flanged heads 
and split-flange clamp halves applicable to 
four-screw, split-flange type tube and hose 
connections for use at pressures of 2,5 MPa 
to 40 MPa (25 bar 1) to 400 bar).
For flange connections, a minimum design factor 
of 2,5 is valid with screws of property class 8.8, not 
including weld joints, for which special instructions 
exist. The design factor of the flange may be 
increased to 3,5 or better by using flange-head 
screws of property class 10.9 (see ISO 898-1).
This International Standard also includes 
appropriate references to the O-ring seals and their 
assembly components as well as recommended port 
dimensions and port design considerations.
It also recognizes the need to accommodate metric 
screw fasteners as well as to provide a means to 
utilize existing inch screw fasteners and, 
consequently, it provides type I and type II 
connections.
These connections are intended for application in 
hydraulic systems, on industrial and commercial 
products, where it is desired to avoid the use of 
threaded connections.
Surges of pressure higher than the nominal ratings 
will reduce the ability of the flange connections to 
retain the hydraulic fluid and this should be taken 
into account in the design of the hydraulic system.

2 Normative references
The following standards contain provisions which, 
through reference in this text, constitute provisions 
of this International Standard. At the time of 
publication, the editions indicated were valid. All 
standards are subject to revision, and parties to 
agreements based on this International Standard 
are encouraged to investigate the possibility of 
applying the most recent editions of the standards 
indicated below. Members of IEC and ISO maintain 
registers of currently valid International Standards.

ISO 48:—, Rubber, vulcanized or thermoplastic — 
Determination of hardness (hardness 
between 10 IRHD and 100 IRHD) (Combined 
revision of the second edition (ISO 48:1979) and 
ISO 1400:1975 and ISO 1818:1975)2). 
ISO 261:1973, ISO general purpose metric screw 
threads — General plan. 
ISO 263:1973, ISO inch screw threads — General 
plan and selection for screws, bolts and nuts — 
Diameter range 0.06 to 6 in. 
ISO 273:1979, Fasteners — Clearance holes for bolts 
and screws. 
ISO 724:1993, ISO general-purpose metric screw 
threads — Basic dimensions. 
ISO 725:1978, ISO inch screw threads — Basic 
dimensions. 
ISO 898-1:1988, Mechanical properties of 
fasteners — Part 1: Bolts screws and studs. 
ISO 3601-1:1988, Fluid systems — Sealing 
devices — O-rings — Part 1: Inside diameters, 
cross-sections, tolerances and size identification 
code. 
ISO 3601-3:1987, Fluid systems — Sealing 
devices — O-rings — Part 3: Quality acceptance 
criteria. 
ISO 5598:1985, Fluid power systems and 
components — Vocabulary. 
ISO 9227:1990, Corrosion tests in artificial 
atmospheres — Salt spray tests. 

3 Definitions
For the purposes of this International Standard, the 
definitions given in ISO 5598 apply.

4 Material
4.1 Use flanged heads made of steel.
4.2 Use split-flange clamp halves made from a 
quality of ferrous material with the following 
properties:

a) 2,5 MPa to 35 MPa (25 bar to 350 bar), 
nominal flange size 13 

— lower yield stress: 221 N/mm2

— minimum percentage elongation after 
fracture: 3

b) 2,5 MPa to 35 MPa (25 bar to 350 bar), all 
other nominal flange sizes 

— lower yield stress: 414 N/mm2

— minimum percentage elongation after 
fracture: 3

1) 1 bar = 0,1 MPa = 105 Pa; 1 Pa = 1 N/m2

2) To be published.
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c) 40 MPa (400 bar), all nominal flange sizes 
— minimum yield stress: 331 N/mm2

— minimum percentage elongation after 
fracture: 3

4.3 Use metric screws of property class 8.8 or 10.9 
(ISO 898-1) or inch screws which have a minimum 
tensile strength of 827 N/mm2.
4.4 Use metric or inch screws made from medium 
carbon steel, quenched and tempered.

5 General specifications
5.1 Select from Table 1 to Table 4 either type I 
(metric) or type II (inch) split-flange clamp halves 
and ports depending on whether metric or inch 
screw fasteners are required.
5.2 Ensure that all type I clamp halves and ports are 
permanently embossed or stamped with the letter M 
to denote use of metric screws.
5.3 Use either socket head cap screws or hexagon 
head screws of property class 8.8 or 10.9, as 
specified in ISO 898-1.
5.4 Provide workmanship which conforms to the 
best commercial practice to produce high-quality 
connection components.

6 Dimensions
The following specifications supplement the 
dimensional data contained in Table 1 and Table 2 
with respect to all unspecified detail.
6.1 Select the nominal matching flange size 
clamp for the matching port size from Figure 2 
to Figure 4 and Table 1 or Table 2. Specify 2,5 MPa 
to 35 MPa (25 bar to 350 bar) series 
or 40 MPa (400 bar) series.
6.1.1 Refer to Figure 5 and Table 3 for matching 
port dimensions and spacing for 2,5 MPa 
to 35 MPa (25 bar to 350 bar) series.
6.1.2 Refer to Figure 5 and Table 4 for matching 
port dimensions and spacing for 40 MPa (400 bar) 
series.
6.2 Select the size and pressure series for flanged 
heads, shown in Figure 3 and Table 1 and Table 2, 
in accordance with the size and pressure series 
selected for the clamp halves and ports.
NOTE 1 The flange head selection is not affected by the 
difference in screw fasteners.

6.3 Use O-ring seals (see Figure 2) that conform to 
the dimensions in ISO 3601-1, which are repeated 
in Table 1 and Table 2. They shall have a hardness 
of 90 ± 5 in accordance with ISO 48 and shall 
conform to grade N in ISO 3601-3. For equivalent 
O-rings in accordance with SAE J120, see Annex A.

6.4 Select metric or inch screws for use with these 
connections for the sizes and lengths indicated 
in Table 1 and Table 2, and depending upon 
whether type I or type II clamp halves were chosen, 
as specified in 5.1.
Designate both thread size and length of screws.
6.5 Designate four-screw split-flange connection 
sizes by the nominal flange size which corresponds 
to the maximum diameter of the bore through the 
flanged head.
NOTE 2 Dimensions and tolerances given in the tables apply to 
the finished parts, plated or otherwise processed, as specified by 
the purchaser.

7 Tolerances
All dimensions for flanged heads, split-flange clamp 
halves and ports, not otherwise limited, shall be 
used with a tolerance of ± 0,4 mm.

8 Finish
8.1 Unless otherwise specified by the purchaser, 
supply the flanged heads and split-flange clamp 
halves with one of the following finishes as specified:

a) zinc plated, to a minimum thickness 
of 0,005 mm, followed by a chromate treatment. 
These parts shall meet the requirements of a 32 h 
salt spray test, in accordance with ISO 9227;
b) phosphate coated, to a minimum weight 
of 0,01 kg/m2 (oil finish). These parts shall meet 
the requirements of a 16 h salt spray test, in 
accordance with ISO 9227.

8.2 Phosphate coat (oil-finished) all screws.
8.3 Ensure that connection components are free 
from all hanging burrs, loose scale and slivers which 
might become dislodged in usage and all other 
defects which might affect their serviceability.
8.4 Provide smooth sealing surfaces; annular tool 
marks up to a value of Ra u 3,2 4m are acceptable.

9 Identification statement (Reference to 
this International Standard)
Use the following statement in test reports, 
catalogues and sales literature when electing to 
comply with this International Standard:
“Four-screw split-flange connections in accordance 
with ISO 6162:1994, Hydraulic fluid power — 
Four-screw split-flange connections for use at 
pressures of 2,5 MPa to 40 MPa (25 bar 
to 400 bar)— Type I metric series and type II inch 
series.”

Full document details: BS 7796:1995

http://www.avadocuments.com/doc/bs-7796-1995
http://www.avadocuments.com/doc/bs-7796-1995

