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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical
Committee PEL/14, Power transformers, upon which the following bodies were
represented:

Association of Consulting Engineers

BEAMA Ltd. (Transmission and Distribution Association)
British Cable Makers Confederation

British Pump Manufacturers’ Association

British Railways Board

Electricity Association

Institution of Plant Engineers

Transmission and Distribution Association (BEAMA Ltd.)

This British Standard, having
been prepared under the
direction of the

Electrotechnical Sector Board, was
published under the authority of
the Standards Board and comes

into effect on Amendments issued since publication
15 September 1995
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The following BSI references
relate to the work on this
standard:

Committee reference PEL/14
Draft for comment 92/29057 DC
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National foreword

This British Standard has been prepared by Technical Committee PEL/14 and
implements HD 428.3 S1:1994, published by the European Committee for
Electrotechnical Standardization (CENELEC).

Cross-references
Publication referred to Corresponding British Standard

BS 171 Power transformers

HD 398.1:1980 Part 1:1978 General

HD 398.3:1986 Part 3:1987 Specification for insulation levels and
dielectric

HD 428.1 S1:1992 BS 7821 Three phase oil-immersed distribution

transformers, 50 Hz, from 50 to 2 500 kKVA with highest
voltage for equipment not exceeding 36 KV

Part 1:1995 General requirements and requirements for
transformers with highest voltage for equipment not
exceeding 24 kV

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and 11,
the HD title page, pages 2 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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