BRITISH STANDARD BS 7823 :
Part 2 : 1995
ISO 11687-2 :
1995

Pedestal plain bearings

Part 2. Specification for side flange
bearings

D iy

L Uoclimant Sharing Bl
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
E———————— BitiSh Standards

Full document details: BS 7823-2:1995


http://avadocuments2026.com/doc/bs-7823-2-1995
http://avadocuments2026.com/doc/bs-7823-2-1995

BS 7823 : Part 2 : 1995
L —

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical Committee
MCE/12, Plain bearings, upon which the following bodies were represented:

Association of Bronze and Brass Founders
British Plastics Federation

Copper Development Association

Institution of Diesel and Gas Turbine Engineers
Institution of Mechanical Engineers

Society of Motor Manufacturers and Traders Ltd.

This British Standard, having
been prepared under the
direction of the Engineering
Sector Board, was published
under the authority of the
Standards Board and comes into
effect on
15 July 1995
Amendments issued since publication

Amd. No. Date Text affected

© BSI 1995

The following BSI references
relate to the work on this
standard:

Committee reference MCE/12
Draft for comment 92/79415 DC

ISBN 0 580 24382 6 Documents

% Document Sharing Hub

Full document details: BS 7823-2:1995


http://avadocuments2026.com/doc/bs-7823-2-1995
http://avadocuments2026.com/doc/bs-7823-2-1995

BS 7823 : Part 2 : 1995

o ——————————

Contents

Page
Committees responsible Inside front cover
National foreword ii
Specification
1 Scope 1
2 Normative references 1
3 Types of pillow block 2
4 Dimensions 2
5 Shaft design 2
6 Materials 2
7 Design 3
8 Designation 3
Tables
1 Side flange bearings — Size range 9 to 28 5
2 Shaft dimensions — Size range 9 to 28 7
Figures .
1 Examples of side flange bearings — Size range 9 to 28 4
2 Shaft design for non-locating (free) bearing (thrust bearing part Q) 6
3 Shaft design for fixed bearing (thrust bearing parts AB and K) 6

Documents

— ©— DocumentsSharing Hub
i
Full document details: BS 7823-2:1995


http://avadocuments2026.com/doc/bs-7823-2-1995
http://avadocuments2026.com/doc/bs-7823-2-1995

BS 7823 : Part 2 : 1995

National foreword

This British Standard has been prepared by Technical Committee MCE/12. It is
identical with ISO 11687-2 : 1995, Plain bearings — Pedestal plain bearings —
Part 2: Side flange bearings, published by the International Organization for
Standardization (ISO).

Cross-references

International standard Corresponding British Standard

ISO 1302 : 1992 BS 308 Engineering drawing practice
Part 2 : 1972 Recommendations for dimensioning and
tolerancing of size
(Technically equivalent)

ISO 8062 : 1994 BS 6615 : 1985 Specification for dimensional tolerances for
metal and metal alloy castings
(Identical)

The Technical Committee has reviewed the provisions of ISO 185 : 1988, ISO 426-1 :
1983, ISO 426-2 : 1983, ISO 630 : 1980, ISO 683-11 : 1987, ISO 2768-1 : 1989, ISO 2768-2 :
1989, ISO 3755 : 1991, ISO 4381 : 1991, ISO 12129-1 and ISO 12129-2 to which normative
reference is made in the text, and has decided that they are acceptable for use in
conjunction with this standard.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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INTERNATIONAL STANDARD

ISO 11687-2:1995(E)

Plain bearings — Pedestal plain bearings —

Part 2:
Side flange bearings

1 Scope

This part of ISO 11687 specifies design character-
istics for side flange bearings for the size range 9 to
28, as well as design characteristics for shafts.

It is applicable to side flange bearings used mainly in
electrical and turbo engineering industries.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this part of ISO 11687. At the time of publication,
the editions indicated were valid. All standards are
subject to revision, and parties to agreements based
on this part of ISO 11687 are encouraged to investi-
gate the possibility of applying the most recent edi-
tions of the standards indicated below. Members of
IEC and ISO maintain registers of currently valid
International Standards.

ISO 185:1988, Grey cast iron — Classification.

ISO 426-1:1983, Wrought copper-zinc alloys —
Chemical composition and forms of wrought products
— Part 1: Non-leaded and special copper-zinc alloys.

ISO 426-2:1983, Wrought copper-zinc alloys —

Chemical composition and forms of wrought products
— Part 2: Leaded copper-zinc alloys.

1) To be published.

Full document details: BS 7823-2:1995

1ISO 630:1980, Structural steels.

ISO 683-11:1987, Heat-treatable steels, alloy steels
and free-cutting steels — Part 11. Wrought case-
hardening steels.

ISO 1302:1992, Technical drawings — Method of in-
dicating surface texture.

ISO 2768-1:1989, General tolerances — Part 1: Tol-
erances for linear and angular dimensions without in-
dividual tolerance indications.

ISO 2768-2:1989, General tolerances — Part 2: Ge-
ometrical tolerances for features without individual
tolerance indications.

ISO 3755:1991, Cast carbon steels for general engi-
neering purposes.

ISO 4381:1991, Plain bearings — Lead and tin casting
alloys for multilayer plain bearings.

ISO 8062:1994, Castings — System of dimensional
tolerances and machining allowances.

ISO 12129-1:—", Plain bearings — Part 1: Fits.
ISO 12129-2:—", Plain bearings — Part 2: Tolerances

on form and position and surface roughness for
shafts, flanges and thrust collars.
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