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Foreword

Publishing information

This British Standard is published by BSI Standards Limited, under licence from
The British Standards Institution, and came into effect on 31 August 2013. It was
prepared by Technical Committee PEL/13, Electricity meters. A list of
organizations represented on this committee can be obtained on request to its
secretary.

Supersession

BS 7856:2013 supersedes BS 7856:1996¢, which is withdrawn.

Information about this document

This standard has been revised to take account of changes in metering
technology which have occurred since publication of the previous edition in
1996. Primarily, the standard is designed to provide a basic procurement
specification; this is in recognition of concerns about increased circuit loadings,
the need for improved mechanical performance of meter terminations, the
introduction of smart metering technology, and changes brought about
following the introduction of the Measuring Instruments Directive [1].

Relationship with other publications

The standard recommends several conditions which are more stringent than
currently exist within other European metering standards, reflecting the
differences in working practices that exist between the United Kingdom and
other European Union member states. It is, however, important to note that this
standard is intended to augment the provisions of certain European standards
(see Clause 2, “Normative references”) and so, in instances where this document
is non-prescriptive, the provisions of these other standards should prevail and
therefore be taken into consideration.

Use of this document

As a code of practice, this British Standard takes the form of guidance and
recommendations. It should not be quoted as if it were a specification and
particular care should be taken to ensure that claims of compliance are not
misleading.

Any user claiming compliance with this British Standard is expected to be able to
justify any course of action that deviates from its recommendations.

It has been assumed in the preparation of this British Standard that the
execution of its provisions will be entrusted to appropriately qualified and
experienced people, for whose use it has been produced.

Presentational conventions

The provisions in this standard are presented in roman (i.e. upright) type. Its
recommendations are expressed in sentences in which the principal auxiliary
verb is “should”.

Commentary, explanation and general informative material is presented in
smaller italic type, and does not constitute a normative element.
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Contractual and legal considerations

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from legal
obligations.
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1 Scope

This British Standard gives recommendations for special design and other
features of newly-manufactured alternating current watthour meters with
ratings up to and including 100 A /_,, for installation in domestic and small

commercial/industrial premises within the United Kingdom.

2 Normative references

The following referenced documents are indispensable for the application of
this document. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any
amendments) applies.

BS 6004:2012, Electric cables — PVC insulated and PVC sheathed cables for
voltages up to and including 300/500 V, for electric power and lighting

BS 7647, Radio teleswitches for tariff and load control

BS EN 50470-1:2006, Electricity metering equipment (a.c.) — Part 1: General
requirements, tests and test conditions — Metering equipment (class indexes A, B
and C)

BS EN 50470-2, Electricity metering equipment (a.c.) — Part 2: Particular

requirements — Electromechanical meters for active energy (class indexes A
and B)

BS EN 50470-3:2008, Electricity metering equipment (a.c.) — Part 3: Particular
requirements — Static meters for active energy (class indexes A, B and C)

BS EN 62052-21|, Electricity metering equipment (a.c.) — General requirements,
tests and test conditions — Part 21: Tariff and load control equipment

BS EN 62055-31:2005, Electricity metering — Payment systems — Part 31: Particular
requirements — Static payment meters for active energy (classes 1 and 2)

IEC 60502-1, Power cables with extruded insulation and their accessories for
rated voltages from 1 kV (Um = 1,2 kV) up to 30 kV (Um = 36 kV) -
Part 1: Cables for rated voltages of 1 kV (Um = 1,2 kV) and 3 kV (Um = 3,6 kV)

3 Terms and definitions

For the purposes of this British Standard the terms and definitions given in
BS 7647, BS EN 50470, BS EN 62052-21|, BS EN 62055-31 and IEC 60502-1 apply.

4 Mechanical features

4.1 For a single-phase, two-wire meter:

a) the overall dimensions of the meter and spacing of fixing holes should be in
accordance with the appropriate values given in Table 1; and

b) the dimensions and spacing of the terminal should be in accordance with
the appropriate values given in Table 1 and shown in Figure 1.

For polyphase meters, the current terminals of directly-connected meters having
rated currents up to and including 100 A should be in accordance with
dimensions K, L and P given in Table 1.

For any current terminal, into which a correctly prepared cable conforming to
BS 6004:2012, 8181Y, of down to 16 mm? is inserted, no visible conductive

material should be exposed.
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Table 1 Dimensions and spacing of fixing holes and terminals
Dimensions in millimetres

Letter Dimension Value

designation

AD Maximum overall height (measured from lower face of terminal block) 209.6

BV Maximum overall width 158.8

cv Maximum overall projection (measured from front of meter board) 146.1

D? Vertical distance between centre of top fixing hole and centreline of 141.3 (max)
bottom fixing holes

E? Vertical distance from centreline of bottom fixing holes to lower face of | 23.8 to 27.0
terminal block

F2 Distance between centres of bottom fixing holes and centreline of 51.6 to 53.2
meter

G? From centrelines of main terminal holes 2 and 3 to centreline of meter 10.3 to 11.9

J? From centrelines of main terminal holes 1 and 4 to centreline of meter 34.1 to 35.7

K Size of aperture in terminal to accept 8.0 mm diameter cable 8.0 (min)

L Length of parallel portion of cable aperture plus depth of any lead-in 28.5 (min)
from lower face of terminal block

M From front of meter board to centreline of main terminal holes 17.4 to 20.7

N Diameter of fixing holes 5.1t0 5.6

pv Terminal clamping screw flat-ended slightly chamfered, M6 2 —

Qv Length of standard pin to enter the terminal hole 27.0 (max)

RV Size of aperture in auxiliary terminal to accept 3.0 mm diameter cable 3.0 (min)

sv Length of parallel portion of cable aperture in auxiliary terminal for 13.0 (min)
two-rate meters plus depth of any lead-in from lower face of block

T From centreline of meter to centreline of auxiliary terminal of a 22.2 t0 23.8
two-rate meter

wa From centreline of bottom fixing holes to centreline of lower pinch 12.5 to 15.0
sCcrews

Yy # From centreline of lower pinch screws to centreline of upper pinch 7.5 to 10.5
screws

NOTE The items applicable to single-phase, two-wire meters are shown in Figure 1.
" This dimension is not shown in Figure 1.
2 For the purpose of estimating the tolerances, the datum line for the dimensions D, E, F, G, J should be:

° vertical datum: centreline of meter;

e  horizontal datum: centreline of bottom fixing holes.

3) This screw should give a grip on any wire from 1 mm? to 35 mm?,
4 Reference only applies to screw-fitted terminals.

4.2 All conductors connected to the main and load terminals should be clamped
effectively. For a screw-fitted terminal, as indicated in Figure 1, there should be

two screws in each terminal.

NOTE However, other cable clamping arrangements are permissible.

When tested in accordance with Annex A:

a) all main and load terminals, irrespective of design and construction, should
resist the movement of any connected cable due to axial and or rotational

forces applied to the cables;

b) all main and load terminals, irrespective of design and construction, should

not allow slippage of a cable within a connection block;

¢) the meter case should not fracture, break or distort to the extent that any

hazard is created.
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4.3 Auxiliary terminal(s) for single-phase, directly-connected meters should
preferably be provided on the right-hand side of the terminal block, enabling
auxiliary wiring to clear 18 mm to the right of the centreline of the meter. The
auxiliary terminal for switching a two-rate register should be located in
accordance with Figure 1 and Figure 2.

4.4 There should not be a facility in single-phase, directly-connected meters for
the disconnection of the voltage terminal from the input current terminal.

NOTE Polyphase meters can be fitted with such links at the purchaser’s discretion.

4.5 The figure height of a register display should be not less than 4.5 mm.

Figure 1  Spacing of fixing holes and terminals for single-phase, two-wire meter

R

NOTE Dimensions are given in Table 1.

Key

1 Top fixing hole (if present) 4 Side elevation

2 Front of meter board 5 Front elevation

3 Line joining centres of bottom fixing holes 6 Lower face of terminal block and base of meter
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