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Foreword

This British Standard has been prepared by Technical Committee B/507.
It supersedes BS 7932:1998 which is withdrawn.

In this revision of BS 7932 the size of the test specimen, the width of the rubber
slider and the swept length have all been increased.

This British Standard calls for the use of substances and/or procedures that may
be injurious to health if adequate precautions are not taken. It refers only to
technical suitability and does not absolve the user from legal obligations relating
to health and safety at any stage.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and 11,
pages 1 to 9 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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1 Scope

This British Standard describes a test method for determining the unpolished and the polished pendulum
test value of surfacing units for pedestrian or traffic purposes, using a flat-bed polishing machine in
conjunction with pendulum test equipment.

NOTE The pendulum test values obtained by this test method are used by manufacturers to determine the slip/skid resistance of
the surfacing units.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

BS 410-1, Test sieves — Technical requirements and testing — Part 1: Test sieves of metal wire cloth.
BS 410-2, Test sieves — Technical requirements and testing — Part 2: Test sieves of perforated metal plate.

BS 812-103.1, Testing aggregates — Part 103: Methods for determination of particle size distribution —
Section 103.1: Sieve tests.

BS 903-A57, Physical testing of rubber — Part A57: Determination of indentation hardness by means of
pocket hardness meters (ISO 7619).

BS 7976-1, Pendulum testers — Part 1: Specification.
BS 7976-2:2002, Pendulum testers — Part 2: Method of operation.
BS 7976-3, Pendulum testers — Part 3: Method of calibration.

3 Terms and definitions
For the purposes of this standard, the following definition applies.

3.1
surfacing unit
single unit of clay, concrete or natural stone used in surfacing pedestrianized and/or trafficked areas

4 Principle

The test methodology for determining the unpolished and the polished pendulum test values of surfacing
units consists of measuring the pendulum test value of a surfacing unit before and following the application
of an accelerated polishing regime using a flat-bed polishing machine. Measurements are carried out using
pendulum test equipment.
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