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National fdreword

This British Standard, which has been prepared under the
direction of the Refrigeration, Heating and Air Condition-
ing Standards Committee, is identical with International
Standard 1SO 3544 ‘Atomizing oil burners of the mono-
bloc type — Safety times and safety, control and monitoring
devices’ prepared by Technical Committee 1SO/TC 109,

Oil burners and associated equipment, of the International
Organization for Standardization (ISO). The contents of
the standard hitherto formed the subject of certain sections
of BS 799 ‘Specification for oil burning equipment’

Part 3 ‘Automatic and semi-automatic atomizing burners
up to 36 litres per hour and associated equipment’ and

Part 4 ‘Atomizing burners over 36 litres per hour and -
associated equipment for single and multi-burner installa-
tions’ which are in course of being amended to take
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with ignition by unproved pilot burner 9
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Safety times . 3

account of the publication of BS 799 : Part 6.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology
and certain conventions are not identical with those used

in the British Standard; attention is especially drawn to the
following.

The comma has been used throughout as a decimal marker,

In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be interpreted as
‘British Standard’.

Documents


http://www.avadocuments.com/doc/bs-799-6-1979
http://www.avadocuments.com/doc/bs-799-6-1979

BSI BS*799 PART*xb 79 B 1lb24bb9 00L7?58Y 4 .

BS 799 : Part 6-: 1979

British Standard Specification for
Oil burning equipment

Part 6. Safety times and safety, control and monitoring devices for atomizing oil burners of the

monobloc type

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the safety times and
the functions of safety, control and monitoring devices for
automatically and semi-automatically operated atomizing
oil burners of the monobloc type.

These burners may use liquid fuels the viscosity of which
does not exceed 380 mm2/s* at 50 °C.

This International Standard also applies to combined type
burners using alternatively liquid or gas fuels when they
operate with liquid fuels.

2 DEFINITIONS

2.1 Atomizing oil burners

atomizing oil burmer : A burner for liquid fuel, in which
ignition of the fuel is preceded by a preparatory phase in
which division of the fuel into small droplets occurs, in
order to facilitate mixing with combustion air.

2.1.1 automatic oil burner : An oil burner equipped with
automatic flame monitoring, control and regulating devices,
so that the ignition of the flame, the flame monitoring as
well as the start and the shut-off of the oil burner and
possibly the regulation of the amounts of the fuel and the
combustion air take place without intervention of operating
personnel,

2.1,2 semi-automatic oil burner : An oil burner equipped
with automatic ignition, flame monitoring, control and
regulating devices, and, possibly, automatic devices for
regulating the amounts of fuel and combustion air, on
which each ignition for putting the burner into service is
carried out manually.

The oil burner is monitored and switched off by flame
detectors ({and, when available, from limiting devices)
during starting and during operation. The burner output
{oil throughput) may be automatically or manually regu-
lated during operation.

The switching of the burner may be achieved manually; in
this case, the re-ignition, which constitutes a new start, is
manual.

* 1 mm2/s=1cSt

2.1.3 monobloc type oil- burner: An assembly of ¢om-
ponents including at least the means for the air and the fuel
supply and atomization, the flame monitoring, and the
adjustment of operation. The components of the assembly
are fixed one to another or assembled on the same frame or
in the same housing. These components include at least a
fuel pump, an atomizing device, a combustion air fan, an
ignition device, a flame monitoring device and a motor. The
assembly is catalogued in this way by the manufacturer.

2.2 Regulating, monitoring and control devices

Burners include some or all of the following devices :

2.2.1 regulating device : A device which maintains the
controlled quantity (for instance temperature, pressure)
at a particular determined value.

2.2.2 flame detector : A device which sends signals to the
control device indicating that the flame has failed to be
established, is present or has been extinguished.

Such a device generally consists of a sensor (possibly
associated with an amplifier) and delivers a signal.

2.2.3 control device; controlier : A device which effects
starting up and switching off of the oil burner in accordance
with a pre-set programme in response to signals from the
regulating, monitoring or limiting devices. Some com-
ponents of the flame detector may be incorporated into the
control device {for-instance an amplifier with a relay).

22,4 limiter: A device which senses the controlled
quantity, causing the switching off of the burner. It oper-
ates once a predetermined limiting value has been reached.

2.2.4.1 automatically reset limiter : A limiter which resets
itself automatically and allows the re-starting of the burner
only after a predetermined change of the supervised quantity
has occured.

2.2.4.2 manually reset limiter : A limiter which requires
simple manual intervention for the re-starting of the burner.
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2.24.3 reset limiter with locking device : A limiter which
can only be reset by use of specialized tools, by trained
personnel, to allow the re-starting of the burner.

2.3 Burner ignition systems

2.3.1 automatic ignition performed electrically : A system
in which the ignition necessarily involves the sole use of
electrical energy. The two following systems are dis-
tinguished :

2.3.1.1 proven spark ignition : A system which admits no
fuel filow unless the presence of the spark is proved.

2.3.1.2 unproven spark ignition : A system in which the
admission of the fuel is not prevented by the absence of
the spark.

2.3.2 automatic ignition provided by liquid or gaseous
fuels : A system in which the fuel is ignited by a small
liquid or gaseous fuel burner known as a pilot burner and
which may be operated continuously or discontinously. In
this latter case the two following systems may be dis-
tinguished :

2.3.2.1 ignition by proved pilot burner : A system which
admits no main fuel flow unless the presence of flame on
the pilot burner is proved.

2.3.2.2 ignition by unproved pilot burner : A system in
which the admission of the main fuel is not prevented by
the absence of a flame on the pilot burner.

2.4 Conditions of burner shut-down

2.4.1 operating shut-down: A process injtiated by a
regulating device, by an automatically reset limiter or by a
time-switch when fitted.

2.4.2 flame fault shut-down: A process initiated by the
action of the flame detector when the flame fails to be
ignited or is extinguished, and resulting in a lock-out of the
control device under the conditions of clause 4.

2.4.3 safety shut-down : A lock-out of the control device
after a response is received from either a manually reset
limiter or a reset limiter with locking device (for example
for pressure, temperature, water-level, atomizing medium,
or combustion air). '

2.4.4 lock-out: Stopping of the control device so that re-
starting cannot be effected without manual intervention.

24.5 re-ignition: A process in which the ignition is
switched on after extinction of the flame during operation,
without the oil supply being interrupted.

VF'ART*I: 79 MR lb24b6kLY 00L?585 b WA

2.4.6 re-start; repetition : A process in which the starting
procedure is repeated after extinction of the flame during
operation. When re-starting is carried out, the specified
control progfamme sequence must be adhered to.

25 Safety and functioning times (see diagram in annex)

25.1 total ignition time: The period during which the
ignition device is in operation. Pre-ignition, actua! ignition
and post-ignition times comprise the total ignition time.

2.5.1.1 pre-ignition time : The period between the starting-
up of the ignition device and the release of the oil supply.

2.5.1.2 actual ignition time: The period between the
release of the oil supply and the first appearance of the
flame.

2.5.1.3 post-ignition time : The period between the first
appearance of the flame and the switching off of the
ignition device.

25.2 safety time: The maximum permitted period of
time during which the control device allows release of the
oil when no flame is present.

A distinction is made between the safety times, according
to whether they are followed by fault shut-downs when
starting-up or during operation.

2.5.2.1 safety time at ignition : The period beginning the
instant the signal to release the oil supply is given and
finishing with the signal to shut off the oil supply.

2.6.2.2 safety time during the state of operation: The
period beginning at the instant of the disappearance of the
flame and finishing with the signal to shut off the oil supply.

2.5.3 flame simulation : A signal indicating that a flame
is present whereas in fact no flame is present.

NOTE — For protection against the simulation of a flame and
against stray light (applicable only in the case of flame detection
systems relating to a continuous level of illumination), see 4.2,

2.5.4 purging time: The period during which the com-
bustion chamber is forcibly ventilated as indicated in 3.4,
without the oil supply being released.

2,5.4.1 pre-purging time : The period immediately pre-
ceding the release of the fuel supply.

2.5.4.2 post-purging time : The period immediately sub-
sequent to the cutting off of the fuel supply.

2,6.5 state of operation: The state beginning when the
flame is in existence after the permitted safety time necess-
ary for the ignition; at this point the starting-up process
ends. Starting-up may be considered not to have taken
place if the release of the fuel is not authorized or if it is
interrupted on expiry of the safety time by lock-out of the
control device.
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