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Part 8. Specification for connecting dimensions between
atomizing oil burners and heat generators

Appareils de chauffage au mazout
Partie 8. Dimensions de liaison entre brileurs a fioul 3 pulvérisation et générateurs
de chaleur — Spécifications

Olfeuerungen
Teil 8. Anschlussmasse zwischen Olzerstiubungsbrenner und Warmeerzeuger

The European Standard EN 226 has the status of a British Standard.
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This Part of BS 799 has been prepared under the direction of the Refrigeration, Heating and Air Conditioning Standards
Committee and is the English language version of EN 226 ‘Atomizing oil burners. Connecting dimensions between burners

and heat generators’ published by the European Committee for Standardization (CEN).
EN 226 was produced as a result of international discussion in which the UK took an active part.
Compliance with a British Standard does not of itself confer immunity from legal obligations.
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English version

Atomizing oil burners
Connecting dimensions between burners and
heat generators

Braleurs a fioul a pulvérisation. Olzerstaubungsbrenner.
Dimensions de liaison entre briileur et générateur Anschlussmasse zwischen Brenner und Warmeerzeuger
de chaleur

This European Standard was accepted by CEN on 18 September 1987. CEN members
are bound to comply with the requirements of CEN Internal Regulations which stipulate
the conditions for giving this European Standard the status of a national standard without
any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be
obtained on application to the CEN Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German).
A version in any other language made by translation under the responsibility of a CEN
member into its own language and notified to CEN Central Secretariat has the same status
as the official versions.

CEN members are the national standards organizations of Austria, Belgium, Denmark,
Finland, France, Germany, Greece, lIreland, Italy, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and United Kingdom.

European Committee for Standardization
Comité Européen de Normalisation
Europédisches Komitee fiir Normung

, Central Secretariat: rue Bréderode 2, B-1000 Brussels
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