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Foreword

This British Standard has been prepared by Technical Committee B/507.

It has been prepared to reflect the current recommendations by the Department 
of Transport for the use of tactile paving surfaces in public areas which are 
intended to assist visually impaired people. The recommendations are based on 
the DTLR mobility inclusion unit publication (see [1]).

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
© BSI 30 May 2003

This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 17 and a back cover. 

The BSI copyright notice displayed throughout this document indicates when the 
document was last issued.
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1 Scope

This British Standard specifies requirements for products for tactile paving surface indicators of 
pedestrian paving units, manufactured in concrete, stone or clay and used to convey information for 
visually impaired people, including the nominal size of paving products, dimensions for raised surfaces, 
patterns, colour, engineering properties and installation.
NOTE Information on the nature of visual impairment is given in Annex A. Information on the use of tactile information is given 
in Annex B.

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.

BS 6717, Precast, unreinforced concrete paving blocks — Requirements and test methods.

BS 7263-1, Precast concrete flags, kerbs, channels, edgings and quadrants — Part 1: Precast, unreinforced 
concrete paving flags and complementary fittings — Requirements and test methods.

BS 7263-3, Precast concrete flags, kerbs, channels, edgings and quadrants — Part 3: Precast, unreinforced 
concrete kerbs, channels, edgings and quadrants. Requirements and test methods.

BS 7533-3, Pavements constructed with clay, natural stone or concrete pavers — Part 3: Code of practice for 
laying precast concrete paving blocks and clay pavers for flexible pavements.

BS 7533-4, Pavements constructed with clay, natural stone or concrete pavers — Part 4: Code of practice for 
the construction of pavements of precast concrete flags or natural stone slabs.

BS 7533-6, Pavements constructed with clay, natural stone or concrete pavers — Part 6: Code of practice for 
laying natural stone, precast concrete and clay kerb units.

BS EN 1341, Slabs of natural stone for external paving — Requirements and test methods.

BS EN 1342, Setts of natural stone for external paving — Requirements and test methods.

BS EN 1343, Kerbs of natural stone for external paving — Requirements and test methods.

BS EN 1344, Clay pavers — Requirements and test methods.

3 Terms and definitions
For the purposes of this British Standard the following terms and definitions apply.

3.1  
visually impaired
blind or partially sighted 

3.2   tactile paving surface indicators

3.2.1  
tactile paving surface
profiled paving finish used to convey information to visually impaired pedestrians about their environment

3.2.2  
blister surface
profiled paving finish comprising rows of flat topped domes
NOTE The blister surface provides a warning to visually impaired people in the absence of a kerb upstand at controlled and 
uncontrolled crossings.

3.2.3  
corduroy hazard warning surface
profiled paving finish comprising raised rounded bars running transversely across the product
NOTE A corduroy hazard warning surface conveys the message “hazard proceed with caution”. It is used to provide a warning to 
visually impaired people of the presence of specific hazards, for example steps, level crossings or the approach to on-street light rapid 
transit (LRT) platforms, and where a footway joins a segregated shared route on the cyclist side.
© BSI 30 May 2003 1
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3.2.4  
platform edge (off-street) warning surface
profiled paving finish comprising raised off-set rows of flat topped domes
NOTE This surface provides a warning to visually impaired people of the edge of an off-street railway platform.

3.2.5  
platform edge (on-street) warning surface
profiled paving finish comprising raised lozenge shapes
NOTE 1 The platform edge (on-street) warning surface provides a warning to visually impaired people that they are approaching 
the edge of an on-street light rapid transit (LRT) platform.

NOTE 2 With the introduction of on-street LRT platforms, it is now possible for pedestrians to encounter a platform while walking 
along a footway. 

3.2.6  
guidance path surface
profiled paving finish comprising raised flat top bars with rounded ends
NOTE The guidance path surface guides visually impaired people along a route when the traditional cues, such as a property line 
or kerb edge, are not available. It may also be used to guide people around obstacles, for example street furniture in a pedestrianized 
area. The surface is designed so that people can be guided along the route either by walking on the tactile surface or by maintaining 
contact with a long cane.

3.2.7  
segregated shared cycle track/footway surface
profiled paving finish comprising raised flat-top bars running the full width of the product
NOTE The segregated shared cycle track/footway surface advises visually impaired people of the correct side to enter the track or 
footway.

3.2.8  
central delineator strip
profiled paving finish comprising raised trapezoidal shapes
NOTE 1 The central delineator strip helps visually impaired people keep to the pedestrian side of a cycle track/footway.

NOTE 2 The central delineator is normally installed along the length of the route dividing the pedestrian side from the cyclist side.

3.3  
on-street light rapid transit (LRT) platform
platform in a street environment or where pedestrians cross and/or walk, without restriction, along or 
alongside the infrastructure

3.4  
kerb upstand
vertical upstand greater than or equal to 25 mm

3.5  
controlled crossing
pedestrian crossing point such as a pelican, zebra, puffin and toucan crossing and traffic signalled junction 
with pedestrian phases

3.6  
uncontrolled crossing
pedestrian crossing point, other than a controlled crossing, where there is no level difference between the 
footway and the carriageway, typically at side roads or at locations away from junctions

3.7  
segregated shared route
footway shared by pedestrians and cyclists
2 © BSI 30 May 2003
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4 Requirements for surfaces of products

4.1 General

Products shall be manufactured to ensure that the profile of the whole tactile paving surface has the same 
dimensions as the profile of the individual products including any joints. When modules are laid in bonded 
or half bonded patterns, the layout of the surface profile shall ensure that the pattern is repeated without 
disruption, making due allowance for joint width between modules.
NOTE Information on the application of tactile surface indicators is given in Annex C. Detailed guidance on application and layout 
is given in Guidance on the use of tactile paving surfaces [1].

The sizes of products and their designation, according to module type, shall conform to Table 1.

Table 1 — Designation and sizes of products

4.2 Blister surface for pedestrian crossing points

4.2.1 Colour

The colour of blister surface products at controlled crossings shall be red. Colour evaluation for red products 
shall be in accordance with Annex D and the requirements of Table D.1. At uncontrolled crossings the 
blister surface products shall be any colour other than red (commonly a buff colour) which contrasts with 
the surrounding paving.

4.2.2 Profile

The profile of the blister surface shall comprise rows of flat-topped blisters 5 mm ± 0.5 mm high, spaced at 
approximately 65 mm in each direction, arranged to conform to the requirements of 4.1. Dimensions and 
pattern-repeat of blister surfaces for pedestrian crossing point products shall be in accordance with the 
relevant figures in Annex E (see Figure E.1 for module type 1, Figure E.2 for module type 2 and Figure E.3 
for module type 3).

4.3 Corduroy hazard warning surface

4.3.1 Colour

The colour of corduroy hazard warning surface products shall be any colour other than red as red is 
restricted to the blister surface at controlled crossings (see 4.2.1).

4.3.2 Profile

The profile of the corduroy hazard warning surface shall comprise rounded bars running transversely 
across the direction of pedestrian travel. The bars shall be 6 mm ± 0.5 mm high, 20 mm ± 1.0 mm wide and 
spaced 50 mm ± 2 mm from the centre of one bar to the centre of the next. Dimensions and pattern-repeat 
of corduroy hazard warning surfaces shall be in accordance with Figure E.5 (for module type 1)     
and Figure E.6 (for module type 2).

4.4 Platform edge (off-street) warning surface

4.4.1 Colour

The colour of platform edge (off-street) warning surface products shall be any colour other than red, as red 
is restricted to the blister surface at controlled crossings (see 4.2.1), and a colour that provides a contrast 
with the surrounding area to assist visually impaired people.

4.4.2 Profile

The profile of the platform edge (off-street) warning surface shall comprise offset rows of flat-topped 
domes 5 mm ± 0.5 mm high, spaced according to the module type conforming to Table E.1 (see Figure E.7 
and Figure E.8). The dimensions and pattern-repeat of platform edge (off-street) warning surfaces shall be 
in accordance with Figure E.7 (for module type 1, and Figure E.8 (for module type 2).

Module type Nominal size

mm

1 450 � 450
2 400 � 400
3 200 � 133
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