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Foreword

This Part of BS 812 has been prepared under the direction of the Cement, 
Gypsum, Aggregate and Quarry Products Standards Policy Committee, and is a 
revision of clause 8 of BS 812-3:1975, which is withdrawn. It forms part of a 
general revision of the 1975 edition of BS 812. As each of the tests, or collection of 
tests is revised, it will be issued as a separate Part or Section of this standard.
The methods described in this revision have not been changed technically from 
that given in BS 812-3:1975, but the opportunity has been taken to include a 
procedure for determining the ten per cent fines value of aggregates in a soaked 
condition. This has been done because some aggregates have a significantly 
reduced resistance to crushing when tested in this condition. With such 
aggregates, tests on soaked samples give a more reliable indication of their 
performance in practice.
It is intended that other British Standards should call up BS 812 test methods as 
the basis for compliance. Nevertheless it is not intended that all aggregates 
should be subjected to all the listed tests. Specifications in other standards should 
call up only relevant tests.
Reference should be made to BS 812-101:1984 for general guidance on testing 
aggregates, precision of test methods and variance arising from sampling errors.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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