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Foreword

This Part of BS 879 has been prepared under the direction
of the Mechanical Engineering Standards Committee and is
a revision of BS 879 : 1965 which is withdrawn. The title
has been altered and states that this Part of BS 879 is
specifically for steel water well casing.

Tubes specified in BS 3601 are included in this revision,
which also takes into account current practice in water well
drilling. As tubes for water well casing may be driven,

the screwing has been specified so that the ends butt, and
additional thread details are given for screwed flush square
thread joints. Detail has been included for butt welded
joints to align with the sizes specified in screwed joints.

Consideration is being given to a further Part of BS 879 to
cover non-metallic water well casing.

Appendix A lists information which should be supplied by
the purchaser.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 5526
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Amendment No. 1
published and effective from 30 April 1987
to BS 879 : Part 1: 1985

Water well casing
Part 1. Specification for steel tubes for casing
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AMD 5526 Table 2: Tube and thread detaiis for screwed flush butt joint casing
Apni 1987 using square form parallel threads

In the column headed ‘Diameter over male thread, £° delete lines 3and 5
and substitute ‘160.60° and ‘211.33’ respectively.

In the column headed ‘Inside diamerter of female threads, ££° deiete lines 3and 5
and substitute ‘156.90° and '207.77° respectively.
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