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Foreword @

This Part of BS 9000 has been prepared under the direction
of the Electronic Compone‘:@Standards Policy Committee
(ECL/-). It forms part of a revision of BS 9000 : Part 1 :
1981 and BS 9005 : 1985, both of which are now with-
drawn. The revision comprises a vital and necessary restruct-
uring of these standards coupled with the incorporation of
text from BS-9000 : Part 2 : 1972 and from various circular
letters from PD 9004. The restructuring has resulted in

BS 9000 : Part 1 : 1981 and BS 9005 : 1985 being replaced
by the following publications.

Part 1 Specification of general procedures
Part 4 Specification of procedures for the approval of
an organization
Part b Specification of qualification approval and
conformance testing procedures '
Part 6 Specification of capability approval procedures .
Part 7 Specification of lot formation, release procedures
and certified test records .
Part 8 Drafting requirements
Section 8.1 Generic, sectional and blank detail
specifications produced under
qualification approval
Section 8.2 Generic and sectional specifications
produced under capability approval
NOTE. A cross-reference between BS 9000 : Part 1 : 1981 and this
revision is given in appendix A, table 1 of BS 9000 : Part 1 : 1989.
These publications describe, and specify, the BS 9000
system. They are not intended to apply to the United
Kingdom implementation of either the CECC* or IECQ?
systems.
It has been decided, after considering the implications of
the intended completion of the Internal Market by
December 1992, that a complete ‘stand alone’ publication
describing and specifying the UK implementation of the
CECC system is needed. A similar ‘stand alone’ publication
for the UK implementation of the |[ECQ system is also
envisaged. BS 9000 : Part 2 and BS 9000 : Part 3 will be .
revised to implement these decisions.

This revision of BS 9000 : Part 1 : 1981 gives a more
complete description of the requirements for capability
approval and for the drafting of specifications. The revision
will be applied to all approval exercises and to all generic,
sectional and blank detail specifications drafted after the
date of its publication. The requirements contained in the
revision will also apply to the revision of existing BS 9000
standards.

BS 9000 : Part 4 specifies procedures for the approval of
organizations. It is intended that the appropriate Part of
BS 5750 be invoked in due course as a requirement for
approval. It should be noted that BS 9000 : Part 4 contains
requirements specific to the System¥ not covered by

BS 5750.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

*CENELEC Electronic Components Committee (Sy;nm for Europe).
1IEC Quality Assessment System for Elecironic Co u nts
+For definition of ‘the System’. see 2.1.1 ot 35 LO00xRarirh e m8g8k

\ Full document details: BS 9000-4:1989
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Specification

1 Scope

This Part 6f BS 9000 specifies the procedures forthe <
approval of organizations.

NOTE. The titles of the publications referred to in this standard -
are listed on the inside back cover. +

2 Approval of manufacturers

2.1 General . L
A manufacturer wishing to become an-approved mianu-
facturer under the System in order to seek qualification

or capability approval for components produced by h|m
shall:

(a) apply in writing to BSI usmg the form spemﬂed
in appendix A;

(b) allow access by the National Super\usmg Inspectorate'

to all parts of the location relevant to the assessment.
Representatives of the National Supervising Inspectorate
shall not disclose any confidential information obtained
in the course of their duties.

2.2 Production facilities

2.2.1 General. The manufacturer’s production organization
shall have available for its use all necessary items including
the process specifications, manufacturing drawings and
control procedures which permit the manufacture of
components of the types covered by the relevant generic
specification. The manufacturer shall demonstrate to the
National Supervising Inspectorate that his production
facilities and his control of materials, piece parts and
manufacturing processes are such that components for
which approval is being sought comply in all respects with
this Part of BS 9000 and with the relevant generic
specification.

The manufacturer shall demonstrate to the National Super-
vising Inspectorate that he holds, in the location to be
approved, sufficient engineering capability to develop
and/or maintain the technology for which he is seeking
approval.

2.2.2 Process and inspection records. The manufacturer
shall be responsible for ensuring adequate control and
recording of all manufacturing processes.

The approved person shall have access to these records
and to any other records which have a bearing on the
quality of the components.

2.2.3 Manufacturers of. integrated circuits. When assessing
applications for manufacturer’s approval from manufac-
turers of integrated circuits the National Supervising
Inspectorate shall permit route 2 subcontracting arrange-
ments (see 3.2.5 of BS 9000 : Part 5 : 1989 and 3.2.5 of
BS 9000 : Part 6 : 1989) to be taken into account.

2.3 Inspection facilities

2.3.1 General. The manufacturer’s inspection facilities
and test laboratories shall be adequate for their purpose,
located in suitable accommodation and shall be operated
by a staff with the necessary competence. Testing facilities
shall be provided by the manufacturer or by arrangement
at an approved independent test laboratory.

2.3.2 Accommodation for the National Supervising
Inspectorate. Appropriate accommodation shall be
provided by the manufacturer for the National Super-
vising Inspectorate upon requést.

2.4 Calibration

All testing equipment shall be maintained in a state of
adequate performance and accuracy. This shall be verified
periodically by reference to certified standards which have
known relationships to national/international standards,
where these exist.

Calibration practices and requirements shall comply with
BS 5781.

2.5 Quality organization

2.5.1 Inspection staff. The inspection organization and
staff shall be controlled by the approved person who shall
be responsible directly to a senior executive of the
company; the approved person shall be independent of
anyone directly responsible for production.

The approved person shall have adequate inspection staff
under his control.

In the case of companies controlling several locations,
it is permissible to nominate an approved person who is
responsible for the overall organization of inspection,
and who has an approved person at each location.

2.5.2 Quality manual. The manufacturer’s organization
and procedures which are relevant to the inspection
requirements of the System shall be described in a quality
manual.

2.5.3 Inspection stamps and other marks of identification.

All supplies inspected and released by an approved
manufacturer, or packages containing them, shall bear
the impression of an inspection stamp which identifies
both the manufacturer and the individual inspector
responsible.

The use of a particular inspection stamp shall be restricted
to the inspector to whom it is allocated.

The manufacturer’s approved person shall maintain a
record of the date of issue and withdrawal of inspection
stamps. When inspection stamps are withdrawn for any
reason, they shall not be replaced by other stamps bearing
the same identification marks until at least six months
have elapsed since withdrawal and then only with the
concurrence of the National Supervising inspectorate.
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The loss of an inspection stamp shall be reported without
detay to the National Supervising Inspectorate and
un-issued stamps with the same identity shall be
impounded.

The mark of an apbroved inspection stamp shall be distinct
from all other marks.

2.6 Quarantine and/or bonded store

2.6.1 The system of storage and delivery organized in
agreement with the approved person shall make it possible
to separate clearly and to identify the rejected lots, the lots
undergoing tests and the lots released, and to relate the
delivery lots to the inspection lots from which they are
taken. For this purpose the results of the tests made on
these inspection lots shall be kept for at least three years
after delivery.

NOTE. This will require the provision of suitable storage accom-
modation and records.

2.6.2 In a bonded store, an approved component shall be
segregated from all other components. The segregation
may be undertaken in any suitable way with the agreement
of the National Supervising Inspectorate.

2.6.3 The storage arrangements shall ensure that goods
held in quarantine and bonded store do not deteriorate
due to storage conditions. Supplies for processing, assembly
or despatch shall be issued only from the bonded store.

2.6.4 Access to quarantine and bonded stores shall be

restricted to personnel specifically authorized by the
approved person.

2.7 Customer returns and appropriate corrective actions

2.7.1 Released components returned to the approved
manufacturer as non-compliant shall be placed in the
approved manufacturer’s quarantine store and recorded in
the ‘customer returns’ log.

2.7.2 The returned component shall be re-inspected under
the direction of the approved person in accordance with
the detail specification. If compliance is verified the
approved components shall be returned to the approved
manufacturer’s bonded store for return to the approved
distributor or customer and recorded accordingly.

2.7.3 If compliance is not verified, an investigation under
the direction of the approved person shall be carried out
to ascertain the cause of the non-compliance. The conclu-
sions of this investigation, and the corrective actions
which have been implemented as a result shall be recorded
and shall be made available to the National Supervising
Inspectorate upon request.

2.7.4 An approved component returned for non-technical
reasons, provided that the package is unopened and
undamaged and its original labelling is intact, may be
returned to the approved organization’s bonded store

for release.

2.7.6 Where a manufacturing or test defect is confirmed,
the approved manufacturer shall follow the procedures
detailed in 7.6.70 of BS 9000 : Part 5 : 1989 or 12.4.2 of
BS 9000 : Part 6 : 1989, as appropriate.

BS 9000 . Part 4 : 1989

2.8 Notification of approval

2.8.1 General. Following a satisfactory appraisal report
and allocation of a factory code by the National Supervis-
ing Inspectorate, the manufacturer shall be notified of
approval by BSI by formal letter. Approval shall take
effect from the date of the notifying letter.

An approved manufacturer who is granted an extension of
a previous approval (see 2,10) shall be similarly notified.
A revised certificate of approval shall be issued in due
course.

2.8.2 Approval numbers and certificates of approval.
Once approved, a manufacturer shall be allocated an
approval number which shall appear on the certificate of
approval and which shall be printed on all certificates of
conformity or test reports issued by the approved
manufacturer. Approval numbers are permitted to be
printed on letter headings, advice notes, invoices, etc.
The approval number, the name, the approved location,
and the scope of the approval shall be printed in the list
of approved manufacturers published in PD 9002.

2.9 Supervision of an approved manufacturer’s inspection
arrangements

2.9.1 General. The approval of a manufacturer’s inspection
arrangements means that he complied with 2.2 to 2.7 at
the time approval was granted. The approved manufac-
turer’s approved person shall ensure that the conditions of
the approval continue to be satisfied. The National Super-
vising Inspectorate shall exercise supervision to ensure that
approved conditions are maintained, by visits after the

first six months and thereafter at a frequency of not less
than two per year.

2.9.2 Periodic checks by the National Supervising
Inspectorate. 1t shall be the duty of the National Supervis-
ing Inspectorate to keep under regular surveillance an
approved manufacturer’s inspection arrangements. To this
end the National Supervising Inspectorate shall have the
right, as it deems necessary, to check the work of any
inspector which is relevant to the System. The National
Supervising Inspectorate shall carry out periodic and
systematic surveys of the whole field of the approved
manufacturer’s inspection activities relative to the System.

The National Supervising Inspectorate is permitted to
select specimens and to subject them to such tests as are
relevant for audit testing. Unless otherwise required by
the National Supervising Inspectorate, this testing shall be
carried out in the National Supervising Inspectorate’s
own laboratories. The specimens shall be taken from
production lots which have passed quality conformance
inspection, and shall subsequently be returned to the
approved manufacturer with a report. The number of
specimens to be provided shall not exceed the quantity
normally required for approval tests.

If the National Supervising Inspectorate wishes to carry
out destructive tests then, by agreement with the manu-
facturer, it is permitted for these tests to take the place of

those which would otherwise be ci@OUI ments

manufacturer.
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If the National Supervising Inspectorate is not satisfied
on any point of the operation of the System, it shall take
up the matter immediately with the manufacturer’s
approved person.

2.9.3 Periodic confirmation of manufacturer’s approval,
The approval shall be subject to reassessment of compliance
with BS 9000 : Part 4 by the National Supervising
Inspectorate on behalf of BSI over a period of between

two and three years from the date of the approval.

Before approval can be confirmed, the manufacturer shall
ensure the following:

(a) that the approved person provides a written state-
ment that the conditions of approval have been

maintained, subject to any stated changes previously
authorized by the National Supervising Inspectorate;

(b) that arrangements for correcting any unsatisfactory
features, notified in writing at the time of review,

have been agreed by the National Supervising
Inspectorate.

Failure to meet these conditions shall result in suspension
or withdrawal of approval.

2.10 Approval of a manufacturer acting as a distributor
or a test laboratory

When an approved manufacturer wishes to act as an
approved distributor and/or as an approved independent
test laboratory for components produced by another
manufacturer, he shall comply, in addition to clause 2,
with clause 3 and/or clause 4.

211 Extension of manufacturer’s approval

Where a manufacturer wishes to extend his scope of
approval he shall submit an application for an extension of
his manufacturer’s approval in respect of other families or
sub-families of components.

2.12 Approval for the assembly of an approved manufac-
turer's connector piece parts at the premises of an approved

distributor

2.12.1 General. Approved manufacturers of connectors
who wish to have the final assembly of their connector
piece parts undertaken at the premises of an approved
distributor shall comply with 2.12.2 and shall ensure
compliance with 2.12.3 by the approved distributor.

The procedures agreed between the manufacturer and the
distributor shall establish means by which the approved
manufacturer’s approved person shall be responsible for
ensuring that the assembly of connectors at the approved
distributor will be carried out in conditions which would
be applicable at his own premises.

2.12.2 The approved manufacturer. |n addition to the
requirements for manufacturer’s approval (clause 2} and
for qualification and/or capability approval {(BS 9000 :
Part 5 and BS 9000 : Part 6 respectively) the following shall
apply. )
(a} The scope of the extension of the approved manu-
facturer’s responsibilities shal! be limited to that of the
assembly of his own connector piece parts and

| Fulldocument details: BS 9000-4:1989

sub-assemblies and the quality conformance inspection
as given in the lot-by-lot tests of the relevant detail
specification.

(b) For periodic tests, samples shall be taken from the

.approved distributor’s production on the same basis

as if they had been produced by the approved manu-
facturer and these samples shall be added to the
specimens for test taken from the approved manufac-
turer’s own production.

{(c) The procedures established in accordance with

items (a) and (b) shall be by mutual agreement between
the approved manufacturer and an approved distributor
and to the satisfaction of the approved manufacturer’s
approved person. Full documentation shall be prepared.

(d) The approved manufacturer shall: .

(1) provide evidence of adequate and continuing
surveillance of the procedures and work in operation
at the approved distributor;

(2) approve the appointment at the approved distri-
butor’s operation of a person responsible to act on
the approved manufacturer’s behalf;

(3) provide all necessary process instructions,
operator training programmes and assembly
inspection requirements consistent with those in
operation at his own premises;

(4) provide tools, jigs and equipment necessary for
the assembly operation and test equipment appro-
priate for quality conformance inspection; those
items shall be within his own control and calibration
system;

(5) release assembled -connectors with a certificate
of conformity in accordance with 4.1.2 of BS 9000 :
Part 7 : 1989 and the relevant section of the quality
manual. The approved person may appoint an
approved signatory to act on his behalf at the .
approved distributor. The certificate of conformity
shall identify the connectors assembled by the
approved distributor and shall be used to authorize
the transfer to the approved distributor’s own stock.

(e} The procedures established in order to claim com-
pliance with items {a) to {d) shall be described in the
approved manufacturer’s quality manual. The manual
shall include copies of letters of agreement between the
approved manufacturer and approved distributor.
Changes to the agreed procedures shall not be made
without the agreement of the National Supervising
Inspectorate.

2.12.3 The approved distributor. In addition to the
requirements for distributor approval (see clause 3) and for
release of components, the following shall apply.

(a) The approved distributor shall provide to the

satisfaction of the approved manufacturer’s approved

person:
(1) an adequate working environment and supervision
for the assembly and testing operation, segregated ‘
from all other parts of his premises;
(2) for the marking of each connestor Witpipcu ments
identification code distinguishabie (rom the@ppraved
manufacturer’s own factory code;
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