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AMD 2531

AMENDMENT NO. 1 PUBLISHED MAY 1978
to BS 9018 : 1973

RULES FOR THE PREPARATION OF DETAIL SPECIFICATIONS
FOR PULSE HYDROGEN THYRATRONS OF ASSESSED QUALITY

REVISED TEXT
Clause 1. Introduction. In line 1 delete !'thyratrons! and
insert Ythyratron tubes!

Clause 3.1.7. Related documents. In line 2 delete 'thyratrons! and
insert 'thyratron tubes!?

Clause 3.2.1. Additional tests. In the list of tests under the three
column headings delete 'Pulse jitter time! and related references, and
insert the following new entries in the list of tests :

*Short sircuit 1010 M

High temperature 2.6.9 Dyt
operation

Mandatory layout and content for detail specification

Clause 1. Ratings. Under 'Grid 2' delete 'drive’ in entries 2 and 4.
After 'Grid 1 - d.c. primed! insert '(see Note 4)!.

Under 'Grid 1 - pulsed! delete 'drive! in entries 2, 4 and 6 and
insert 'voltage! at the end of entry 4.

Under 'Envirommental! delete 'Ambient! and substitute !Surface!

Clauge 2. te: tics, In entry 1 and 2 , after '¥V?,
insert '(see Note 6)'.

Insert the following at the end of the list of notes :

INOTE 6. These may be measured together or separately, as
appropriate to the particular tube.!

Clauge 7.1. General test conditions. In entry 4 delete 'Cathode
preheatingt and insert *'Tube heating?.
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In entry 8 delete 'Pulse andde'! and insert tAnode pulse!.
In entry 10 delete 'frequency' and insert ‘rate!.
In entries 13, 14, 15, 16, 19 and 21 delete 'drive'.

'
Delete entries 22 and 25, relating to forward impedance of grid
2 (grid 1) drive cireuit, entirely.

e ) tion e. In subgroup A4, symbol columm,
delete 'ta" and substitute 'ta.d' and delete 'Ata' and substitute 'Atﬁ‘.

Delete the entries for !Short circuitt and 'Post short circuit test!?
entixely.

In group D, column 2, insert before the existing text, 'Subgroup D4 not
applicable?.

In subgroup D2, column 2, after *Probe pulse amplitude! ingert txt,

In subgroup D3, colum 1, after 'Shock! insert 'and/orf.

In subgroup D3, column 2, delete 'subgroup AO' and substitute tsubgroup A2'.
In subgroup D3, symbol colum, delete 't ! and substitute '%,,'.

Delete the entry foi' subgroup D4 entirely.

In subgroup D5, columm 2, delete *subgroup AO! and substitute 'subgroup A2'.
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