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1. INTRODUCTION

This British Standard shall be used in conjunction with BS 9025: Travelling -
wave amplifier tubes of assessed quality: generic data and methods of test.
The object of the rules in this standard is to ensure that all detail
specifications for travelling wave tube amplifiers are closely similar to
enable detail specifications to be readily compared. :

2, SCOPE

This British Standard lists the ratings, characteristics, inspection e
requirements and additional information for travelling wave tube amplifiers

in the basic assessment level, which shall be included as minimum mandatory
requirements in a detail specification. For the purposes of this specification
and the associated detail specifications a travelling wave tube amplifier is a
unit consisting of a travelling wave tube(s) and other subsidiary components
which are associated and electrically intercomnected, such that for the purposes
of specification, testing, commerce and maintenance each unit is considered
indivisible. For convenience the term 'amplifier' is used in this specification.

The purpose of a detail specification is to describe fully a particular amplifier
so that a detail specification can be used contractually for the procurement of
that amplifier, for acceptance testing and for circuit design and equipment
maintenance purposes,

3. GENERAL

Detail speéifications are prepared either by BSI or manufacturers. They shall
be prepared in accordance with the rules given in 3.1, 3,2, 3.3 and 3.4,

The minimum information which is to be given in a detail specification
 for an amplifier is given in the mandatory layout of this standard.

Al1l. detail specifications shall be printed on A4 size paper.

3.1 Basic information. The information given in 3.1.1 to 3.1.,9 shall
appear on the front page of the detail specification, as far as is _
practicable. This information is not for inspection purposes; inspection
requirements are given in the mandatory layout,

.

3.1.1 Originator of specification, Each detail specification shall give the .
name and address of the originator of the specification.

[3.1.2 '
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3,1,2 Numbering of the detail specification. Each detail specification shall
carry a distinguishing number made up of the number of this standard followed
by a three-digit number to designate the particular detail specification,

Where the detail specifications have been prepared by BSI the two portions
of the distinguishing number shall be separated by the letter 'N', e.g.
BS 9028 NXXX, '

When the detail specification has been prepared by a manufacturer BSI
will issue a BS number which will be separated by the letter 'F', e.g,

BS 9028 FXXX to show that the detail specification has been prepared by
a manufacturer, ’

The issue number and date of issue (month and year) of the detail specification
shall be given and re-issues shall clearly indicate all deviations from

the previous issue, The manufacturer's type designation number shall be
given,

3.1.3 Description of the amplifier and intended application. This shall
be as shown in the mandatory layout.

3.1,4 Outline drawing. An illustration of the device showing the overall
dimensions shall be given as an aid to easy recognition and for comparison
of the device with other devices, ’

Terminal connections shall be given as appropriate.

The symbols used shall be in accordance with the relevant British Standards
or IEC Publications. The location of the inspection draWLngs (see 3.3)
shall be given,

3.1.5 Ratings (not for inspection purposes). The ratings to be stated are
shown in the mandatory layout given in this standard. Additional ratings

may be included at the manufacturer's discretion but in all cases the values
of the ratings and the conditions under which they apply shall be given.

Any interdependence of ratings shall be stated.

Any limiting conditions of use, e,g. mounting, shall be stated,

The absolute system of ratings shall be used (see IEC Publication 134).

3.1.5.1 Ratings (limiting values). These are defined as ratings which establish
either a limiting capability or a limiting condition of use beyond which

significant performance deterloraLlon, life reduction and/or p0331b1e damage
to the device may occur,

- NOTE, The limiting value may be either a maximum or a minimum T
quantity and is referred to as a 'maximum rating' or a 'minimum
rating' respectively, Such values do not necessarily define a
frontier where one side gives satisfactory performance and the
other immediate failure.

[3.1.6
Documents

Full document details: BS 9028:1978


http://www.avadocuments.com/doc/bs-9028-1978
http://www.avadocuments.com/doc/bs-9028-1978

"BSI BSx9028 78 WM 1b24bb9 0128820 O MM

BS 9028: 1978

3.1.6 Characteristics (not for inspection purposes). The characteristics

to be stated are shown in the mandatory layout given in this standard.
Additional characteristics may be included at the manufacturer's discretion
but in all cases the conditions under which they are measured shall

be stated. :

3.1.7 Related documents. Reference shall be made to BS 9000: General
requirements for electronic components of assessed quality; to BS 9025:
Travelling wave amplifier tubes of assessed quality; and to any other
British Standards or IEC Publications which are called up in the detail
specifications but not already referenced in BS 9025. '

3.1.8 Additional information. This part of the detail specification shall
include any circuit diagrams, graphs and notes necessary to clarify

any part of the detail specification. Also where any items such as

those listed helow are not fully defined in BS 9025 (and/or BS 9000

in some cases),

Additional details covering the following items shall be given in the
detail specification:

(a) Terms and definitions,
(b) Letter symbols.
(¢) Test procedures.

The general principles contained in the relevant British Standards
and/or IEC Publications shall be followed when preparing such additional
information.

3.1.8.1 Application data. The application data shall be that which

in the view of the manufacturer will provide adequate user information.
This information will be given on a voluntary basis and is not a mandatory
requirement in the sense of forming part of the inspection procedure

to meet the nceds of the detail specification. Where maximum and/or
minimum curves are given these should represent the expected limits

of the production spread, and the interpretation to be placed on thesc
limits must be stated. '

3.1.9 Ordering information. The minimum ordering information required
for amplifiers covered by the detail specification shall be given as
shown in the mandatory layout,

3.2 Inspection requiremets. For information on inspection requirements
and a description of the groups and subgroups see 2.6 of BS 9000: Part |
and BS 9000: Part 2.

3.3 Inspection drawing. An inspection drawing of the amplifier shall

he given. The drawing shall include dimensions and tolerances affecting
interchangeability, Dimensions shall be directly referenced to the
fixing points. A table of dimensions, with tolerances, shall be given,
sub-divided to show the dimensions which are appropriate for group B, C
or D testing,

[Clause 1
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