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4. Apparatus

National foreword

This British Standard has been prepared under the direction of the Rubber Standards Committee. It is identical with
I1SO 2781-1975 “Vulcanized rubbers — Determination of density” published by the International Organization for
Standardization (ISO).

The main change incorporated in this revision is that the standard laboratory temperature, at which tests are normally
carried out, is now specified as 23 + 2 °Cor27 + 2 °C(see clauses 7, 8 and 9). The standard temperature of

23 + 2 °C is recommended for tests carried out in the UK (see ‘Additional information’ below).

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

The comma has been used throughout as a decimal marker. In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as 'British
Standard’.

Additional information. In UK practice, the standard laboratory temperature of 23 + 2 °Cis normally chosen for
conditioning and testing. It is stressed that all operations during the test should be carried out at the same temperature
(see clause 8).

A density bettle complying with the requirements of BS 733 "Density bottles’ is recommended for use in method B.

Clause 9.2, note 1 to method A. 1t has been found that where test pieces smaller than the one specified in this standard
have to be used, i.e. when small components are being tested, the mass of the filament, or any other suspension device,
should be included in the calculation.
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