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National foreword

This Part of BS 903 has been prepared under the direction of the Plastics and
Rubber Standards Policy Committee. It is identical with ISO 6179 ‘Vulcanized
rubber sheet’, and fabrics coated with vulcanized rubber — Determination of
transmission rate of volatile liquids (Gravimetric technique)’, published by the
International Organization for Standardization (ISO). This edition of BS 903 :
Part A46 supersedes the 1984 edition which is withdrawn.

Cross-references

International standard Corresponding British Standard

BS 903 Methods of testing vulcanized rubber

ISO 188 : 1982 Part A19 : 1986 Heat resistance and accelerated ageing
tests
(Identical)

ISO 471 : 1983 Part A35 : 1985 Temperatures, humidities and times for
conditioning and testing of test pieces
(Identical)

ISO 1826 : 1981 Part A19 : 1986 Heat resistance and accelerated ageing
tests
(Technically equivalent)

1SO 2231 : 1989 BS 3424 Methods of test for coated fabrics
Part 2 : 1982 Method 4. Conditioning and selection of test
specimens
(Technically equivalent)
BS 903 Methods of testing vulcanized rubber

ISO 4648 : 1978 Part A38 : 1978 Determination of dimensions of test
pieces and products for test purposes
(Identical)

ISO 4661-1 : 1986 Part A36 : 1988 Preparation of samples and test pieces
(Identical)

The Technical Committee has reviewed the provisions of ISO 2286, ISO 2528 and
ISO 3310, to which reference is made in the text, and has decided that they are
suitable for use in conjunction with this standard.

Related British Standards to ISO 2286 : 1986 are BS 3424 ‘Methods of test for
coated fabrics’ Part 1 : 1982 ‘Method 1. Method for the determination of roll
characteristics’, Part 3 : 1982 ‘Methods 5A, 5B and 5C. Methods for
determination of mass per unit area’ and Part 23 : 1987 ‘Method 26. Method for
determination of the thickness of coated fabrics’. A related British Standard to
ISO 3310-1 : 1982 is BS 410 : 1986 ‘Specification for test sieves’. There is no
British Standard corresponding to ISO 25628, but attention is drawn to BS 3546
‘Coated fabrics for use in the manufacture of water penetration resistant coating’
Part 4 ‘Specification for water vapour permeable coated fabrics’.

A non-gravimetric method for determination of the transmission rate of volatile
liquids, which is relevant to end-uses to which this Part of BS 903 may be put, is
given in BS 4724 ‘Resistance of clothing material to permeation by liquids’ Part 1
‘Method for the assessment of break through time’.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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