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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Rubber
Standards Policy Committee (RUM/-) to Technical Committee RUM/36, upon
which the following bodies were represented:

British Railways Board

British Rubber Manufacturers’ Association

ERA Technology Ltd.

GAMBICA (BEAMA Ltd.)

Institution of Mechanical Engineers

Institution of Water Engineers and Scientists
Malaysian Rubber Producers’ Research Association
Ministry of Defence

National College of Rubber Technology

Rubber and Plastics Research Association of Great Britain
SATRA Footwear Technology Centre

This British Standard, having
been prepared under the
direction of the Rubber
Standards Policy Committee,
was published under the
authority of the Board of BSI

and comes into effect on Amd. No Date Text affected
31 August 1990 ) :

Amendments issued since publication
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STANDARDS

Amendment No. 1
published and effective from 15 May 1993
to BS 903 : Part A59 : 1990

Physical testing of rubber
Part A59. Methods using plastimeters

Revised text

Foreword
After paragraph 1, insert the following.
‘Method 1 is technically equivalent to ISO 2007 : 1991

AMD 7720/May 1993

Clause 2.2.4
Delete the text entirely and substitute the following.

‘2.2.4 A mechanism for measuring the thickness of the test piece, to the nearest
0.01 mm when it is between the platens.’

AMD 7720/May 1993
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