BRITISH STANDARD 903 : Part B19 : 1958

METHODS OF TESTING
VULCANIZED
RUBBER

PART B19. PREPARATION AND
EXAMINATION OF WATER EXTRACT

Documents
Documen t Sharing Hub

Full document details: BS 903-B19:1958


http://www.avadocuments.com/doc/bs-903-b19-1958
http://www.avadocuments.com/doc/bs-903-b19-1958

Documents

Document Sharing Hub

Full document details: BS 903-B19:1958


http://www.avadocuments.com/doc/bs-903-b19-1958
http://www.avadocuments.com/doc/bs-903-b19-1958

BRITISH STANDARD

METHODS OF TESTING
VULCANIZED
RUBBER

PART B 19. PREPARATION AND
EXAMINATION OF WATER EXTRACT

B.S. 903 : Part B19 : 1958

Incorporating amendment issued February 1961 (PD 4056)

BRITISH STANDARDS INSTITUTION

INCORPORATED BY ROYAL CHARTER

[UDC 678.4401:543)

Documents

Document Sharing Hub

Full document details: BS 903-B19:1958


http://www.avadocuments.com/doc/bs-903-b19-1958
http://www.avadocuments.com/doc/bs-903-b19-1958

B.S. 903 : Part B19 : 1958

THIS BRITISH STANDARD, having been approved by the
Rubber Industry Standards Committee and endorsed by the
Chairman of the Chemical Divisional Council, was published

- under the authority of the General Council on 31st December,
1958.

B.S. 903, first published June 1940.
B.S. 903, first revision October 1950.
First published as B.S. 903 : Part B 19, December, 1958.

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract. ‘

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 3000,
indexed and cross-indexed for reference, together with an
abstract of each standard, will be found in the Institution’s
Yearbook. '

This standard makes reference to the following British
Standards:

B.S. 572 Interchangeable conical ground glass joints.

B.S. 612 Nessler cylinders.

B.S. 1647 pH scale.

B.S. 2087 Chemical requirements for treated textiles.

B.S. 2690 Methods for testing water used in industry.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest umendments or editions.

The following B.S.I. refercnces relate to the work on this standard: -
Committee refcrences RUC’10. RUC 10,5 ’
Draft for comment CY(RUC) 2957
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