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BLANK DETAIL SPECIFICATION FOR MICROWAVE NOISE GENERATORS OF ASSESSED QUALITY
BASIC ASSESSMENT LEVEL

1. SCOPE

This standard lists the ratings, characteristics, inspection requirements and
additional information for microwave noise generators of the stated assessment
level which are to be included as minimum mandatory requirements in the detail
specification, together with supplementary tests which may be called up at the
discretion of the specification writer to meet particular circumstances. It is a
blank detail specification for microwave noise generators relating to

BS 9045: 1981 'Specification for microwave noise generators of assessed quality:
Generic data and methods of test', in the BS 9000 series.

2. ADDITIONAL INSPECTION REQUIREMENTS

If the following tests, additional to the minimum inspection requirements for
the component are required the following list gives guidance on the appropriate
subgroups.

Test - Test method Subgroup

Excess nolse ratio over supply 1008 o c2
voltage/current range

Rapid change of temperature 2.6.7 . D3
Vibration 2.6.6 D3
Non—-operating endurance 2.7.2 D5
Damp heat 2.6.2 D7
Shock 2.6.4 - D7
Bump 2.6.5 D7
ﬁeduced pressure 2.6.8 D7
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3. CERTIFIED TEST RECORDS

The requirements for the information to be presented in certified test records
shall be as given in subgroup D6.

The specification writer may state in the detail specification that subgroup D6
CIR information is not required if the expected annual production quantity is
less than 400 or the production batch size 1is below 150.

If no CIR information is available, individual test results for those tests
normally reported on CIR shall be made available for inspection.

4. DETAIL SPECIFICATION

The blank detail specification which follows, when completed as indicated, will
form the relevant detail specification.

[Specimen layout]
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