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BS 9048: 1978

BRITISH STANDARD RULES FOR THE PREPARATION OF DETAIL SPECIFICATIONS FOR GLOW MODULATOR
TUBES OF ASSESSED QUALITY

BASIC ASSESSMENT LEVEL
1. INTRODUCTION

This British Standard shall be used in conjunction with BS 9047, 'Glow modulator
tubes of assessed quality: generic data and methods of test'. The object of the
rules in this standard is to ensure that the contents of all detail specifications
for glow modulator tubes shall be complete and tufficient for inspection purposes
and that the information shall be presented in standard format as far as possible.

2, SCOPE

This standard lists the ratings, characteristics, inspection requirements and additional
information for glow modulator tubes at the basic assessment level, which shall

be included as minimum mandatory requirements in a detail specification. The purpose

of a detail specification is to describe fully a particular component so that the
specification can be used contractually for procurement of that component, for acceptance
testing and for circuit design and equipment maintenance purposes.

3. GENERAL

Detail specifications are prepared either by BSI or by manufacturers. They shall
be prepared in accordance with the rules given in 3.1, 3.2, 3.3, 3.4 and 3.5. The
minimum information which is to be given in a detail specification is given in the
mandatory layout of this standard., All detail specifications shall be printed on
A4 size paper.

3.1 Basic information. The information given in 3.1.1 to 3.1.9 shall appear on
the front page of the detail specification, as far as is practicable.

This information is not for inspection purposes; inspection requirements are given
in 3.4 and 3.5.

3.1.1 Originator of the specification. Each detail specification shall give the
name and address of the originator of the specification.

3.1.2 Numbering of the detail specification. See 1.4.3 of BS 9000: Part 1.

3.1.3 Description of the tube and intended application. A brief description of the

tube shall be given including (where applicable) typical construction and the intended
application, for example, 'metal/glass/ceramic glow modulator tube suitable for
military, industrial and communications applications'. The manufacturer type designation
number may also be included.

3.1.4 Outline drawing (not for inspection purposes). An illustration of the glow
modulator showing the overall dimensions shall be given as an aid to easy recognition.

Terminal connections shall be given as appropriate. The symbols shall be in accordance
with the relevant British Standards or IEC publications.

The location of the inspection drawing (see 3.5) shall be given.

3.1.5 Ratings (not for inspection purposes). This section of the detail specification
shall contain the limiting values of operating and environmental conditions applicable
to the glow modulator, which should not be exceeded under the worst possible conditions.
(See IEC publication 134 for further information.)

[3.1.6
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