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A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
pages 1 to 9 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on
the inside front cover.

Amendments issued since publication

Amd. No. Date of issue Comments

3211 January 1980 | Indicated by a sideline in the margin
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ELECTRONIC COMPONENTS OF ASSESSED QUALITY MANUFACTURER’S TYPE
DETAIL SPECIFICATION IN ACCORDANCE WITH BS 9074 |[NUMBER
See IPD 9009

OUTLINE AND DIMENSIONS. THIRD ANGLE PROJECTION | For ordering information
see clause 6

Cose asymmery o - _@. FIXED CAPACITOR POLYSTYRENE
g FILM DIELECTRIC EXTENDED

outer foil

S
d nom. r—ZT FOIL
' /T TYPICAL CONSTRUCTION
[ B o RECTANGULAR NON-METALLIC
$ Z,
. CASE
=a__ __1% UNIDIRECTIONAL |
) TERMINATIONS
3 min. I Y J 22
"See 1t o CLASSIFICATION
See Table 2 40/070/21
All dimensions are in millimetres FULL ASSESSMENT
PLUS ADDITIONAL

Stand-offs and their dimensions may vary
Marking information see clause 4.

1 Constructional details
1.1 Standard termination length is 3 mm minimum unless otherwise requested.

1.2 The capacitor shall be capable of seating firmly on the printed circuit board, and the body mounting
shall not seal off the holes in the printed circuit board through which the capacitor leads pass.

1.3 Silicone materials or silicone mould release agents shall not be used.

2 Ratings and dimensions
Capacitance range 47 pF to 15 000 pF preferably in the E192 series.
Table 1 — Tolerances on capacitance range

Capacitance range Rated voltage Minimum preferred
(»F) ) tolerances
47 to 300 63 + 1.5 pF
> 300 to 15 000 63 +0.5%

|Refer to Qualified Products List [PD 9004 for details of manufacturers approved to this specification

Table 2 — Dimensions in millimetres

Capacitance range Z, Y Z, Sy S, d
p g max. max. max. nominal nominal nominal
47 pF to 15 000 pF 7.5 13.0 7.5 5.08 5.08 0.6 preferred
0.5 permissible

NOTE The leadout positioning tolerance shall be such that, when the leadouts are located in two 1.0 mm diameter holes centred
on the opposing diagonal corners of a 5.08 mm square, the case shall be capable of being positioned within a 7.62 mm square

concentric and parallel with the 5.08 mm square.
A suitable gauge is shown in Appendix B.
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