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A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 8 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.

Amendments issued since publication

Amd. No. Date of issue Comments

3364 September 
1980

3836 December
1981

Indicated by a sideline in the margin
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Table 1 — Dimensions and ratings

ELECTRONIC COMPONENTS OF ASSESSED QUALITY: DETAIL SPECIFICATION

FIXED CAPACITORS

MONOLITHIC CERAMIC 
DIELECTRIC TYPE 2C1

RECTANGULAR 
NON METALLIC CASE, 
CENTRED WIRES ONE FACE

FULL ASSESSMENT

NOTE 1 Tolerances on wire diameters are specified in 1.1.12 4) of BS 9070:Section 5:1971.

Pattern 
reference

Maximum dimensions S ± 0.4
(See note 2)X Y Z

A 3.81 3.81 2.54 2.54

B 5.08 5.08 2.54 5.08

C 7.62 7.62 2.54 5.08
NOTE 1 Lead spacing (S) to be measured at the case for patterns A and C, and at the 
shoulder for pattern B.
NOTE 2 For individual manufacturers’ approved capacitance ranges see PD 9002.
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