BS 9075 NO25
ISSUE 2, AUGUST 1978

ELECTRONIC COMPONENTS OF ASSESSED QUALITY : DETAIL SPECIFICATION

p z FIXED CAPACITORS
L 1
| ] [
¢_ Y Palz\ern Q
] \ )
|
30 min
1 MONOLITHIC
! ®0.6 :
.S CERAMIC DIELECTRIC
“;4 , (note 1) | 7vpE 274
1
l
¢— Y Pattern ¢_
i B
! \ RECTANGULAR
iy ] ' \ NON METALLIC CASE,
' | 30 min. CENTRED WIRES ONE FACE
S —ofle®P 0.6
(note 1)
X z
| !
| FULL ASSESSMENT
Pattern
s
— , |
30 min.
' S ! ® 0.6
e — (note 1)

Leads symmetrical about centre line within + 0.5
All dimensions are in millimetres

NOTE 1. Tolerances on wire diameters are specified in 1.1.12(4) of BS 9070:
Section 1: 1969.
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TABLE 1. DIMENSIONS AND RATINGS

Pattern | Maximum dimensions S + 0.4| Rated and category
ref. (see voltages (V d.c.)
note 1)
X Y Z UR 50 UR 100
Uc 50 Uc 100
Maximum capacitance
(pF) (see note 2)
A 3.81 3.81 2.54 | 2.54 39 000 15 000
B 5.08 | 5.08 | 2.54 | 5.08° 100 000 33 000
C 7.62 | 7.62 | 2.54 | 5.08 1 000 000 180 000

NOTE 1. Lead spacing (S) t
and C, and at the shoulder

NOTE 2. For individual man
see PD 9002.

1. RATINGS (INCLUDING LIMITING

Capacitance range

Standard selection tolerances

Temperature characteristics

Environmental classification
Bump severity

Vibration severity

Low air pressure

Solderability

Resistance to soldering heat

2. SPECIAL CHARACTERISTICS

Not applicable.

o be measured at the case for patterns A
for pattern B.

ufacturers' approved capacitance ranges

CONDITIONS OF USE) AND CHARACTERISTICS
Capacitance values are taken from the
E12 series of BS 2488 (IEC 63)
+20% (M; - 20 Z + 80 7% (2)

2F4 + 30 7 - 80 7 over category
temperature range

25/085/21
390 m/sz, 4000 + 10 bumps

10 Hz to 2000 Hz; 0.75 mm or 98 m/sz;
6 h

2 kPa (20 mbar)

2 s without ageing
3 s with ageing

350 °c

3. ADDITIONAL INFORMATION (NOT FOR INSPECTION PURPOSES)

3.1 Application notes. For use in general applications where temperature stability

is not of major importance.

Full document details: BS 9075 N025:1978

Documents
{€lagseufment Sharing Hub


http://www.avadocuments.com/doc/bs-9075-n025-1978
http://www.avadocuments.com/doc/bs-9075-n025-1978

AMD 3213

Amendment Slip No. 1
published and effective from 31 January 1980
to BS 9075 N025 : Issue 2 : 1978

Detail specification for fixed ceramic Type 2F4 capacitors
of assessed quality with radial wire terminations

Deletions

AMD 3213 Table 1. Dimensions and ratings
January 1980
Delete the final two columns headed 'Rated and category voltages'.
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Amendment Slip No. 1
published and effective from 30 September 1980
to BS 9075 NO25 : Issue 2, August 1978

Detail specification for fixed capacitors of assessed
quality: monolithic ceramic dielectric type 2F4:
full assessment

Revised text

AMD 3365

AMD 3365
September 1980

CLAUSE 5. ORDERING INFORMATION

Delete item (e) and re-letter (f) as (e).
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