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ELEGTRIC COMPONENTS OF ASSESSED QUALITY : DETAIL SPECIFICATION
FIXED NON-WIREWOUND
INSULATED RESISTOR
TYPE
30mm L .30 mm ( D
 min. A min.
+ '} BASIC ASSESSMENT
b ()
4 ¥
Jd AXTAL. WIRE TERMINATIONS
TYPICAL CONSTRUCTION:
METAL FILM, HELICALLY CUT
OTHER FILMS AND CONSTRUCTION
MAY BE USED
‘ For ordering information see Clause 4,
TABLE 1. DIMENSIONS AND RATINGS
Style| Rated Limiting ' Isolation d (see Note 3)
(see | dissipation | element voltage
Note (W at 70 °C)| voltage L D Preferred Permissible
maxe. max,
4) V d.c. or V d.c. or
8eCe TeMeS, | aoce peak min,. | nom, max,|min.|nom.| max.
H* 0.063 150 210 5.1 1.7 0,35/0,4 ] 0,44(0,45|0,5 | 0,55
J% 0.125 150 210 8.3 2.5 0,55{0.6 | 0,66/0,45|0.5 | 0,55
K= 0.25 200, 280 11.2 4,2 0.75;0,8| 0,88/0,55{0.6 | 0.66
L* 0,5 250 350 15.1 6.1 0.75/0.,8 0.88/0.55[0,6 | 0,66
M 1.0 500 700 32.5 11,5 0.,75/0.8} 0.88/0,95({1,0 | 1,10
N 2,0 750 7 1050 61,5 | 13.0 0,95/1,0| 1.10|/0.75/0.8 | 0,88
L
. NOTE 1, All dimensions are in millimetres,

NOTE 2. These resistors are suitable for printed wiring applications,

NOTE 3, Where terminations of the permissible diameter are used this shall be stated
in the application for qualification approval for inclusion. in the Qualified Products
LiSt-

NOTE 4. Asterisk to be replaced by the letter appropriate to the temperature
characteristic (see Ratings and Characteristics).
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1. RATINGS AND CHARACTERISTICS

Resistance range® The range of values available in each style is
given in the Qualified Products List (see
BS 9002)
Standard selection tolerances +0,5%, *1.07%, +2,07%, £5.07%
Environmental classification 55/125/21
Bump severity 390 m/s?, 4000 * 10 bumps
Vibration severity 10 Hz to 500 Hz; 0,75 mm or 98 m/s’
whichever is less severe
Low air pressure 8.5 kPa (85 mbar)
Timit of resistance change after 1,0 Z + 0,05 ¢Q

1000 h endurance test

0.25 % for C: (t.c. * 50 p.p.m./°C)

Temperature characteristic of ArR: < *
0.5 % for Z: (tec. % 100 p.p.m./°C)

resistance (+ 20 °C to + 70 °M

1+

1.1 Derating, Resistors covered by this specification are derated linearly from 100 Z%
of rated dissipation at 70 % to zero dissipation at 125 °C. The dissipation below
70 °c is the rated dissipation.

2, MARKING

The marking of the component and package shall be in accordance with the requirements
of 1.1.6 of BS 9110,

3. RELATED DOCUMENTS

BS 2011, '"Methods for the environmental testing of electronic components and
electronic equipment'.

BS 2488, 'Schedule of preferred numbers for the resistance of resistors and the
capacitance of capacitors for telecommunication equipment’'. ’

BS 6001, 'Sampling procedures and tables for inspection by attributes'.
BS 9000, "General requirements for electronic components of assessed quality'.

BS 9002, 'Qualified products list for electronic components of assessed quality
(including list of approved firms)'.

BS 9110, 'Fixed resistors of assessed quality : Generic data and methods of test!'.

% The preferred values are those of the E24 series of BS 2488 : 1966.  Where the use
of intermediate values is essential they should be chosen from a series in that
document.
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4, ORDERING INFORMATION

Orders for resistors covered by this Speclflcatlon shall contain the following
information (in accordance with the requirements of 1,1,15 of BS 9110):

(1) Rated resistance.
(2) Tolerance.

(3) BS number and issue of this detail specification and style (see Table 1).

6. CERTIFIED TEST RECORDS (CTR)

Not applicable.

‘ 6. ADDITIONAL INFORMATION (NOT FOR INSPECTION PURPOSES)

6.1 Voltage proof. Voltage proof testing causes a permanent reduction in the potentlal
life of any insulation and for this reason should not be repeated more often than is
necessary. As a general guide, the application of more than three such tests to the
same component by a user is not recommended.

6.2 Bending of wire terminations. Bending of a termination should not occur at a
point less than 2 mm from the point of emergence of the termination, and the minimum
bend radius should be the diameter of the termination.
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