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A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 10 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on
the inside front cover.
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Electronic components of assessed quality: detail specification
Outli d di i
(Third angle projection) VOLTAGE REGULATOR
DIODE
14.19 max.
Cathode FULL ASSESSMENT LEVEL
[:éj b ] MANUFACTURER’S TYPE
NUMBER AS SHOWN IN
BS 9002
. 8.0 min. . 1.0W,3.3Vto33V (5 %)
|37 min. ], 8.89 max. 264min|  |5.72max| SILICON VOLTAGE REGULATOR
All dimensions are in millimetres DIODE HERMETICALLY SEALED
For detail dimensions see Appendix A

1 Limiting conditions of use (not for inspection purposes)
Absolute maximum values
Power rating
P,,, Reverse power dissipation 1.0W
For derating curve of reverse power dissipation against 7,,,  see Figure 1

Thermal ratings
T, .., Operating temperature range —55°C to 150 °C
T., Storage temperature range —55°C to 150 °C

2 Characteristics (not for inspection purposes) (at 25 °C unless otherwise stated)

V,, Working voltage at I, as Table 1, col. 4 see Table 1, cols. 1, 2, 3
Vzs Minimum working voltage at I, as Table 1, col. 11 see Table 1, col. 13
Iz; Maximum reverse current at Vi as Table 1, col. 8 see Table 1, col. 9
Iys Maximum reverse current at 7, = 100 °C and Vj as Table 1,
col. 8 see Table 1, col. 10
rz;  Maximum differential resistance at I;; as Table 1, col. 4 see Table 1, col. 5
rzs  Maximum differential resistance at I, as Table 1, col. 11 see Table 1, col. 12
S, Temperature coefficient of V;; over temperature range
T, =25°Cto T,,, =60 °C and at I; as Table 1, col. 4 see Table 1, cols. 6, 7
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